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DOULTON & CO., LTD. 


Head Office: 
28 HIGH STREET, LAMBETH, LONDON, S.E. 1. 


(Telephone: Reliance 1241, 6 lines; Telegrams & Cables: * Doulton, London.’) 


ә 


=~ 
Й 


Showrooms & Depots: 
ALBERT EMBANKMENT, LAMBETH, LONDON, S.E. 1. 
HAWKHEAD ROAD, PAISLEY. 
3 & 5 ST. JAMES’ SQUARE, MANCHESTER. 
Branch Office: 
GRANVILLE STREET, BIRMINGHAM. 
Potteries & Works: 
LAMBETH, LONDON, S.E. 1; PAISLEY; BURSLEM; ERITH, Nr. LONDON; 
SPRINGFIELD, Staffs.; & ST. HELENS, Lancs. 
Codes: 
A.B.C., sth & 6th Editions; Western Union 5-Letter ; Bentley's; Lieber's. 
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WORKS, LAMBETH, LONDON, S.E. 


DOULTON & CO., LTD. 


MANUFACTURERS OF 


Baths 

lavatories 

Closets 

Urinals 

Sinks 

Wash Tubs 

Laboratory Fittings 
Marine Sanitary Fittings 
Etc., ctc. 


Damp Courses 
Air Bricks 
Chimney Tops 
Cattle Troughs 
Silicon Treads 
Etc., etc. 


Conduits 
Troughs 
Ducts 
Insulators 
Etc., etc. 


Drainage Drain Pipes 

Appliances | Special Joints 
Junctions - 
Bends 
Gullies, Traps 
Channels 
Manhole Covers 
Flushing Syphons 
Etc., etc. 


Architectural Terra-cotta and 
-Wares Carrara Ware 
Tiles and Mosaics 
Fireplaces 
Statuary 
Garden Vases 
Sundials 
Fountains 
Etc., etc. 


Also makers of a wide range of Domestic Wares, General China and 
Earthenware, Artistic Vases, Crucibles, Filters and Chemical Stoneware. 


Catalogues of goods not included in this volume may be had on application. 


a 


2 эн 


СС-0. Bhagavad Ramanuja National Res 


earch Institute, Melukote Collection. 


: KS/Tattva Heritage. Digitization: Sarayu Trust/eGangotri 


1025 


1014 
1013 


1013 
1011 
1010 
1010 


1010 
1010 


Funding: IKS/Tattva Heritage. Digitization: Sarayu Trust/eGangotri 
37 


DOULTON «2 CO., LTD. 


have received at important Exhibitions 
OVER 340 GOLD MEDALS, DIPLOMAS 
and other awards. 


Among the most noteworthy the following may be enumerated:— 


PARIS—2 Grands Prix, 

2 Diplomas of Honour, 

7 Silver Medals. 
PARIS—Diploma of Honour. 
GHENT—3 Grands Prix, 

4 Diplomas of Honour, 

2 Gold Medals. 
INTERNATIONAL CONGRESS 
OF MEDICINE—Gold Medal. 
TURIN—Grand Prix, 

§ Diplomas. 

TORONTO-2 Gold Medals. 
BUENOS AIRES—Grand Prix. 
ALLAHABAD—Gold Medal. 
BRUSSELS—2 Grands Prix. 


1906-7 CHRISTCHURCH (N.Z.)— 


1001 
1001 
1000 
1805 
1805 
1803 
1803 
1803 
1892 


1891 
1889 


1888 
1887 
1886 


3 Special Awards, 
21 Gold Medals. 
MILAN—Grand Prix, 

Diploma of Honour, 

Gold Medal. 

ST. LOUIS—2 Grands Prix, and 
in addition, as individual awards 
to collaborators, 1 Grand Prix, 4 
Gold Medals, 23 Bronze Medals 
--а larger number than awarded 
to any other British Exhibitor. 

GLASGOW—3 Diplomas. 

ANTWERP—Grand Prix. 

PARIS—Appointed Member of the 
Jury “ Hors Concours." 

CALIFORNIAN INTER- 

NATIONAL EXPOSITION— 

Diploma oí Honour and Medal. 

BELFAST—2 Gold Medals. 

CHICAGO—7 Highest Awards, the 
largest number granted to any 
firm of Potters in the World. 

HAVRE—Diploma of Honour and 
1st Class Medal. 

ALGIERS—Diploma of 
and Gold Medal. 

TASMANIA—ist Class Award. 

JAMAICA—2 Diplomas of Honour. 

PARIS—Grand Prix, 

2 Gold Medals, 

1 Bronze Medal. 

The Highest Honours awarded to 

any Exhibitor. 

MELBOURNE—1 15: Class, 

1 2nd Class Awards. 
NEWCASTLE—1 Gold, 
and 1 Bronze Medal. 
EDINBURGH—1 Gold, 
and 3 Bronze Medals. 


Honour 


2 Silver, 


2 Silver, 


1886 


1886 


1885 


1885 


1884 


1884 


LIVERPOOL— 

3 Gold Medals for Sanitary Ap- 
pliances and Artistic Pottery. 
LONDON, INDIAN AND 
COLONIAL — А commemorative 
Medal and Diploma. 

THE SOCIETY 

‘ALBERT’ MEDAL—Presented by 
H.R.H. the Prince of Wales to 
Sir Henry Doulton at the Lam- 
beth Pottery, “іп recognition of 
the impulse given by him to the 
production of Artistic Pottery in 
this Country.’ 

LONDON INVENTIONS ЕХ- 
HIBITION—The only Gold Medal 
for English Pottery. 
LONDON HEALTH 
TION—10 Gold, 15 Silver, 5 
Bronze Medals. Including the 
* John Stock ’ Gold Medal of the 
Society of Arts for ‘the best 
example of Sanitary Architectural 

Construction.’ 
PARIS EXHIBITION 
DECORATIVE 
Concours.’ 


OF ARTS 


EXHIBI- 


OF 
ART — ‘Hors 


1883-4 CALCUTTA—s Gold, з Silver and 


Bronze Medals. 


1883-4 NICE—1 Gold and 3 Silver Medals. 


1885 
1880 


1870 
1878 


1877 
1876 
1873 
1860 
1807 
1862 
1851 


SANITARY INSTITUTE.—Medals and Certificates 
Exhibitions:— 


London, 


Stafford, Croydon, Exeter, 


Newcastle-on-Tyne, 


AMSTERDAM—2 Diplomas and 
Highest Award by ‘ Acclamation.’ 
MELBOURNE—1 Gold and 7 
Silver Medals. 
SYDNEY—4 ist Class Awards. 
PARIS—Grand Prix, Diploma of 
Honour, and 6 Medals. 
Cross of the Legion of Honour 
to Sir Henry Doulton. 


CAPE TOWN—Gold Medal and 
Diploma. 

PHILADELPHIA—s5 ist Class 
Awards. 

VIENNA—s Medals for “ Pro- 
gress.’ 

AMSTERDAM — Extraordinary 
Mention. 

PARIS—Only Medal for Drain 
Pipes. 

LONDON—Only Medal for Drain 
Pipes. 

LONDON—st Class Medal for 
Stoneware. 


have been awarded at the following 


Glasgow, Dublin, Leicester, 


Folkestone, York, Bolton, Brighton, Liverpool, Manchester, Bradford, Bristol, Bournemouth. 
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INTRODUCTION 


5 INCE the publication of the last edition of our 

Catalogue many improvements have been 
made, and new features added to the range of 
Modern Sanitary Fittings for selection. These 
are embodied as far as possible in this catalogue, 
which provides a comprehensive range of fittings 
to meet the requirements equally of Large Hotels 
and Mansions or Small Villas and Cottages. 
Offices, Factories, Schools and similar buildings 
are also adequately provided for, while a Special 
Section is entirely devoted to Hospital Equipment. 
Sanitary Fittings specially designed for use on 
board ships of all types are the subject of a 
separate catalogue (No. N.134), of which a copy 
will be forwarded on application. 


It has been found more convenient to give 
prices in the separate appendix which accompanies 
the catalogue, and this should be secured by the 
cord which will be found inside the back cover. 


Тһе prices in the appendix will be revised from 
time to time as may be necessary. Quotations 
and separate illustrations will be readily furnished 
upon receipt of detailed enquiries. 


DOULTON & CO., LTD. 


(July, 1997). 
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CONDITIONS OF SALE. 


PRICES. 
Both quotations and printed prices are subj 
notice. 


Unless otherwise stated, prices includ 
at port most convenient to works of manufacture, 


ect to alterations or withdrawal without 


e for delivery of goods of an approved value, f.o.b. 
exclusive of cost of packages. 


GOODS. 


Customers must accept full responsibility for the suitability of goods they order, and no 
Claim on any other ground than alleged defective workmanship ог material can be 
entertained, and in such cases immediate notification must be made in writing, and in 
any event allowance shall not exceed the price charged for the goods themselves. 


The sizes and weights shown on price lists or quotations are approximate only, as 
variations cannot be avoided in Pottery Manufacture. Designs and illustrations are 
not binding as to details, as modifications and improvements in manufacture and design 


may be introduced from time to time. 


Orders by Cable or Telegram are accepted only at Sender's risk, and should always be 
confirmed in writing. 


DELIVERIES. 


АП orders are accepted and promises for delivery given subject to our being able to 
obtain the necessary labour and material, and we do not accept responsibility for delays 
arising through risks of manufacture. 


No responsibility can be accepted for Losses, Damage or Delays, which are due to the 
Acr of God, War, Fire, Civil Commotion, Riots, Accidents, Breakdowns of Plant and 
Machinery, Aircraft, Strikes, Lock-outs, or any other causes beyond our control. 


Orders for delivery from stock are made subject to the goods still being unsold on receipt 
of the order. 


SHIPPING. 


We do not accept responsibility for Breakage, Marine or War risks unless otherwise 


specially arranged. Expenses incurred by us on behalf of customers such as in the pre- 
payment of freight and payment of insurance premiums are subject to a charge for 
interest. 


IMPORTANT NOTES. 


Тһе fittings included throughout this catalogue are of our Sta iis 
à 1 à E andard Quality and pattern. 
Бии E pce owing to RERO Regulations of Local Water Companie, etc 
any other reason, to supply special fittings to с ly wi E 2 2 
regulations, an extra charge may be SIS. = pace ес Company's 


М ae unless specially made to suit given conditions, do not control differing 
pressures of Hot and Cold supplies, and it is essential to the satisfactory working of 


such Mixing Walves that the Hot and Cold pressures should be equal. 


227-275 RE, 4 


7209 27 
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CONTENTS 


BATH SECTION PAGES 1% 32 


Fitted Bathrooms, Cast Iron Baths, Fireclay Baths, 
Showers, Bidets, etc. . 


CLOSET SECTION PAGES 33 to 66 


Fitted Closet Sets and Ranges, Unfitted Closets, 
Cisterns, etc. 


LAVATORY SECTION PAGES 67 to 114 


Queensware, Fireclay and Marble-top Lavatories, 
Trough and Shampoo Lavatories, Hand Sprays, etc. 


URINAL SECTION PAGES 115 to 128 


Range, Twin and Single Urinal Stalls, Queensware 
Basins, Automatic Tanks, etc. 


SINK SECTION : PAGES 129 to 144 


Single, Combination and Double Sinks, Laboratory 
Sinks, Wash Tubs, Slop Sinks, etc. 


HOSPITAL EQUIPMENT SECTION PAGES 145 to 176 


Special Hospital Type Baths, Closets, Lavatories, and 
Sinks, Slop Sinks, Bed-Pan Sinks, Post-Mortem 
Tables, etc. 


MISCELLANEOUS SECTION 4 M PAGES 177 to 192 


Automatic Flushing Tanks, Bathroom Accessories, 
Drinking Fountains, Hand Sprays, Mixing Valves, 
Towel Airers, etc., also other Doulton Manufactures. 


For Special Marine Sanitary Fittings see Separate Catalogue, Хо. №.134. 
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GENERAL INDEX 


BATH SECTION. 


* Aquavos ’ Bath Xr 20 
* Argyle * Bath 25 ox aoc onc we 2 xe 2 
* Aros’ Bath ... T со зоо 52 2 as ax 7 
* Avondale * Bath 5: TS 2220 
* Azara ' Bath 25 25 ad. Р oo 25 хэ 1) 
* Bijou.” Bath се E cc 213 ix 4% za HG 
“Біепһеігі” Ва ... ox E xr эх) 555 гө 13 


* Crystal > Bath 20 vt. 22 c =r 289 22311125 
“ Delphian' Bath ... эло aie 23 .. 21, 22, 23, 2 
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5 Gleneagles ' Bath ... 23 ves = "x en ox 18 
‘Grange’ Bath ... 25 aco = A 2 SETA 
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* Oxford ' Bath 485 ге na Vi ee сез 229 IO 
* Rome' Bath 25 520 223 d E $5 xo AË? 


BATHROOMS. 


* Adelphi ' 
* Berkeley ' 
* Colwyn ' 
' Cottage ' 
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CLOSET SECTION. 


"n * Alpha * Closet 22 aco 22 2: w= “ 34, 38, 51, 52 
* Agra Closet 228 ЭХ 

| ЭЗЭН 10501 292222: 22 и. за ow 48 

| * Baroda ' Closet ... 20 21 oP ve a xo BG 
* Calcutta ' Closet ... .. óc 55 ci хх тоо 55 
*Carlton' Closet ... .. ду m Үс a + 40 
“Colonial ` Closet ... T оэ ^ us 22 34, 38 
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è * Lucknow ' Closet ... 2: 25 ice T. 29 .. бо 
Ё ‘ Maxim" Closet .. ох wee - 522 27 ; 

Ё КОИ Сове 2 cus 5-4 ж e E $ 
Ж ' Penang ' Closet ... 48 асы Яса 4%; 223 ... бо 


Шел 10:58 2 .- 2.2 2. . 2. 5 
f Satellus* Closet ... Ээ: au ыж ЗЭ: xo не 135 
“ 5сһоо!" Closet |...  ..  ..  .. ааг 34, 37 


“ Simpact * Closet ... 5 v. 22 40, 45, 46, 47, 48 
“ Simplicitas > Closet бы) тё 


эх 30, 40 
* Singapore ' Closet та ox onc со % 
* Syphonic ' Closet ... c3). 3301. 1008 25 an 42; 43 
Шаппив CIEEU oo 35, 37 


О , 
Wandle’ Closet 22004 .. 2 эе .. 2. озу 


СС-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Digitization: Sarayu Trust/eGangotri 


GENERAL INDEX.—(Continued). 


CISTERNS. 


* Paisley " Ж: t. 22 acr. one те E оо бі 
* Speedwell ' E -— onc ас че ээс . бі 
“Кепіт”" 222 хо? о ac oi 25 2 . ба 


‘Rodney’... xr 55 220 it ^m бе .. 62 
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LAVATORY SECTION. 


* Arundel > Lavatory zzv is Aro SH & .. 85 


5 
t Blenheim ` Lavatory Tc 573 : m Ё2 a e 
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URINAL SECTION. 
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* Madras ' эх А се 22 127 
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SINK SECTION. 
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* Best's ' Slop Sink : де. 29 22 «v 85) 
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“Lambeth ’ Sink 25% Sm E e 20 
‘London’ Sink .. “on С 22 2 .. 130, 133 
‘Manchester’ Sink ...— ш. s ce М rem du. HEY 
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HOSPITAL SECTION. 


* Aquavos ' Bath... Зо 257 es te 25, -. 147 
t Besward ' Bath .. 27 d TA ate es ... 148 
* Radial ' Bath z ze. Te 52 га iz -. 149 
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Х.1905 136 Х.2111 48 X.4287B 122 
Х.1005А 136 X.2111À 47 X.4288 52 
X.2005 38 X.2112 48 X.4290A 178 
X.F.2005 34 Х.зті2А 47 X.4290B 178 | 
Х.Е.2005А 34 X.2114 4 Х.4202 178 | 
Х.гоо5Х 39 Х.2115 48 Х.42о2А 178 | 
Х.зооб 38 Х.2115А 47 Х.4203 178 
X.F.2006 34 X.2116 48 X.4293^ 178 
Х.200бА 38 Х.2116А 47 Х.4204 103 
Х.Е.зообА 34 Х.2122 37 Х.4204А 103 
X.2006B 38 X.F.2122 34 X.4295 102 
X.F.2006B 34 X.2123 37 X.4295:\ 102 
Х.Ё.зообС 34 X.F.2123 34 X.4306 142, 168 
X.2007 130 X.2124 37 Х.4306А 142, 168 
X.2007À 132 X.F.2124 34 X.4307 142, 168 
X.2008 133 X.2125 37 Х.4307А 142, 168 
Х.2000 133 Х.Е.2125 3: Х.4322 30 
Х.2011 130 X.2241 86 Х.4322А 30 
X.H.2011 161 Х.2242 87 Х.4322В 30 
X.2011AÀ 132 Х.2243 89 X.4322C 30 
Х.2012 3 Х.2244 01 X.4322D 30 
X.2013 36 Х.2245 00 Х.4325 28 
X.2014 5› 37 Х.2245А 90 Х.4325А 3,2 

X.202 31 X.2246 88 Х.4326 2 
X.2024A 31 Х.3168 182 Х.4326А 28 

Х.202 31 X.3169 182 X.4327 28 
X.2027À 31 X.3169A 182 Х.4327А 28 
X.2028A 2, 31 X.3170 182 X.4338 141, 167 
X.2032 44 X.3170A 182 Х.4349 2 

Х.2035 64 Х.3171 182 Х.азддА 29 
Х.2035В 64 X.3171À 182 Х.4375 95 
X.2036 64 Х.3205 63 X.4390 155 
X.2036B 64 Х.3205А 63 Х.4390А 155 
X.2038 64 X.3296 63 Х.4304 174 
X.2038B 64 X.3296A 63 X.4396 153 
X.2040B 64 X.3299 63 Х.43008 133 
X.2041 64 X.5299A 63 X.4308 148 
X.2041C 64 Х.3300 63 Х.4398А ЫН 
X.2042 64 X.3300A 63 X.4398B 14 
X.2042B 64 Х.3312 63 Х.4390 144, 150 
X.2044 64 X.3312A 63 Х.4390А 144, 150 
X.2044B . 64 | X.4001 6 Х.4300В 112, 150 
X.2045 64 Х.доотА б X.4399BX — 112, 144, 150 
X.2045C 64 X.4001B 6 X.4399C 144, 150 
X.2048 124, 125 X.4001C 6 Х.43000 144, 150 
Х.2040 53,54 X.4001D 6 X.4406 2 
Х.2050 55 X.4002 6 X.4407 4 
X.2051 55 Х.доо2А 6 X 4418 175 
X.2054 бо Х.4000 15 Х.44182 175 
Х.2054А бо Х.4016 26 X 4410, 100 
Х.2055 бо Х.до1бА 26 X.4419? 109 
X.20554 бо | X.4o16B 27 | X.44108 100 
X.2056 127 X.4046 4» 195 Х.4410 100 
Х.2057 57 X.4046A 185 x 4430 149 
Х.2057А 57. Х.4155 160 X 4430 149 
X.2058 57 X.4155å 160 Х.4430 140 
X.2058A 57 Х.4155 16с Х.4431 158 
Х.2050 58 X.4198 126 Х.4433 164 | 
Х.2050Ү 58 Х.4270 134 Х.4434 570% 
X 2060 58 X.4271 100 X.4434A 157 E 
X.2107 45 X.4272 101 X.5033 29 
X.2107A 45 X.4272A 101 Х.5о33 X 29 
X.2108 45 Х.4279 51 X.5136 50 
Х.2108А 45 X.4286 121 

X.2109 46 Х.4286А 121 
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OVER ONE HUNDRED YEARS 
OF SUPREMACY 


a name of ‘Doulton’ has for over 100 years been 
“Ї a synonym for the highest class of goods made, by 
the potter—and to-day Doulton ware is known and ap- 
preciated throughout the world. 


The word Doulton carries with it full assurance as to 
the quality, durability, and uniform excellence of the 
products made by the Company. 


Doulton inventions largely made possible sanitation as 
it is now known, and to-day, with their own potteries, iron 
and brass foundries, machine shops, highly qualified tech- 
nical experts and skilled labour, Doulton & Co. lead in 
the production of the highest class of Sanitary Equipment. 


PAISLEY WORKS 
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BATH SECTION 


pren the days of ancient Rome until the latter 
part of the nineteenth century the bath as an 
institution was greatly neglected. | 


With increasing knowledge its importance 
was again realized, until to-day the bath is rightly | 
considered an essential article in the equipment | 
of every home. | 


! 
But it can hardly be said that every home has | | 

either bathroom or bath at all in keeping with its 

importance from the view-point of health or | 

comfort. | 


That remarkable progress has been made in 
the making of baths and the equipment of the 
bathroum will be seen in the succeeding pages. 


Upon the quality of the enamel depends the 
usefulness and long life of the bath. Cheap baths 
usually mean a cheap and frequently soft lead 
enamel, which in a short time loses its lustre and 
becomes discoloured and unattractive. Doulton 
enamel is free from lead and fired on to the iron 
body at the highest possible temperature. 


anitary perfection is therefore well combined 
with thorough workmanship апа artistic 
excellence. 


Doulton baths, spacious and comfertable in 
shape, with their glistening impervious enamelled 
surfaces—an assurance of cleanliness—are a 
constant source of comfort and delight. 


* Vitrella ' is a Specially Prepared Cleaning 
Powder manufactured exclusively by us, fo: 
preserving the Porcelain Enamelled surface of 
Cast Iron Baths, and should always be used. 


ENAMELLING BATHS. 
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. Standard Specification. 


(Туре B.2) Cast iren “ Delphian " bath, white porcelain enamelled inside, 
Venato Statuary marble plinths at front and right hand end, 1” (25%) plated 
No. 1570 valves, 2” (5) waste, and 13” (35%, ) overflow, ‘ Savoy’ glass 
screen with plated frame, 4” (13%) mixing valve, and shower, no pipe between 
shower and valve. 


Venato Statuary marble lavatory, dished top 30° X 24” (0766 x 0761), 
moulded edge, 0” (0715) frieze, 8” (0720) marble skirting, white Queensware 
recessed basin, standing waste working through marble, with turn-over top, 
3” (1374) special lever valves, with bib under marble discharging into basin, 
plated legs and frieze brackets. Fittings nickel plated. Not including supply 


pipes. 


“20284. Queensware bidet, hot and cold lever valves for rising spray and heating of 


Х.бдо- 


X.790. 


X.792. 
Х.703. 
Х.у04. 


- X.795- 


rim, combined waste and overflow. Fittings nickel plated. | 
White enamelled stool, with cork top, 13" X 11” (0733 x o"28). 


- Х.1863А. Hand spray, with plated 1” (13%) mixing valve, rubber hose and plated 


rose, and wall hook. 


Towel tray, polished plate glass back and sides, plated brackets, 13” X 53” 
(0733 х 0 "14). 


Plated soap dish holders with frosted glass linings. 

Plated sponge holder with frosted glass lining. 

Plated tumbler holders with clear glass tumblers. 

Plated towel rail mounts with crystal glass rail, 18” (9746). 


Mirrors, lamps, and bath tray not included. 


For prices sce appendix 
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DOULTON ‘ADELPHI’ BATHROOM 
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Standard Specification. 


No. X.630. (Type A.2) Cast iron * Delphian * bath, white porcelain enamelled, complete 
with plinths at front and left hand end, 1” (23%) plated valves, 2” (5174) 
waste, and 117 (38%) overflow. (Full details оп page 21). 


No. X.4325A.8” (0720) Plated shower, with wall bracket, 1^ (1374) patent mixing valve with 
lever handle and pipe to shower. 


No. X.797. Plated metal swing arm with wall bracket and waterproof curtain. 
No. X.1420. White Queensware ' Blenheim ' pedestal lavatory, 30" X 22” (0776 X 056). 
with 2” (13%) plated hot and cold No. 15601. valves, with plated plug and 


chain waste. 


No. Х.1863 А. Plated hand spray with white pottery grip, rubber hose, and 1” (13%) patent 
mixing valve. 


No. Х.боо. White enamelled stool with cork top, 13” X 11” (0733 х 0728). 
No. X.792. Plated soap dish holders with frosted glass linings. 

No. Х.уоҙ. Plated sponge holder with frosted glass lining. 

No. X.794. Plated tumbler holders with clear glass tumblers. 


Хо. Х.705. Plated towel rail mounts with crystal glass rail, 18” (0746). 


Mirrors and lamps not included. 


For prices sce appendix 
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DOULTON ‘COLWYN’ BATHROOM 
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Standard Specification. 

Хо. Х.15340Х.Саѕг iron “ Aquavos' bath with soap shelf, white porcelain enamelled 
inside, plain painted out, 3” (0795) roll, 3^ (19%) white porcelain enamelled 
valves, 12” (3874) porcelain enamelled standing waste, plated washer and 
knob, with trap. 

No. Х.до1У. White Queensware lavatory, 25" x 18” (0763 x o"46), open overflow, 
rubber plug, porcelain enamelled waste and plated chain, porcelain 
enamelled valves, and No. X.629 porcelain enamelled towel rail brackets. 


No. X.2114. | White glazed fireclay ‘ Colonial ' Compact closet, polished mahogany seat, 
з gallon (13:5 litres) porcelain enamelled float valve cistern, cover, and 
flush pipe with inlet connection. 


No. X.1936B. Oval mirror, зо” X 18” (0776 x 9746) with polished mahogany frame. 
No. X.4046. Plate glass shelf, 24" x 5” (9761 x 013), with plated brackets. 

No. X.560. Plated holder and glass tumbler. 

No. X.560A. Ditto, but with Queensware toothbrush vase. 


No. X.984. White Oueensware toilet paper holder. 


For other fitments see Miscellaneous Section. 


For prices see appendix 
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DOULTON 'COTTAGE' BATHROOM 


Standard Specification. 


No. X.1834. Cast iron parallel bath, white porcelain enamelled inside, plain painted out, 
” (0"025) roll, 5’ o^ (1752) long, 3” (19%) No. 18001. brass globe valves, 


1^" 


11” (38%) plug and chain waste, 11^ (3375) overflow. 

No. X.406X. White Queensware lavatory, 22" X 16” (0756 x о"), 2” (13%) No. 12054 
brass valves, 117 (32%) plug and chain waste, painted brackets and valve 
clips. 

No. X.2014. White Queensware ‘ Taurus ' closet, with polished hardwood seat, 2 gallon 
(о litres) painted * County’ cistern, cover, and brackets, brass chain and 
china pull. 

5' 6” galvanized steel flush pipe and clip for closet, as illustrated. 


Мо. X.g84. White Qucensware toilet paper holder. 


For other accessories see Miscellaneous Section. 


For prices see appendix 
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Nofe—When ordering, please state whether overflow hole 


Standard Specification. 
No. X.4001 


No. Х.доо2 МІ as above, but taper-shaped bath. 


INSIDE SIZES 


For prices see appendty 


MOYAL Xs 


бошо 


"ч Lorba 


TOT. € ы „А: 


desired through end for globe valves, or through roll for pillar taps. 


Length Width Depth Length 
No. X.4001 4 о” 1” 11” 1 57 4 6” 
(1722) (0758) (0743) (177) 
No. X.4co1.A 4:67 i awe r' 5” 5 o" 
(737) (9758) (0743) (1752) 
Хо. X.4c01B 5. 07 i^ ny 1757 5 6" 
(1552) (0558) (043) (1768) 
No. Х.доо1С 5669 1711” 15” 6’ o" 
(1768) (9758) (о743) (1783) 
No. X.4001D 6' o" I' 11" 18853 6 6" 
(1783) (035) (043) (1798) 
No. Х.102 5 о” 12 117--1 6” Y 5" 5 6” 
(1752) - (0555) -(8"49) (9743) (1768) 
Хо. X.4002.\ ЗО _ 1°117—1'6” 12758 6 о” 
(1265) (9758) (0746) (9745) (1783) 


OVERALL SIZES 


Width Height 
2 БУ 1 , 1 1” 
(0774) (0758) 
2’ 59 1' 1 1” 
(о"; 4) (0758) 
2 5” rl I 1” 
(074) (о" 58) 
2” ga 1’ I 1” 
(0774) (0"58) 
2’ 5 1” 1 1” 
(94) (0"58) 
2” 5 —2' o" 1 , І 1” 
(0773) (0761) (0758) 
2” 5-2” о” 1” 1 1” 
(9774) (0561) (0758) 
ERIS 


x bn | : 
222 СС-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


is required, also whether valve holes are 


Cast iron Parallel Bath, 3” (97ф%5) rolled edge, white porcelain enamelled inside 
and plain painted outside, with waste and overflow holes, no fittings. 
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DOULTON CAST IRON BATHS 


Мч. Меп ordering, pleas: state whether overflow hole ids required, also, whether valve holes are 
desired through end for giobe valves, or through roll for pillar taps. 


Standard Specification, 


Cast iron. Parallel Bath with rolled edge, white porcelain enamelled inside 


. and plain painted outside, with waste and overflow holes, no fittings. | 
| 
INSIDE SIZES OVERALL SIZES | | 
Length Width Depth Length Width Depth Roll | 
No. Х.1505 “ Mos " 4-31 So hs saon op сэ | 
(7^4 1) (9553) (9745) (! ™52) (0765) (0758) (07055 ! 
| Хо. X.1598A 3 5 13 Ч 9" 1” Б” 5^ 0" 2 117 Ú 11” 21” 
| (1756) (0553) (0743) (1708) (076$) (9758) (9055 | 
Хо. X 1598B 5- 5 д” i 9" г 5” 5 9" 20 1” 1” 11” 21” | 
(1704) (ы) | (03) (°з) (97%) (0758) (07055 |) 
No. XH.1597 “ Madrid " 5’ o^ Hay 1022 m c "M qm 2% E 
(1 “52) (9761) (0749) (1768) (0"56) (0761) (0"075 
Хо. XII. 5073 2 5 б” 270” 1’ 6" 6 о” 26" 2’ o" 3” | 
(1568) (076) (0,0) (743) (9776) (0761) (07075 | 
No. XH.276 “ Derwent " 5' o" зо IS 5087 easi 2' 23" ЕМ i 
(1"52) (e761) (9"52) (1773) (o" 81) (9767) (о 10) | 
” , ” ol , ” 4! „ L4 1^ ” i 
No. XH.276A 3 5 6 270 1281 62 2 8 27 21 4 
: 2 у (1768) (0"61) (9752) (1558) (081) (9767) (0710) 
, ” , ” of ge , 1” ” 
Хо. XH.276B 4 6' о” 270 1 8i 08 2 8 2 21 4 
f 4 (1783) (076) . (0752) (2793) (9781) (o"67) — (o"19) 


l'or prices see appendix 
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DOULTON BATH FITTINGS 


———— 


No. X.1205,. No. X.1569L.. No. X.1769L. Мо. X.1869L. 


Standard Specificalion. 
No. X.1203A. Screw down hot and cold bath pillar valves; 2^ (19%) brass or nickel plated. 


Standard and J.C.S.W.A. patterns. 
No. X.1569L. Ditto, with smooth-body ; 27 (1925) and 1” (25%). 
Мо. X.1570. Heavy lever handle quarter turn hot and cold valves, 1” (19%) and 1” (2574). 


No. X.1769L. Smooth-body screw down hot and cold globe valves, a” (19%). Standard 
. and J.C.S.W.R. patterns. 
No. Х.18601.. Ditto, but not smooth-body. 


All above valves supplied with unions for lead. 


No. X.1873. Хо. X.1872. No. X.1871. No. X.1871A. 


Standard Specification. 


No. X.1872. Rubber plug, brass waste, chain, union for lead, 117 (38%) and 2” (51%), 
brass or nickel plated. 


No. X.1871. Ditto, with glass enamelled iron trap. 
No. X.1871A. Ditto, with overflow connection on trap. 
No. Х.1871В. Plug waste as No. X.1872, with rough brass trap, no union. 


No. X.1873. Grated overflow fitting for bath, 117 (32%) and 13” (33%), brass or nickel 
plated. 


Ко, Х.237А. Ditto, open type with hinged grating, union for lead, 117 (38%). 
Extra for inspection cap to trap, Nos. X.1871, X.1871A., and X.1871B. 


For prices see appendix 


CC-0. Bhagavad Ramanuja National RéSearch Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Digitization: Sarayu Trust/eGangotri 
9 


DOULTON ‘NORFOLK’ BATH 
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No. X.1832, ' Norfolk." 


Standard 5ресїЇїсалон. 


Ко. Х.1832: Cast iron parallel * Norfolk ' bath with rolled edge, white porcelain enamelled 
inside, рїлїп painted out, 2" (19%) hot and cold screw down No. 1205А 
valves, 14” (38%) rubber plug, brass washer and chain, unions for lead, 
and 11” (3275) overflow. Fittings polished brass. 


INSIDE SIZES OVERALL SIZES 
Length Width Depth Length Width Height Roll. 
Хо. X.1832D. ТОГ in^ Wu GT ЖЗ” qne 3” 
(1722) — (0758) (а) (1737) | (97м) (67%) (075) 
Ко. X.1832E. 4 6 ШЕ hes es Жау ne an” 3” 
(1737) o"53) | (0543) (7а) (94) | (0758) |) (07605) 
No. X.1832. ir чл re Kd acri. ай” 3” 
(1732) (o"58) | (0743) (4768) | (074) (975%) (07075) 
No. X.1832A. 5 б” Tae CE c SG" o nm Зи 
(168) (0™58) (0743) — (1783) (0774) (c^58) (9"075 
No. N.1832F. оо” 1114 5 660 ЖОНУ PLL 37 


(1583) | (0558) | (0545) (3798) | (4774) | (9759) (07975) 
Extras. 
If with brass fittings Nickel Plated. 


If with trap to outlet. 
If valves J.C.S. W.R. standard. 


Use only DOULTON'S ' VITRELLA ` for cleaning baths. 


For prices see appendix 
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DOULTON ‘OXFORD’ BATH 


Хо. X.1834, ' Oxford.’ 


Standard Specification. 

No. X.1834. Cast iron parallel * Oxford ’ bath with rolled edge, white porcelain enamelled 
inside, plain painted out, 4” (1975) hot and cold screw down globe No. 18601. 
valves, 13" 138%) Bus plug, brass washer and chain, unions for lead, 
and 117 (32%) overflow. Fittings polished brass. 


INSIDE SIZES OVERALL SIZES 
Length Width Depth Length Width Height Roll. 
Хо. X.1834D. ОТИТ ПИБ 4:60 255 11117 s 


(1522) (о" 58) (94) (17%) (0774) (9758) (o"o75) 
No. X.1834E. AG o yy n wg? со? оры” 1717 3” 
(1737 (0758) (9745) (175). (0774) (0"58) (9075) 


Хо. Х.1834- 5€ гого» S d^ deg 2750 тт” ар 
(1722) (0"58) (9"43) (1768) (074) (0"58) (0"075) 
Хо. X.1834.\. БИО ТЕС 01752 86705 2057 үзүү” 37 


(1768) | (0755) | (043) (1783) (078) (058) | (07025 
No. X.1834F. б ог: 1252 0102 20:55 117 37 
(15583) (0"58) (0"43) (1795) (0774) (0758) (07975) 


Ехігав. 


If with brass fittings Nickel Plated. 
If with trap to outlet. 
If valves J.C.S.W-.R. standard. 


Use only DOULTON'S * VITRELLA , for cleaning baths 


For prices see appendix 
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ООП ТОМ CAST IRON BATHS 


No. XH.1832. 


Standard Specification. 


No. X.11.1832. Cast iron Parallel Bath, white porcelain enamelled inside and on roll, plain 
painted outside, with plain pattern feet, 27 (19%) brass smooth body hot and 
cold pillar valves No. 1569L, 14” (38%) plug with brass waste and chain, 
and trap to outlet with inspection cap, 14” (38%) brass hinged overflow. 
Outlet and overflow have connections for lead pipe. Bath has 3” (97075) flai 
roll. 


Extras 
If with brass fittings Nickel Plated. 
If with 1” (25%) Valves, Brass or Nickel Plated. 
If with 2” (51%) Waste, Brass or Nickel Plated. 
If with 2^ (19%) White Porcelain Enamelled Pillar Valves as No. X.4300C. 
If with Waste outlet (not chain) and 14” (32%) overflow (not hinged) іп 
White Porcelain Enamelled Iron. 
If with connection on trap to receive pipe from Overflow connection. 


INSIDE SIZES OVERALL SIZES : 

Length Width Depth Length Width Depth Roll 

No. X.11.1832. 5 o” х i 11” х 1 Б” 5 6” х 2’ 5” х 1” 11” 3” 
(17352) (0758) (0743) (1768) (0774) (0"58) (07075) 

No. Шаа Сб ТОБА бо” х 25 х rout a 
(168) (058) (0743) (1783) (74) (о"51) (07075 


For prizes see appendix 
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DOULTON CAST IRON BATHS 


No. Х.1507. also X.270. 


Standard Specification. 
No. X.1597. Cast iron parallel bath with rolled edge, white porcelain enamelled inside and 
plain painted out, 27 (1925) hot and cold smooth body No. 15601, valves, 147 
i (38%) rubber plug, brass washer and chain with union for lead, and 12” (32%) 
41 overflow (not including soap tray). Fittings polished brass. 


INSIDE SIZES OVERALI. SIZES 
Length Width Depth Length Width Height Roll. 
No. Х.1507- 5 o” 2 o" г 0" 5” 6” 2” 6" 2 о” 3” 
(1752) (0761) (9746) (1768) (0776) (0761) (o"o75 
No. X.15974. 59.20 в 120% 6200 267 = 6” 3" 
(1768) (0761) (0746) | (1"83) (076) (0761) (0"075 
5 No. X.276 БИОЖ o 1287 6/27 20%” 2 231" 4” 
(1705) (o761) (0752) (1788) (0781) (0"67) (о”зо) 
| No. X.276A. бо сг 12512 659: 2485 2827! 4” 
(1783) (061) (0752) (270;) (0781) (0"67) (0710) 
Ч Extras. 
| If with brass fittings Nickel Plated. 


If with valves stamped J.C.S.W.R. 
If with trap to outlet. 
If with No. X.1866 white porcelain enamelled soap tray supported by valves. 


Use only DOULTON'S ' VITRELLA ' for cleaning baths. 
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For prices see appendix 
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DOULTON 'BLENHEIM' BATH 


No. X.1828A. 

Standard Specificalion. 

No. X.1828A. Cast iron * Blenheim ' parallel bath, extra wide, with Пас rolled edge, white 
porcelain enamelled inside, plain painted out, 2” (19%) hot and cold smooth 
body lever handle No. 1570 valves, 13” (38%) rubber plug, brass washer 
and chain, with union for lead, and 11” (32%) overflow. Fittings polished 


brass. 
No. X.1828B. Ditto, but with No. r569L screw down valves. 
INSIDE SIZES OVERALL SIZES 
Length Width Depth Length Width Height Roll. 
Хо. Х.1828А/1 507 ae ”.” 2257 a’ а” , ” ” 


5 2 5 3 2 тт 4 
(1768) (0764) (0743) (179) (0783) (0758) (o"10) 


Extras. 
If with brass fittings Nickel Plated. 
ЇГ with 1^ (25%) valves, 2" (5175) waste, and 12” (38%) overflow. 
If bath white porcelain enamelled outside. 


rrr tran нае tree ——— T ee 


E. 


Standard Specification. 

No. X.1828. ‘ Blenheim ' parallel bath, extra wide, with flat rolled edge, white porcelain 
enamelled inside, plain painted out, 3” (19%) brass hot and cold screw down 
valves fitted through roll, with supply pipes from floor, and connecting pipes 
to bottom inlet in bath, 14” (38%) combined pedestal waste and overflow 
with floor flange, no trap. (АП sizes as No. X.1828A. above.) 

. Extras. 
If with brass fittings Nickel Plated. 
If with 1” (25%) valves, and 2" (51%) waste. 


Use only DOULTON'S “ VITRELLA ' for cleaning baths. 
For prices see appendix 
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DOULTON CAST IRON BATHS 


XT vtm m mms e tg 


E 
i 
1 
й) 
е 
D: i E n D = ее DN: 
e No. Хо. 
І 5 ied wi "s гаме and overflow only. Holes 
Р "nless ise mentioned, Baths are always supplied with holes for Waste and. ov у 
E lor ined ЖЕ ТЫ urranged, but it is necessary to specify these when ordering. 
6 
i Standard Specification. E: 
a , A 13 
| Хо. Х.од4 А. Cast iron Equal-ended Parallel * Grange 2 Bath, with wide flat rolled edge, 
P white porcelain enamelled inside, plain painted out, (waste hole in centre at 
e back). (No fittings.) 
| | INSIDE SIZES OVERALL SIZES 
Ы; 


Length. Width. Depth. Length. Width. 1 leight : Roll. 
N Ў X. дА. F] б” 2” 1” Ú 6” 6 3” 2’ 10” 270 4 1 
No. X 944 (1768) (0764) (0746) (1791) (0786) (о761) (о7115) 


Хо. Х.о5- ie 


Unless otherwise mentioned, Baths are always supplied with holes for waste and overflow only. Holes 
for valves through roll can be arranged, but it is necessary to specify these when ordering. 


Standard Specification. 


No. X.945. Cast iron Square-ended Parallel * Rome ' Bath, with rolled edge, white porcelain 
enamelled inside, plain painted outside, (waste hole at end). (No fittings.) 


INSIDE SIZES OVERALL SIZES 
Length, Width. Depth. Length. Width. Height. Roll. 
No. X.945 5 0 2' o" 16" Жы 210" зо” 2” 
(з) (сө) (о) (168) | (056) | (670) | (07055) 
Мо. Х.о45А. ООС oy б у Gor 2202 220% fe 


11" 655 m, 3 
(1768) (о7бі) (0"46) (178) | (075) (о%і) | (07025 
Extras.—Brass ог Nickel Plated. 

Pillar Valves through Roll ... 3" (1%) or 1” (25%) 

Supply pipes from floor to valves 27 (19%) or 1” (25%) 

Plug and Chain Waste ... eee TA” (387) or 2” (51%) 

Overflow 37 es 00 11” (38%) — 

Glass enamelled Iron “ГР” Trap 

with brass outlet union ... 11” (38%) or 2” (51%) 


Use only DOULTON'S ' VITRELLA ' for cleaning baths. 


For frices see appendix 
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DOULTON ‘BIJOU’ BATH | 


No. Х.дооо, ‘ Bijou.’ 


Note.—This equal ended bath is particularly suitable for fitting іп any position where space is limited, 
especially in а wall recess. 


Slandard Specification. 


No. X.4009. Cast iron Equal-ended ‘ Bijou bath with rolled edge, white porcelain 
enamelled inside, plain painted out, with 1^ (1975) hot and cold smooth body 
No. 15601. valves, 117 (3574) rubber plug, brass washer and chain, 
unions Гог lead, and 11^" (32%) overflow. Fittings polished brass 


INSIDE SIZES OVERALL SIZES 
Length Width Depth Length Width Height Roll. 
No. X.4009 3 9" г 91" г 4" г a” 2 23” г 10" 217 


(1714) (0755 (0740) — (1728) — (o"e8) — (o"s6) (07064) 


Extras. Р 
If with brass fittings Nickel Plated ? 
If with trap to outlet, $ 
If with valves stamped J.C.S. W.R. Ё 


Use only DOULTON'S * VITRELLA ' for cleaning baths. 


For prices see appendix 
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DOULTON CHILD'S BATHS 


No. X.18494. 


Standard Specification. 


Хо. X.1849A. Cast iron parallel child's bath with rolled edge, white porcelain enamelled 
49 inside, plain painted ош, 3” (19%) hot and cold smooth body No. 1569L 
valves, 11” (38%) rubber plug, brass washer and chain, unions for lead, 

and 11” (32%) overflow. Fittings polished brass. 


No. N.1840. Ditto, but bath fitted on pair of plain cast iron pedestals, full height from 
floor 2’ 8” (9781). 


Хо. X.1849B. Ditto, as Хо. X.1849A on cast iron feet, but bath 37 0” (1715) long inside. 


Хо. X.1849C. Ditto, as Хо. X.1849, bath fitted оп pair of plain cast iron pedestals, full 


r 


height from floor 2’ 8” (0781), but bath 3° 9” (1715) long inside. 


INSIDE SIZES OVERALL SIZES 


Length Width Depth Length Width Height Roll. 
No. Х.1849А. 3 6" 1 6" г з” 3 111” Ги 101” 1 9" 21" 
(1707) (9746) (0738) — (1720) — (o"5; (0753) (0"057 
Хо. X.1849 3 6" Y 6" r 3" 3 111^ 1 101^ 2” 9” 21" 


(17%) (o"46) (о7%) (170) (0555) (оч8) (07057) 


No. X.1849B. ӘБОЮ: 5-65 га” 40 217 1^ ok” 1^ 07 24” 
(115) (0746) (9738) (1720)  (o"57) (0753) (07057) 


No. X.1849C. zi 9°” 1^ 6” 1’ 82 4 21” Y 101^ 2” 8" 21" 
(1515) | (0546) | (038) (19) (о; (0781) (0%057 
4 Extras. 
If with brass fittings Nickel Plated. 
If with valves stamped J.C.S.W.R. 


Use only DOULTON'S * VITRELLA ' for cleaning baths. 


For prices see appendix 
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DOULTON ‘GLEN’ BATH 


No. X.648. 


The ‘Glen’ Bath is биед with White Porcelain Enamelled exposed fittings except for plated chain to plug 
waste and plated nuts under valve heads. It is also provided with a steamless (low-down) inlet to bath. 


Standard Specification. 

No. X.648.Cast iron Parallel ‘ Glen ' Bath, white porcelain enamelled inside, plain painted 
outside, with flat roll, 47 (19%) hot and cold screw down valves, fitted 
under roll, with white porcelain enamelled iron heads above roll, including 
connecting pipes from valves to one bottom inlet in bath, 13” (32%) white 
porcelain enamelled grated overflow, and 117 (38%) plug with nickel plated 
chain, white porcelain enamelled waste fitting. 


No. X.648A. Ditto, but bath wider and deeper, and having rounded roll. 


INSIDE SIZES OVERALL SIZES 

Length. Width. Depth. Length. Width. Height. Roll. 

No. X.648 2 6” г тї” Ги 57 6 о” 2 5” Y тї” 3” 
(1768) ( 058) (0743) (1783) (9774) (9"58) (0075) 

No. X.648A. C GP ора (ФОР ЖО ЖоР 5 


(1768) (0761) (0746) (1783) (9556) (0"61) (о"ә]5) 


Reduction. 
Il with separate Hot and Cold Valves fixed on roll, White Porcelain Enamelled, 
with brass interiors as No. X.4399C. or No. X.4399CX. 
Extras. 


If with Glass EEnamelled Cast Iron Trap, with brass union for lead. 
If Bath White Porcelain Enamelled outside. 


Use only DOULTON'S ' VITRELLA ' for cleaning baths. 


For prices see appendix 
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DOULTON 'GLENEAGLES' BATH 


No. X.650. 


The “Gleneagles” Bath illustrated above is similar to that especially designed for The “ Gleneagles 
Hotel (L.M.S.), Scotland, but is catalogued with Standard Fittings. 


Standard. Specification. 

No. X.650.Cast iron Parallel * Gleneagles * Bath, white porcelain enamelled inside, plain 
- - . H N ” = 

painted outside, with wide flat roll, extended at one end for valves, 1” (25%) 

hot and cold smooth body pillar valves, 2" (51%) combined removable standing 

waste and overflow, glass enamelled cast iron trap with brass outlet union. 


Valves and waste nickel plated. 


INSIDE SIZES OVERALL SIZES 
Length. Width. Depth. Length. Wigth. Height. Roll. 


5 6" 2 о” І 6” 6 41" 2” 8” 2! oł” 4" 
(1"68) (0761) (046) (1704) (0781) (0762) (о%) 


Extras. 


If Bath White Porcelain Enamelled outside. 
If Bath First Class Metallic Enamelled outside. 
If Bath Second .. qi » 5 
If Bath Third ,, on ” m 


Use only DOULTON'S * VITRELLA ’ for cleaning baths 


For prices see appendia 
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DOULTON 'AZARA' BATH 


No. X.1607, ' Azara.’ 


‘Ihe ' Ағаға" Bath is а Semi-Combination type, with slightly recessed end to take standing waste. The 
separate double soap tray is supported by the valves, and the pull-up waste works through same. 


Standard Specification, 


Хо. Х.1боу. Cast iron ‘ Azara ' parallel bath with rolled edge, and soap trays, white 
porcelain enamelled inside, plain painted ош, 27 (19%) hot and cold smooth 
body No. 15601. valves, 117 (38%) combined removable standing waste and 
overflow, glass enamelled iron ‘trap, brass outlet union. Fittings polished brass. 


INSIDE SIZES OVERALL SIZES 
Length Width Depth Length Width Height Roll. * 
No. X.1607 5 6" jw quo (Ра o cg wu з” 


(105) (058) (0"43) | (1783) (0774) (0758) (6075 


Мо. X.1607A. 5 4” Ги 0” Ги Б ci 817 2’ 117 Vv 11” 21" 
? (1563) (053) (о) (054): (0&4) (o™58) (32552) 


Extras. 
If with brass fittings Nickel Plated. 
If with valves stamped J.C.S.W.R. 
If bath White Porcelain Enamelled outside. 


Use only DOULTON'S ‘ VITRELLA ' for cleaning baths. 


For prices see appendix 
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DOULTON 'AQUAVOS' BATH 


No. X.1534D. 


The Soap and Brush shelf is cast in one piece with Bath, leaving no crevices for dirt to collect as is 
the case with Baths of this type which have the separate tray. 
This bath can also be supplied with shelf without soap sinkings. (See No. X.649 below.) 


Standard Specification. 

No. Х.1534. Cast iron “ Aquavos ' Bath, Parallel (or Taper) shape, with rolled edge and 
soap shelf, white porcelain enamelled inside, plain painted out, 3” (19%) hot 
and cold smooth body No. 1569L valves, 14” (38%) combined removable 
standing waste and overflow, glass enamelled iron trap, brass outlet union. 
Ігішіпре polished brass. 


Parallel INSIDE SIZES OVERALL. SIZES 
No. Length. Width. Depth. Length. Width. Height. Roll. 
No. Х.1534С. Si 6” 2 о” Т^ 6” 6 6” 2” 87 2” о” ^ 
(1768) (0761) (046) (1798) (0781) (0761) (o"10) 
No. X.1534D. 5 6" 2'o" ТООТ 22060 2205 3” 
(2"68) (0761) (0746) (193) (076) (061) (0075 
No. X.1534H. БИО 20” 164 5107 26" 2o" Зи 
(1552) (0"61) (0"46) (1778) (9776) (o"01) (27075 
Taper 
с DD Неза, Head 
No. X.1534G. 5 6 270 | r6" 6 34” 2 6" 2’ o" i 
(1568) (9761) (046) (1792) (076) (0761) (0"075) 
Foot, Б "| Fort ^ 
7 5 1” 
(0748) | (0763) | 
S No. X.649. Cast iron * Avondale ' Bath, Parallel shape, with 4” (0710) flat rolled edge, and 
d plain shelf space at end, without soap sinkings, otherwise all as No. Х.т 534С- 
5 Хо. Х.бдоА. Ditto as last, but with 3” (07955) roll, as No. X.1 534D. 
D 
үз Extras 


H VIR baes и Nickel Plated. 

with 1” (25%) Valves and 2” (51%) waste, B Nick 

If bath White Porcelain Enamelled a ETEN Rated, 
If bath First Class White Metallic Enamelled outside. 

If bath Second ,, 90 » 
If bath Third ,, 


Use only DOULTON'S ‘ VITRELLA ' for cleaning baths. 


For brices see appendix 
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DOULTON ‘DELPHIAN’ BATH 


a id E Ee Cri Y 


No. Х.бзо (A2). 


Nole.—This Bath is designed with Detachable Plinths at front and ends as required, and arranged to fit 
closely to walls and floor, thus entirely preventing any accumulation o[ dirt underneath and behind 
Bath. Both the inside and outside are white porcelain enamelled, presenting an entirely clean and 
smooth surface. 


Standard Specification, 

No. Х.бзо. Cast iron Parallel * Delphian ' Bath, white porcelain enamelled inside, with 4” 
(о"1о) flat roll, with Detachable Plinths at front and end, white porcelain 
enamelled outside, left hand exposed, 1” (25%) hot and cold smooth body pillar 
valves, 12” (38%) hinged overflow, 2" (51%) rubber plug, brass washer, chain 
and stay. Fittings nickel plated. Bath 5' 6" (1"68) long inside. 


No. X.820.Cast iron Parallel * Delphian Junior’ Bath, all exactly as above, but 5 o 
(1752) long inside. 


Type Ar or A2. Complete as above, Front and left end exposed. 
No. X.630. ( » Ві or B2. Ч ЕТЕУ Front and right end exposed. 
or » Сі or C2. »  ». Front only exposed. 
No. X.820. | » Dr or D2. y; »  » Front and both ends exposed. 
TESI I T »  » [sland type, exposed all round. 
STANDARD SIZES INSIDE SIZES OVERALL 
Length. Width. Depth. Length. Width. Depth. 
No. X.630. 5 6” 2’ o" r 61" 6 3i — 6 5%” 2 9 Vv g 
( 1"68) (061) (047) (1791) (1"97) (0781) (0551) 
Мо. X.820. , o" 2 o" I 61" 5'101" — 6 оу” 2 $” - А 8” 
(747) (1770) (1784) (0781) (0751) 


—g-3E— - --8-5У —1 
STOCKED 


STOCKED 


Dag Мес. 3є70^ А : : 2 
Ко1с.-Зігез shown on plan аге for Хо. X.630. For No. X.820 deduct 5” (o*126). 
All overall sizes include 4” (o"0r3) for building into wall tiling or plaster, at back and 
each wall end. 
Types Az, Ba, Ca, and 102 are stock patterns; others made to order. 


When ordering please state Diagram Number which gives the hand of Bath and Fittings required. 


For prices see appendix ; 
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DOULTON 'DELPHIAN' BATH 


No. X.818 (B2). 


Note.—Ihis bath is designed with detachable plinths at front and ends as required, and arranged to lit 
closely to walls and floor, thus entirely preventing any accumulation of dirt underneath and behind 


bath. Both the inside and outside are white porcelain enamelled, presenting an entirely clean and 
smooth surface. 


Standard Specification. 

Хо. Х.818. Cast iron parallel ‘ Delphian ’ bath, white porcelain enamelled inside, with 4” 
(o"10) flat roll, with detachable plinths at front апа end, white porcelain 
enamelled outside, right hand exposed, 1” (25%) brass hot and cold screw 
down valves fitted through roll with connecting pipes to bottom inlet in bath, 
2” (51%) concealed combined pedestal waste and overflow, no trap. Exposed 
brasswork Nickel Plated. Bath 5’ 6” (1768) long inside. 


"No. X.§19. Cast iron parallel * Delphian Junior ' bath, all exactly as above, but 5’ o^ (1752) 
long inside. 


Type Ат or Аз. 


Complete as above, Front and left end exposed. 


Хо. X.818 » Bı or B2. 35 
ог » Сі ог C3. су) 
No. X.819 33 p» or D2. $ 


STANDARD SIZES INSIDE 


Front and right end exposed. 
Front only exposed. 

Front and both ends exposed. 
Island type, exposed all round. 


SIZES OVERALL 


Length Width Depth Length Width Depth 

No. X.818 5 6” 2 о” г 63” 6 317—6' 517 2 8” zn „ 
( 1"68) (0761) (0747 ( 1791) ( 1"97) (0"8:) (o"5: ) 

No. X.819 5 0 2007 ' 61" 5 1017—6027 2 8” 587 


(7%) (ің) | (0"8) (оты) 


4 н с 1 | tse} Е--е--4 


Pi Note.—Sizes shown on plan are for No. X.818. For No. X.819 deduct 5" (o"126) 2 

Ё 5 а А ” т, m" : т: К 

i SI overall sizes include 4” (о%013) for building into wall tiling or plaster, at back and 
Д When ordering please state Diagram Number which gives tne hand of bath and fittings required 

Т 


Use only DOULTON'S ‘ VITRELLA ' for cleaning baths. 
For prices see appendix 
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DOULTON ‘DELPHIAN’ BATH 
WITH SHOWER AND SCREEN | 


No. X.821 (Аз). 


Note.—This bath is designed with detachable plinths at front and ends us required, and arranged to fit 
closely to walls and floor, thus entirely preventing any accumulation of dirt underneath and behind 
bath. Both the inside and outside are white porcelain enamelled, presenting an entirely clean and 
smooth surface 


Note.—Sizes shown on plan are for No. X.821. For No. X.822 deduct 5” (07126). 
АП overall sizes include 1^ (о"о13) for building into wall tiling ог plaster, at back 
and each wall end. 


When ordering please state Diagram Number which gives the hand of bath and 
fittings required. 
Use only DOULTON'S ‘ VITRELLA ' for cleaning baths. 


For prices see appendix 
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DOULTON ‘DELPHIAN’ BATH 
WITH SHOWER AND SCREEN 


No. X.821. 


Standard. Specification. 

No. X.821.Cast iron parallel * Delphian ' bath, white porcelain enamelled inside, with 4 
(010) flat roll, with detachable plinths at front and end, white porcelain 
enamelled outside, left hand exposed, 1” (2574) hot and cold screw down valves 
with connecting pipes to bottom inlet in bath, 2" (51%) concealed combined 
pedestal waste and overflow, no trap. Exposed fittings nickel plated. Plate 
glass screen and heavy plated brass shaped frame, 8” (0720) plated shower with 
wall bracket, 4” (13%) patent mixing valve with lever handle, and plated pipe 
from valve to shower. Bath 5' 6” (1768) long inside. 

No. X.822. Cast iron parallel * Delphian Junior ' bath, all exactly as above, but 5’ o^ (1752) 

long inside. 


No. X.821X. Cast iron parallel * Delphian ' Bath, all as No. X.821, including bath fittings 
and shower, but with plate glass screen, having plated metal. framing of lighter 
pattern with wall lugs, and plated [ront column with plated wall supports to 
back and end walls, with wall flanges. 


No. X.822X. Cast iron parallel * Delphian Junior ' Bath, all complete as No. X.821X, but 
5' o" (1752) long inside. 


No. X.821 | Туре А2 or B2. Complete as above, Front and опе end exposed. 


or 
No. X.822 » Сі or C2 ер » o» Front only exposed. 
STANDARD SIZES INSIDE SIZES OVERALL 

Length Width Depth Length Width Depth 
No. X.821 & 6" 2 o" 1” 617 6 31" 2 8” 1 87 

(1768) (061) (0747) (1791) (081) (6551) 
Мо. Х.822 BOOM 2007 106%” 521017 2' 8” 18” 

(1552) (0761) (0747) (1779) « — (o"81) (0751) 


Reduction. If with pillar valves, waste and separate overflow, as with Мо. 
X.630 (page 21). 


Use only DOULTON'S ‘ VITRELLA ” for cleaning baths. 


For prices see appendix 
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DOULTON ‘CRYSTAL’ CANOPY BATH - 


Хо. X.18424. 


Note.—These baths can be supplied with fittings on right hand instead of left as illustrated if stated when 
ordering. 


Standard Specification. 

No. X.1842. Cast iron Parallel ‘ Crystal’ bath, white porcelain enamelled inside, and 
white japanned outside, reinforced glass screens forming canopy, with plated 
brass front standards and framing, 1” (25%) hot and cold screw down valves 
with mixing plate, and separate directing valves for shower, spray and 
plunge, which can be used either separately or simultaneously as desired, 8” 
(0"20) overhead shower, body spray of four tubes, 2” (5174) combined standing 
waste and overflow, glass enamelled iron trap, with brass outlet union. 


No. X.1842A. Bath all as above described, but with polished plate glass screens. 


INSIDE SIZES OVERALL SIZES 
Length Width Depth Length Width Height Height Бо! 
(Bath) (Canopy) 
54 6” 2 o" d 5” 6’ 4" 2” $” 2 2” 7' 11” 4 
(1708) (0761) (0551) (1593) (0"8:) (0766) (2741) (5710) 


” 


Use only DOULTON'S ' VIT RELLA ' for cleaning baths. 


For prices see appendix 
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DOUETON FIRECLAY BATHS 


URSI = 


[^ No. X.4016. 


APPROXIMATE OVERALL SIZES. 
Length 6” о” (1783). Width 2’ 6" (0"76). Height 1’ то” (0556). 
Height to underside of Shower from inside Bath 7' o" (2713). 


Standard. Specification. 

Мо. X.4016. 6 o" (1783) overall Vulcan Fireclay Parallel * Milan * Bath, with solid base, 
white glazed inside and on roll, unglazed outside; 1” (0"025) hot and cold con- 
nected valves with low inlet, supply pipes from fioor, 2” (07051) standing 
waste and overflow, то” (07254) copper shower rose and arm to wall, 3” (0"013) 
hot and cold combined lever-action mixing valve, waterproof curtains and 
brass swinging brackets, brass fittings nickel plated. No connecting pipe 
between valve and shower arm. 


No. X.40164. Bath, as above, but without shower, curtains or mixing valve. 


For prices see appendix 
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DOULTON FIRECLAY BATHS 


No. X.1835. 


The measurements are only approximate, in all Fireclay Baths they vary somewhat 


Standard Specification. 
No. X.1835. Vulcan Fireclay Parallel * Argyle’ Bath, white glazed inside and оп roll. 
unglazed outside, (waste hole at end). (No feet.) 
APPROXIMATE INSIDE SIZES APPROXIMATE OVERALI. SIZES 


Length. Width. Depth. Length. Width. Height ex- Height in- Roll 
cluding feet. cluding feet. 


No. Х.1835. ер о” 2” о” г‘ 5” 5 6” 2” 6" i 10” 2” 2” 3” 
(1732) (0761) (0"5:) (1768) (0":6) (0556) (0"66) (0"075 

Хо. Х.1835А. С 6” 2 о” 1” 8” о о” 2” 6” 12 10” 2 2” 3" 
(1768) (0"01) (0751) (1785) (o"76) (0756) (0706) (o"o75) 


Extras 


Set of Four White Glazed Feet, 4” (9710) high. 
White glazed finish outside 


No. Х.дотбА. 
Standard. Specification. 1 
No. X.4016B. Vulcan Fireclay Parallel * Milan " Bath, with solid base, white glazed inside : 
and оп roll, unglazed outside (horizontal outlet at end above floor). ! 


PPROXIMATE INSIDE SIZES APPROXIMATE OVERALL SIZES , 7 
| uin Width. Depth. Length. Width. Height. Roll. } 
| L4 6" 2” о” 1” 8” 6 о” 2' 6” рй ” 3 
| (1"68) (2761) (0751) (1783) (0776) (0556) (0705 
| Extras 


White Glazed finish outside. 


Use only DOULTON'S * VITRELLA ' Гог cleaning baths. 


Di 
Ё For prices see appendix 
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DOULTON SHOWERS 


ih neon сі кеннеекйдінікі 


Х.4325-7 X.4326. Х.4327. 


Standard. Specification. 

No. X.4325. 8” (0"20) brass shower rose with 4” (13%) hot and cold mixing valve with 
lever handle and unions for lead pipe, 2” (1975) brass pipes from valve to 
shower and wall mounts. 

No. X.4325A. Ditto, but nickel plated 


No. X.4326. 8” (0°2о) brass shower rose with 1” (13%) hot and cold brass valves, with 
breeches piece and unions for lead, 3” (19%) brass pipes and wall mounts. 


No. X.4326A. Ditto, but nickel plated. 


No. X.4327. 8” (o720) brass shower rose with 1” (13%) hot and cold brass valves, with 
unions for lead, 2” (19%) galvanized iron connecting tee, pipe and clip. 
No. X.4327A. Ditto, but with brass tee, pipe and clip. 


Standard height from centre of valves to face of shower, 4 o" (1722). 
Projection from wall to centre of shower, 1' 3” (0748). 


For prices see appendix 
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DOULTON SHOWER BATHS 


No. X.5033- 


Standard. Specification. 


No. X "ег Bath consisting of three 14” (0938) polished brass standards 

мози; бргау ee. (roit) spray tubes; 5 07 (9723). shower ; Mixing Plate on front 
standard so constructed that any of the following fittings can be supplied 
separately or simultaneously, vis., spray, shower, wave and rising ү Кау; 
including curtain ring and waterproof curtain. Inside diameter of spray 
2’ 6" (0776); height to underside of Shower 7’ 6" (2729). 


No. X. A. Ditto, nickel plated. Ё AS Р zb - E. 
Re Азр White Glazed Мушсап Fireclay Tray, 3 5 X 3 БООХ ОТ (L E ы 0000 15) 
overall, with 2” (07051) brass or nickel plated outlet grating. 


isi : 5 1” (o"o13) anti-scalding Mixing Valve 

vo. X. . Shower, comprising 8” (0720) brass rose, à" ( 1 DEUM 1 
Mo 5083 with lever handle for cold, tepid and hot water, with brass piping to valve 
and shower rose, and wall mounts, brass curtain rod and waterproof curtain. 


Height from floor to face of shower 7' o" (2713). 
No. X.5033A. Ditto, nickel plated. 


i an Fireclay Angle Tray, width 3' ой" (17158), projection 
M 86) ИЛ 512 (07826), with brass or nickel plated outlet 
р , 


grating. 


For prices see appendix 


CC-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Mi 


Funding: IKS/Tattva Heritage. Оі Вғайоп: Sarayu Trust/eGangotri 


DOULTON SHOWER BATHS 


No. X.4322. 


Standard Specifications. 


No. X.4322. 


Shower and foot bath, comprising white glazed Vulcan fireclay footbath with 
open weir overflow and brass hinged grating, ri^" (38%) plug, brass waste 
and chain with union for lead pipe, size of foot bath 24" Х 24" X 10” 
(o"61 x 0"6: x o"25) overall; 8” (0720) brass shower rose, with 2” (13%) 
hot and cold brass valves to shower and foot bath, 2" (19%) galvanized iron 
piping and clip as illustrated. Height to face of shower from floor 7’ (2713) 


Projection from wall to centre of shower 1^ 3” (0738). 


Хо. X.43224. Ditto ~ Ditto but with brass piping. 
No. X.4322B. Ditto Ditto but for cold water only, galvanized iron piping. 
No. X.4322C. Ditto Ditto but for cold water only, brass piping. 


No. N.4322D. White glazed Vulcan fireclay foot bath only, no fittings. 


No. X.1855. 


Reduction from either of above if foot bath only 7” (o"1$) deep overall. 
Extra for teakwood seat with supports, either galvanized or white porcelain 
enamelled. 

Shower comprising 8” (o"20 brass rose, 1” (13%) anti-scalding mixing valve 
with lever handle for cold, tepid and hot water, with brass piping from Поо” 
to valve and shower rose; brass curtain-ring, wall bracket and chain support, 
and waterproof curtain. ^ Height to face of shower from floor 7 (2"43) 
diameter of ring 2° 6” (0776). Floor tray not included. 


Хо. X.1855A. Ditto Ditto but in nickel plated brass. 
No. X.1855B. White porcelain enamelled cast iron floor tray with 2” (51%) rolled edge. 


size 32" X 32" (o"$: X 0"8:) inside, with brass outlet grating 


No. X.1855C. Ditto Ditto but with nickel plated outlet grating. 


For prices see appendix 
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DOULTON :BIDETS 


Standard. Specificalion. 

No. X.2024. White Queensware pedestal Bidet with heating rim and weir overflow, fitted 
with nickel plated grating, 37 (13%) hot and cold supply valves and connecting 
piece to rim, 1” (25%) plug waste and chain. Fittings nickel plated. 

No. X.2024A. Ditto, but with rising spray and two-way directing valve for spray or rim. 

No. X.2028A. White Queensware pedestal Bidet. with heating rim, 1” (137%) quarter-turn 
lever handled controlling valves for rising spray and heating of rim, 1^ (25%) 
combined concealed standing waste and overflow. Fittings nickel plated. 


, with heating rim and weir overflow, 
and cold supply valves and connecting 
Fittings nickel plated. 


No. X.2027. White Glazed Vulcan Fireclay Bidet 
pop-up waste with grating, % (1375) hot 
piece to rim; no supply pipes to floor. 


No. X.2027A. Ditto, but with rising spray and two-way directing valve ler spray or rim. 


OVERALL DIMENSIONS. 
Width at 


Length Front Back Height 
No. X.2024/A 24” 14 15 15 
Мо. x 2028/4 | (9761) (9735) (073%) (0738) 


No. X. A 
22: For prices see appendix 
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DOULTON BIDETS 


No. X.551. Мо. X.551A. and B. 


Standard Specification. 


White Earthenware Bidet with heating rim and overfiow, 2” (13%) het and 


Ко. Х.551. 
cold supply valves to rim, 1j" (32%) plug waste and chain. Fittings nickel 
plated. 
No. X.551A. Ditto, but small pattern. 
No. X.551B. Ditto, but large pattern. 
No. X.555. White Earthenware Bidet with heating rim, 47 (13%) hor and cold supply 
valves to rim and rising spray, concealed standing waste and overflow, with 
* pull-up ' knob. Fittings nickel plated. 
OVERALL DIMENSIONS. 
Width at 
| Length Front Back Height 
5 No. X.551. 254 131" 1547 154^ 
(0763) (9734) (939) (939) 
E Nu. X.551A. 224” 147 1217 151^ 
is (9"57 (9"35 (9732) (039) 
No. Х.551В. 26" 16” 13 1537 
ї (066) (9%!) (533) (9739) 
й No. Х.555- 3 16” 14” 153” 
} (0763) (0741) (0735) (0™39) 
For prices see appendix 
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WATER CLOSET 
SECTION 


Је is of greater importance than the 

Water Closet in the Sanitary Equipment 
of the home, and it is possible to obtain a 
Doulton Water Closet to suit practically all 
requirements. 


АП Doulton Closets аге designed апа 
manufactured to meet the most exacting demands 
of present day sanitation, in patterns which 
ensure that the requirements of the most modest 
home or the most palatial mansion can be supplied 
with suitable fittings of the highest class at 
competitive prices. 


Special attention is drawn to the Flushing 
Valves illustrated on page 63. These valves are 
noiseless in working, and can be adjusted to give 
any desired quantity of water at each flush, but 
are subject to approval of Local Water Authority. 


Attention is also drawn to the Inlet 
Connection, illustrated on page 65, which entirely 
eliminates the usual unsightly rag and putty joint 
between flushpipe ‘and closet pan. 


The new patent Silencer shown on page бә 
overcomes the hissing noise so often heard when 
cisterns which are fixed on high pressure are 
refilling. This Silencer can be quickly and easily 
fitted to any of the ordinary overhead flushing 


cisterns. 
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DOULTON FIRECLAY CLOSETS 


No. X.F.2005, ‘ Colonial.’ No. X.F.2006, “ Alpha.’ 


Note.—If closet required with “Р” trap, it must be definitely stated, or “5” trap will be supplied. 


Standard Specification. 

No. X.F.2005. ‘ Colonial’ Vulcan Fireclay Wash-down Closet (52 ]bs.), with vented “5” 
trap and seat lugs, white glazed inside and out. 

No. X.F.2005A. Ditto, white glazed inside and buff out. 

No. X.F.2006. ‘ Alpha " Vulcan Fireclay Wash-down Closet (45 lbs.), with vented “5” 
trap and seat lugs, white glazed inside and out. 

No. X.F.2006A. Ditto, white glazed inside and buff out. 
Extra if * P * trap turned to side at go’, left ог right hand. 


No, X.F.2122-4, “ School.’ Хо. X.F.2006B, ‘ Alpha.’ 


Note.—If closet required with * P' trap, it must be definitely stated, or * S" trap will be supplied. 


Standard Specification. 


Хо. X.F.2006B. ‘ Alpha * Vulcan Fireclay Wash-down Closet (45 lbs.), with vented 55” 
trap, hardwood inserta pad seats, white glazed inside and buff out. 


No. X.F.2006C. Ditto, white glazed inside and out. 


No. X.F.2122. “ School' Vulcan Fireclay Wash-down Closet, with vented 55” trap and 
seat lugs, white glazed inside and buff out. 131” (0734) high for children. 


No. X.F.2123. Ditto, as No. X.F.2122, but 12^ (0739) high for infants. 


No. X.F.2124. Ditto, as No. X.F.2122, 133” (07%) high for children, but fitted with 
hardwood pad seats, as illustrated with No. \.F.2006B. 


X.F.2125. Ditto, as No. X.F.2124, but 12” (о730) high for infants. 


For prices see appendix 
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DOULTON QUEENSWARE CLOSETS 


No. X.615, ' Maxim.’ No. X.662, ' Taurus.’ 


Standard. Specification. 

No. X.615. ' Maxim ' Queensware Wash-down Closet, with vented “5” trap and seat 
lugs, white glazed inside and out. 

No. Х.бї5А. Ditto, white glazed inside and cane out. 

No. X.616. Ditto, but with * P “гар, no vent, white glazed inside and out. 

No. X.616A. Ditto, as No. X.616, white glazed inside and cane out. 


No. X.661. ' Taurus' Queensware Wash-down Closet, with vented 55" trap and seat 
lugs, white glazed inside and out. 


No. X.662. Ditto, but with * P ' trap, no vent. 


Note.—The above pans are also made with ' P ' trap turned to side at до? 
left or right hand. 


ИА ОЕ Ю5$АЛЕ/ 2057” 
Хо. X.850B. Хо. N.6o1. Хо. Х.ббо. 


Standard Specification. a ; 
No. Х.850В. ‘ Wandle ' Queensware Wash-down Closet, with seat lugs, white glazed inside 8 
and out, adjustable lead * Р ' trap with pottery lining. | 
Хо. Х.бот. ‘ Satellus * Queensware Wash-down Closet, with vented 45" trap and seat (| 
lugs, white glazed inside and out. | 
Хо. X.602. Ditto, but with “Р” trap, no vent. \ 1 
Ко. Х.боо. Ditto, but with centre * S ' trap outlet (for connection below floor), no vent. | 
No. X.660. ' Oxford ' Queensware Wash-down Closet, with seat lugs, adjustable Queens- 

сон ware * P’ trap, white glazed inside and out. 


For prices see appendix |? 
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DOULTON WATER CLOSETS 


No. X.2012. No. X.2013- 


Note.—If closet required with “Р” trap and cistern with low pressure ball valve, this must be definitely 
stated, otherwise vented “5” trap and high pressure ball valve will be supplied 


Standard Specification. 


No. X.2012. White Glazed Queensware “ Maxim ’ Closet with vented * S ' trap, Мо X.2041 
polished hardwood seat and brass hinges, 2-gallon (о litres) painted cast iron 
* Rodney " cistern, high pressure ball valve, cover and brackets, No. X.153 
brass chain pull and china handle. (No Flushpipe.) 


No. X.2013. Glazed Queensware ‘ Maxim ' Closet, white inside and cane out, with vented 
"S" trap, No. X.2041C plain hardwood seat and galvanized hinges, 2-gallon 
(о litres) painted cast iron * County ' cistern, high pressure ball valve, cover 
and brackets, No. X.53 galvanized chain pull. (No Flushpipe.) 


Extras. 


If with 3-gallon (13-5 litres) cistern. 

If with Low pressure ball valve to cistern. 

If with Galvanized Steel Flushpipe as illustrated, with clip and rubber buffer. 
If with White Porcelain Enamelled Steel Flushpipe and ditto. 


“ For prices see appendix 
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DOULTON WATER CLOSETS 


— —— 


No. X.2014. No. X.2122-4. 


Nolie.—lf closet required with “Р” trap and cistern with low pressure ball valve, this must. be definitely 
stated, otherwise vented * $ * trap and high pressure ball valve will be supplied. 


Standard Specification. 

No. X.2014. White Glazed Queensware ‘ Taurus ' Closet with vented * S ' trap, No. Хол: 
polished hardwood seat and brass hinges, 2-gallon (0 litres) painted cast iron 
* County ' cistern, high pressure ball valve, cover and brackets, No. X.153 
brass chain pull and china handle. (No Flushpipe.) 

No. X.2124. Glazed Vulcan Fireclay ' School' Closet, white inside and buff out, with 
vented “5” trap, hardwood inserta pad seats, 2-gallon (о litres) painted cast 
iron * Renim ’ cistern, four fixing lugs, high pressure ball valve, and cover, 
No. X.53 galvanized chain pull and guide. Closet 1317 (0734) high for 
children. (No Flushpipe.) 

No. X.2125. Closet set all as No. X.2124, but closet 12” (0730) high for infants. | 

No. X.2122. Closet set all ав No. X.2124, but with plain hardwood hinged seat and 
galvanized hinges, as illustrated with No. X.2014. Closet 134” (0754) high for 
children. 

No. X.2123. Closet set all as No. X.2122, but closet 12” (0"50) high for infants. 


Extras. 


If with 3-gallon (13:5 litres) cistern. 
If with Low pressure ball valve to cistern. 
If with Galvanized Steel Flushpipe as illustrated, with clip. 


For prices see appendix 
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DOULTON WATER CLOSETS 


Bl t 
КЛ Хо. X.2005. Хо. X.2006. 
ra . 

Note.—If closet required with ‘ Р." trap and cistern with low pressure ball valve, this must be definitely 
| Stated, otherwise vented “8” trap and high pressure ball valve will be supplied. 
Н 


Standard. Specificalion. 

White Glazed Vulcan Fireclay “ Colonial’ Closet with vented “5” trap, 
No. X.2044 polished mahogany seat with back rail and brass hinges, 2-gallon 
(о litres) * Speedwell ' cistern with White Glazed Vulcan Fireclay shell, with 
cover, high pressure ball valve, painted brackets, No. X.153A brass chain 
pull and ebonized wood handle. ,(Мо Flushpipe.) 


4 

р No. X.2005X. White Glazed Vulcan Fireclay ' Colonial’ Closet with vented “5” trap, 
No. X.2041 polished hardwood seat and brass hinges, 2-gallon (о litres) 
painted cast iron “ Speedwell ” cistern, high pressure ball valve, cover and 
brackets, No. X.153 brass chain pull and china handle. (No Flushpipe.) 


No. X.2005. 


No. X.2006. White Glazed Vulcan Fireclay “ Alpha’ Closet with vented 55" trap, 
No. X.2041 polished hardwood seat and brass hinges, 2-gallon (о litres) 
painted cast iron ' Renim ' cistern, high pressure ball valve, cover and 
brackets, No. X.153 brass chain pull and: china handle. (No Flushpipe.) 


No. X.20064. Closet set, as No. X.2006, but closet buff glazed outside, and No. X.2041C 
plain hardwood seat with galvanized hinges.  Cistern with No. X.53 
galvanized chain pull. (No Flushpipe.) 


No. X.2006B. Closet set, as No. X.2006A, but with hardwood inserta pad seats in lieu of 
hinged seat. (No Flushpipe.) 


For prices see appendix 
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DOULTON ‘SIMPLICITAS’ CLOSETS 


ваа 


Хо. Х.зооГ. No. X.847E. 


Note.—1I closet required with “ГР! trap and cistern with low pressure ball valve, this must be definitely 
stated, otherwise vented 55" trap and high pressure ball valve will be supplied. 


Standard Specification. 


No. X.300E. White Glazed Queensware © Simplicitas' Closet with vented * S?’ trap, 
No. X.2035 double thickness polished mahogany seat with back rail and wall 
skirting, 2-gallon (о litres) “ Paisley cistern with White Glazed Vulcan 
Fireclay shell and cover, high pressure ball valve, painted brackets, No. Х.153 
brass chain pull and china handle. (Хо Flushpipe.) 

No. X.847E. White Glazed Queensware ' Simplicitas ° Closet with vented “5” trap, 
No. X.2038B double thickness polished mahogany seat and flap, with brass 
hinges, 2-gallon (о litres) painted cast iron ‘ Paisley ' cistern, high pressure 
ball valve, cover and brackets, No. X.153D brass chain pull and rubber 
handle. (No Flushpipe.) 

Reduction. If No. X.847E without flap to seat. 


Extras. 


If with Patent ' METALLO-KERAMIC * Joint to vented *S" trap. (То 
* Simplicitas ” closet only.) 

If with ditto to unvented * S ' ог“ Р” trap. 

If with 3-gallon (13:5 litres) cistern. 

If with Low pressure ball valve to cistern. 7 

If with White Porcelain Enamelled Brackets to Мо. X.300E. 

If with White Porcelain Enamelled Cistern, Cover and Brackets to No. X.847E. 


For other Extras see page 40. 


For prices see appendix 
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DOULTON WATER CLOSETS 


No. X.847C. 


Note.—If closet required with “Р" trap and cistern with low pressure ball valve, this must be definitely 
stated, otherwise vented “5” trap and high pressure ball valve will be supplied. 


Standard Specificalion. 
No. X.847C. White Glazed Vulcan Fireclay ‘ Simplicitas ' Closet with vented 55" trap, 


No. X.698. 


No. X.2038 double thickness polished mahogany seat and brass hinges, 2-gallon 
(о litres) cast iron White Porcelain Enamelled * Paisley’ cistern, hign 
pressure ball valve, cover and centre bracket, No.. Х.153С brass chain 
pull and china handle, brass pull guide. (No Flushpipe.) 


White Glazed Queensware “ Simpact’ Closet with vented 865” trap, 
No. X.2038 double thickness polished mahogany seat and brass hinges, 2-gallon 
(о litres) cast iron White Porcelain Enamelled ' Speedwell ’ cistern, high 
pressure ball valve, cover and centre bracket, No. X.1 53C brass chain 
pull and china handle, brass pull guide. (No Flushpipe.) 


Extras. 


If with 3-gallon (13-5 litres) cistern. 

If with Low pressure ball valve to cistern. 

If with Expesed brass fittings Nickel Plated. 

If with White Porcelain Enamelled Steel Flushpipe as illustrated, with clip 
and rubber buffer. 

If with Polished Brass Flushpipe and ditto. 

If with Nickel Plated Brass Flushpipe and ditto. 


For prices see appendix 
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DOULTON CORBEL CLOSET 


No. X.1062, Corbel. 


Note.—If cistern required with low pressure ball valve, this must be definitely stated. 


Standard Specification. 


No. X.1062. 


White Glazed Vulcan Fireclay Corbel Closet for fixing clear of floor, with 
extension for building into wall, .and “Р! trap in one piece, No. X.2038 
double thickness polished mahogany scat and brass hinges, 3-gallon (13:5 
litres) ‘ Paisley ° syphon cistern with White Glazed Vulcan Fireclay shell 
and cover, high pressure ball valve, White Porcelain enamelled cast iron 
brackets, No. X.153C brass chain pull and china handle. (No Flushpipe.) 


No. X.1062A. Closet set as above, but without extension into wall, closet supported on 


Porcelain enamelled cast iron cantilevers to build into wall. 
Reduction. If with Painted cistern, cover and brackets. 


Extras. 


If with Exposed brass fittings Nickel Plated. 

If with brass or plated chain guide. 

If with Low pressure ball valve to cistern. 

If with White Porcelain Enamelled Flushpipe as illustrated, with brass clip 
to hold same clear of wall. 

If with ditto ditto, but plated clip. 

If with oiled teak seat in lieu of mahogany. 

Note.—Cistern can be supplied with White Porcelain Enamelled shell and 

cover, and also with centre bracket as illustrated on page до. 


For prices see appendix 
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DOULTON SYPHONIC CLOSET 


Ко. X.652. 


will be supplied with iron ‘ Р” trap above floor unless otherwise stated, and cistern with high 


pressure ball valve. 


Standard Specification. 


White Glazed Queensware Syphonic Closet, with separate cast iron * Р” trap, 
glass enamelled inside, for fixing above floor level, special No. X.2035 double 
thickness polished mahogany seat with back rail and wall skirting, with pipe 
Cover, 2-gallon (о litres) cast iron White Porcelain enamelled ‘ Paisley ” cistern. 
high pressure ball valve, cover and centre bracket, No. X.153C brass chain pull 
and china handle. Polished brass Flushpipe with special chamber and 
regulating valve as illustrated, with inlet plates. 


"Trap can also be supplied for fixing below floor level, if specially ordered. 
Reduction. If with Painted cistern, cover and brackets. 


Extras. 
If with 3-gallon (13:5 litres) cistern. 
If with Low pressure ball valve. 
If with Exposed brass fittings Nickel Plated. 
If with Polished mahogany hinged flap (о seat., 


For brices see appendix 
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DOULTON SYPHONIC CLOSET 


No. X.845. 


Note.—Closct will be supplied with iron “Р” trap above floor unless otherwise stated, and cistern with high 
pressure ball-valve. : 


Standard Specification. 


No. Х.843. 


White Glazed Queensware Syphonic Closet with vertical inlet, and separate 
cast iron * Р” trap, glass enamelled inside, for fixing above Йоог level, No. 
X.2044 single thickness polished mahogany seat, with back rail, 2-gallon (9 
litres) painted cast iron Syphonic Cistern, with high pressure ball valve, cover 
and brackets, No. X.153 brass chain pull and china handle. (No flush or air 


pipes.) 


No. X.843A. Closet Set all as above, but cistern, cover and brackets White Porcelain 


Enamelled. 
Extras. 


If with 3-gallon (13:5) litres) Cistern ; To No. X.845 
galon: (1315) То No. Х.843А 


If with low-pressure ball valve to Nos. X.843 ог X.8434 

If with exposed brass fittings Nickel Plated 

If with Polished Mahogany hinged flap to seat 

If with Polished Brass Flushpipe, and Air Pipe, with clip as 
illustrated. 

If with Nickel Plated ditto ditto 
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No. X.2032. 


Note.—If closet required with “Р”! trap and cistern with low pressure ball valve, this must be definitely 
stated, otherwise vented " 6” trap and high pressure ball valve will be supplied. 


Standard Specification. 


No. X.2032. White Glazed Queensware ‘ Health ' Closet with vented 58" trap, special 
double thickness polished mahogany seat with ramps and brass hinges, 2-gallon 
(9 litres) cast iron White Porcelain enamelled * Paisley ’ cistern, high pressure 
ball valve, cover and brackets, No. Х.153А brass chain pull and ebonized wood 
handle. (No Flushpipe.) 


Reduction. If with Painted cistern, cover and brackets. 


Extras. 


If with Low pressure ball valve to cistern. 

If with Exposed brass fittings Nickel Plated. 

lf with White Porcelain Enamelled Steel Flushpipe as illustrated, with clip 
and rubber buffer. 


If with Polished Brass Flushpipe and ditto. 
If with Nickel Plated Brass Flushpipe and ditto. 


For prices see appendix 
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DOULTON COMPACT CLOSETS 


Note.—If closet 


айлаа d. С 


Хо. Х.2107А. 


required with * Р" trap and cistern with low pressure ball valve, this must be definitely 


stated, otherwise vented “5” trap and high pressure ball valve will be supplied. 
Standard Specification. 


No. Х.21073- 


No. X.2107. 
No. X.2108A. 


No. X.2108. 


White Glazed Queensware ‘ трасс” Closet with vented * S" trap, double 
thickness polished mahogany seat and brass hinges, 3-gallen (13:5 litres) 
polished Mahogany Panelled lead lined cistern with syphon fittings and side 
lever pull, high pressure ball valve, cover and cast iron brackets and flushpipe, 
with inlet connection. 


Closet set complete with Panelled cistern as last described, but with float- 
valve fittings and centre press action, similar to No. Х.2100. 


Closet set complete as No. X.21074, but with White Glazed Vulcan Fireclay 
* Simpact ' closet. : 


Closet set complete as No. X.2107, but with White Glazed Vulcan Fireclay 
* Simpact ' closet. 


Nos. Х.2107А and Х.2108А сап be supplied with 2-gallon (0 litres) syphon 
cisterns if desired, at same prices. 


Approximate overall sizes. Nos. Х.21073 & X.2108A. Nos. Х.2107 & X.2108. 


Height 3' 72" (п) 3, бї” (170ф9) 

Projection 2 84” (9783) 2 6 (9776) 

Width of Cistern 17111” (0759) т g^ (0753) 
Extras. 


If with Low pressure ball valve to cistern. 
If with Polished Mahogany hinged flap to seat. 
If with Exposed brass fittings Nickel Plated. 


For prices see appendix 
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DOULTON COMPACT CLOSETS 


Хо. Х.2100. 


Кс!е.-П closet required with Р" trap and cistern with low pressure ball valve, this must be definitely 
stated, otherwise vented * 5 ' trap and high pressure ball valve will be supplied. 


Standard Specification. 


No. X.2109. 


No. X.21093. 
No. X.2110. 


Ко. X.2110A. 


White Glazed Queensware “ Simpact' Closet with vented ‘S°’ trap, 
No. X.2038 double thickness polished mahogany seat and brass hinges, 
8-gallon (13:5 litres) polished Mahogany lead lined cistern with float-valve 
fittings and centre press action, high pressure ball valve, cover, cast iron 
brackets, polished brass flushpipe and inlet connection. 

Closet set complete with Mahogany cistern as last described, but with syphon 
fittings and side lever pull, similar to No. X.2107A. 

Closet set complete as No. X.2109, but with White Glazed Vulcan Fireclay 
* Simpact ' closet. 

Closet set complete as No. Х.21003, but with White Glazed Vulcan Fireclay 
* Simpact ° closet. 

Nos. X.2109A and X.2110A сап be supplied with 2-gallon (9 litres) syphon 
cisterns if desired, at same prices. 


Approximate overall sizes. Nos. X.210gA & X.2110A. Nos. X.2109 & Х.2110. 


Height 3 72” (111) ГД ” 1"04 

Projection 2' 83” (o"83) 3, à 054) 

Width of Cistern 171101” (o"s; 1’ 84” (0752) 
Extras. 


If with Low pressure ball valve to cistern. 
If with Polished Mahogany hinged flap to seat. 
If with Exposed brass fittings Nickel Plated. 


For prices see appendix 
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DOULTON COMPACT CLOSETS 


No. X.2111A. 


Note.—If closet required with * P’ trap and cistern with low pressure ball valve, this must be definitely 
stated, otnerwise vented 55" trap and high pressure ball valve will be supplied. 


Standard. Specification. 

No. Х.2111А. White Glazed Queensware * Simpact' Closet with vented “5” trap, 
No. X.2038 double thickness polished mahogany seat and brass hinges, 
3-gallon (13:5 litres) White Porcelain enamelled cast iron cistern with syphon 
httings and side lever pull, high pressure ball valve, cover, fixing lugs, White 
Porcelain enamelled flushpipe, with inlet connection. 

No. Х.2112А. Closet set all as last described, but with White Glazed Vulcan Fireclay 
* Simpact ’ closet. 

No. X.2115A. White Glazed Queensware ' Simpact ' Closet with vented *S' trap, 
No. X.2041 polished hardwood seat and brass hinges, 3-gallon (13:5 litres) 
Painted cast iron cistern with syphon fittings and side lever pull, high 
pressure ball valve, cover, fixing lugs, painted flushpipe, with inlet 
connection. 

No. X.2116A. Closet set all as last described, but with White Glazed Vulcan Fireclay 
* Simpact ' closet. 

АП the above Closet sets can be supplied with 2-gallon (о litres) cisterns if 
desired, at same prices. 


Approximate overall sizes. Nos. X.2111A, X.2112A, Х.2115А & X.2116A. 
Height 5. 61" (1708) 
Projection 2' 8" (0781) 
Width of Cistern 1' Оў” (0755) 
Extras. 


If with Low pressure ball valve to cistern. 
If with Exposed brass fittings Nickel Plared. 
If with hinged flap to seat. 


For prices see abpendix 
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DOULTON COMPACT CLOSETS 


io ЖС. тШ... ee 


Хо. X.2151. 


Note.—lf closet required with “ Р" trap and cistern with low pressure ball valve, this must be definitely 

stated, otherwise vented * S" trap and high pressure ball valve will be supplied. 

Standard. Specification. 

Ко. X.2111. White Glazed Queensware “ Simpact' Closet with vented ‘S?’ trap, 
No. X.2038 double thickness polished mahogany seat and brass hinges, 
3-gallon (13:5 litres) White Porcelain enamelled cast iron cistern with float- 
valve fittings and centre press action, high pressure ball valve, cover, fixing 
lugs, White Porcelain enamelled flushpipe, with inlet connection. 


No. X.2112. Closet set all as last described, but with White Glazed Vulcan Fireclay 
* Simpact ” closet. 


No. X.2115. White Glazed Queensware “ Simpact' Closet with vented “5” trap, 
No. X.2041 polished hardwood seat and brass hinges, 3-gallon (13:5 litres) 
Painted cast iron cistern with float-valve fittings and centre press action, high 
pressure ball valve, cover, fixing lugs, painted flushpipe, with inlet 
connection. 


No. X.2116. Closet set all as last described, but with White Glazed Vulcan Fireclay 
* Simpact ' closet. 


Approximate overall sizes. Nos. X.2111, X.2112, X.2115 & X.2116. 
Height 3 4" (o) 
Projection 275” (o"74) 
Width of Cistern г 82" (0753) 
Extras. 


If with Low pressure ball valve to cistern. 
If with Exposed brass fittings Nickel Plated. 
If with hinged flap to seat. 


For prices see appendix 
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DOULTON COMPACT CLOSETS 


The * Carlton,’ No. X.680. 


Note.—If closet required with “Р”! trap, this must be definitely stated, otherwise * S * trap will be supplied. ` 


Standard Specification. 


No. Х.6%о. White Glazed Queensware Syphonic Closet with ‘ S ` trap, ring seat in polished 
mahogany finish, with nickel plated hinges, 3-gallon (13:5 litres) White Glazed 
Queensware cistern and cover, with Noat valve fittings actuated by press action. 
Painted wall supports. Nickel plated flushpipe and spud connection. Nickel 


plated supply pipe to floor. 


Approximate overall sizes. 
Height 3 7" (179) 
Projection 2 
Width of cistern I 


Extras. 


If with Пар to seat. 
If seat (no flap) in Polished Mahogany. 
If seat and flap in Polished Mahogany. 


For prices sce appendix 
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|. JA pOULTON COMPACT CLOSETS 


Тһе * Russell, No. X.68r. 


7 
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д 
: Note.—If closet required with “Р” trap, this must be definitely stated, otherwise vented “5” trap will be 
5 supplied. 


Standard Specification. 


No. X.681. White Glazed Oueensware Closet with vented ‘S ' trap, ring seat in polished 
mahogany finish, with nickel plated hinges, 3-gallon (13:5 litres) White Glazed 
Queensware cistern and cover, with float valve fittings actuated by press action. 
Painted wall supports. Nickel plated flushpipe with inlet connection. 


Approximate overall sizes. 


Height 3' 2" (0766) 

Projection 2747 (0"71) 

Width of cistern 1 74” (0750) 
Extras. 


If with flap to seat. 
If seat (no flap) in Polished Mahogany. 
If seat and flap in Polished Mahogany. 


For prices see appendix 
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DOULTON RANGE CLOSETS 


No. X.4279. 


Note.—These closets are particularly suitable for use in Factories and Schools. 


Doulton’s improved Gravitation system of Closets overcomes the objection to slow-filling cisterns, and 
by the use of a small feed tank (see illustration) the flushing cisterns are filled in from one half to one third 
the time required by the usual method. 


In ordering, the approximate head of water above the Feed Tank should be mentioned. 


Standard Specification. 

No. X.4279. Gravitation system Range Closets, comprising Glazed Vulcan Fireclay 
* Alpha ' Closets, vented ‘S?’ traps, white inside and buff out, hardwood 
inserta pad seats, 2-gallon (о litres) painted cast iron * Rodney ” cisterns with 
four fixing lugs, covers, No. X.53 galvanized chain pulls, galvanized steel 
flushpipes as illustrated, with clips, galvanized wrought iron feed tank at end 
of range with gunmetal ball valve, painted cast iron cantilevers, galvanized 
wrought iron supply piping to each cistern for fixing at 2' 6” (0"76) centres. 
(No screens included.) 


Standard height from floor to underside of cisterns 7' о” (2713). 


Extras. 


If with No. X.2041C hardwood seats and galvanized hinges. 
If with Closets white inside and out. 
- If with Painted cast iron Screen, 5' o" x 2' 6” (175: х 9776), with wall lugs i 
and standard. 1 
If with Galvanized ditto. y 
If with pipe for fixing at 3° о” (0792) centres. 8 
4 


For prices see appendix 
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DOULTON RANGE CLOSETS 


No. X.4288. 
Note.—These closets are particularly suitable for use in Factories and Schools. 


Standard Specification. 


No. X.4288. Range Closets, comprising Glazed Vulcan Fireclay ‘ Alpha’ Closets, with 
vented 55” traps, white inside and buff out, hardwood inserta pad seats, 
galvanized wrought iron automatic tank for fixing over centre of range, 
painted cast iron cantilevers and flushpipe with branches to closets at 2’ 6” 
(9776) centres. (No screens included.) 


Standard sizes of automatic tanks. 
For Range of 3 closets, 20 gallon (от litres) tank. 


s ee 3 4 М 30 111 (136 111 ) э 
э о» 55 » 30 » (136 „) » 
ҒЫ 2) » 6 » 40 » (182 ,) , 
” » » 7 » 39 м (ӨШ о”) m 
” ” “ 8 » бо „ (272 , ) un 


Standard height from floor to underside of tank 7’ 4" (2724). 


6 Extras. 
E If with No. X.2041C hardwood seats and galvanized hinges. 
2 If with Closets white inside and out. 


If with Painted cast iron Screen, 5’ o" X 2' 6” (1752 x 076) with wall lugs 
and standard. 

If with Galvanized ditto. 

If with flushpipe for fixing at 3’ о” (o"92) centres. 


For prices see appendix 
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DOULTON ORIENTAL CLOSETS 


The ‘ Delhi’ Range Closets. 
No. Х.2040- 


The arrangement of closets shown here has been specially designed for the use of Oricntals by a well- 
known Engineer with a long experience of Indian Sanitation. It is particularly suitable for double ranges, 
back to back, discharging into a centre channel which runs in a passage to which access is obtained by 
means of a door at one end so that the whole length of channel and connections can be inspected, and 
cleaned periodically with a broom. In each compartment is provided a cane colour or white enamelled 
impervious Vulcan Fireclay squatting plate, under which is a specially formed pan constructed in such a 
manner that no water surface is exposed, therefore splashing, which is so objectionable to the Oriental, is 
entirely eliminated. The pans are connected to the central channel by means of 90° easy bends of three- 
quarter section open channelling. The space between these is filled up with a cement benching as in ordinary 
manholes. The central collecting. channel is provided with a flushing inlet at the high end. The lower end 
is provided with a weir so as to retain a suflicient body of water, and the outlet is arranged to connect with a 
6" drain trap. Access to the drain in case of stoppage is obtained through a 12! X 12" cast iron manhole 
cover fixed over the inspection socket of the trap. The partition walls and divisions are best made of marble 
or slate to economize space, but other materials can be used if preferred. 


For further Details and Specification see next page 
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DOULTON ORIENTAL CLOSETS 
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The ‘Delhi’ Range Closets. 
No. X.2049. 
Standard Specification. 


No. X.2049. * Delhi ’ Oriental Closet Range, comprising Cane or White Glazed Vulcan 
Fireclay squatting plates, white glazed closet pans, and three-quarter section 
open channel bends, 0” centre channel with flushing inlet and weir outlet, 
6" P „trap with inspection socket, galvanized iron airtight manhole cover 
with 12 X 12 opening. Galvanized wrought iron automatic tank (supported 
on painted iron brackets up to six persons, or on channel irons and straps for 
eight to twelve persons), special regulating valve, painted cast iron downpipe 
and branches to centre channel and flushing inlets of pans. White Sicilian 
veined marble divisions, end slabs and back partitions, angle cleats and bolts. 


For prices see appendix 
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DOULTON ORIENTAL CLOSETS 
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No. X.2051. 


The ‘ Calcutta’ Syphonic Range Closets. 


Used where economy of space and water is desired, this is an alternative method of dealing with range 
closets and is on the Syphonic principle. No perspective view of this is given, as the appearance above ground 
is exactly the same as No. X.2049 (The ‘Delhi’ Range Closet). The same squatting plates and pans are used 
in this case. Instead, however, of discharging into open channels, the contents of the pans are flushed into 
а closed length of piping trapped in such a manner as to remain always full of water. An automatic tank 
flushes the pans at regular intervals and at the same time sets up a syphonic action in the trapped waste, the 
contents of which are completely syphoned out and the pipe refilled with clean water. This method is 
equally suitable for single ranges, No. X.2051, as indicated by the sections showing same. This fitting, while 
mecting the requirements of the Oriental, reaches a high point of sanitary efficiency. Іп fixing, the joints 
of the 4" lead air suction pipe (not supplied by us and connecting the outlet syphon with the top of the flush 
pipe) must be made airtight. Single ranges No. Х.2051 up to 5 persons have end outlets with 4" trap as 
shown. This can be placed at either end, but the flush tank should always be fixed at the same end as the 
outlet where possible. Above s persons the outlet must be in the centre with a 6" trap, as shown with the 
double range No. X.2050. With double ranges, from 10 to 12 persons, the wall supporting tank, if not more 
than 9" thick, should be strengthened by brick piers on the outer side, or otherwise stayed. A 4" inspection 
eye is provided on the outlet syphon. 1n all cases care must be taken to take the discharge into a manhole 
or ventilated drain. 


Standard. Specification. 


Мо. X.2050. ‘ Calcutta ' Double Oriental Closet Range, comprising Cane Glazed Vulcan 
Fireclay squatting Plates, White Glazed closet pans, stoneware junctions, pipes ; 
cast iron Syphon Bend and “Р” trap (unless “5” trap is specially ordered). 
Galvanized wrought iron automatic tank supported on painted iron cantilevers 
bolted to wall, special 1" regulating valve, painted cast iron downpipe, bends 
and branches to flushing inlets of pans. White Sicilian veined marble 
divisions, end slabs, back partition, brass angle cleats and bolts. 


No. X.2051. ‘ Calcutta ' Single Oriental Closet Range, otherwise as above. 


For prices see appendix 
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DOULTON ORIENTAL CLOSETS 
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No. X.4406. 


(Design Registered). 


New Eastern Pedestal Cioset. 


The above illustrations, which are self explanatory, show our latest model of Eastern Closet. This has 
been carefully designed to mect the requirements of the East, and has been approved of by most of the leading 
Sanitary and Municipal Engineers and Medical Experts throughout India, Burma and Ceylon. It is made 
of strong ‘ Vulcan” Fireclay, white glazed inside and outside, and is of the pedestal self-contained type, the 
squatting plate or platform, pan and trap all being incorporated in one piece of pottery. 


The main features which we claim for this new Closet are briefly as follows: Plumbing connections above 
floor level visible and accessible at all times, Closet is easy and economical to fix, no highly skilled labour 
necessary. No excavation of floors, brickwork or concrete setting required, closet simply fixed to floor by 
means of four screws. Тһе use of special squatting plates, of expensive marble, tiles, cast iron, or cement are 
obviated. Water area kept well back to prevent the possibility of splashing. Small fouling area. Extra large 
flushing rim with cascade action in front to ensure the highest efficiency in the flushing out of the contents 
of the pan. If fixed in compartments of suitable size absolutely impossible to be used wrongly. Can be used 
as a single unit or in ranges with self-actuated or automatic flushing. Сап be used in upper floors of 
buildings constructed of reinforced concrete without having to cut into ceilings or construct raised platforms 
as in the case of the earlier types of such closets. Extra deep base enables height of closet from floor level to 
be varied as required for the aged or for children. 


These closets are made with “Р”ог 'S' Traps, also with or without anti-syphon vents. Double vents 
are supplied, one of which can be used as an access door to Trap. 


f When ordering please state whether “Р” or “5” Traps cre required, also whether these should be sent 
with or without anti-syphon vents. The cast iron inspection cover, shown in illustration at top of this page; 
can be supplied at a small additional cost. Please state whether this is required, 


For prices see appendix 
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DOULTON ORIENTAL CLOSETS 


Тһе * Agra.’ Тһе * Baroda.’ 


No. X.2057. : No. X.2058. 


Standard. Specification. 


No. X.2057. * Agra’ Closet in Vulcan Fireclay, white glazed inside and unglazed outside, 
55" trap vented. : . 


Мо. X.2057A. Ditto, but * P ' trap vented. 


No. X.2058. ‘Baroda?’ Closet in Vulcan Fireclay, white glazed inside and unglazed 
outside, * 5 ' trap vented. 


No. X.2058A. Ditto, but “Р” trap vented. 


Extras. 
If with cane glazed treads. 


For prices see appendix Ч 
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DOULTON ORIENTAL CLOSETS 


MM 272" 


The * Asiatic.’ The ‘ Singapore.’ 
Хо. Х.2050. Хо. X.2060. 


Standard. Specification. 


No. X.2059. * Asiatic ' Closet in Vulcan Fireclay, white glazed inside and unglazed outside, 
45” trap vented. 


“Ко. X.2059A. Ditto, but with “Р” trap vented. 


No. X.2060. “ Singapore * Closet in Vulcan Fireclay, white glazed inside and unglazed 
рне, a * trap turned to right or left, with inspection cap. Buff glazed 
oot treads. 


Extras. 
If * Asiatic ° closets with cane glazed treads. 


For prices see appendix 
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DOULTON ORIENTAL CLOSETS 


© 


Standard. Specification. 


No. X.5136. * French 


outside, cane glazed treads and * P " trap. 


7“ 
СС-0. Bhagavad Ramanuja National arch Institute, Melukote Collection. А 2% 


Ui ly, 
mm A 


N | 4 
LS SY | 
S A UT 1 

BA Із | 
жә 
3 


ззотн 1 

% 

The * French.’ | 

No. X.5136. Ч 

Ч 

br] 

5 

» Closet in Vulcan Fireclay, white glazed inside and cane glazed 5 


For prices see appendix 
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DOULTON ORIENTAL CLOSETS 


1--------25--------- 


есес” 30 ------- M 4 4 


The ‘ Lucknow." The ' Penang." 


Хо. X.2054. No. Х.2055. 


Standard Specification. 
No. X.2054. ' Lucknow ' Squatting Plate in White Glazed Vulcan Fireclay, 30" X 24" 
(9776 x 061) overall. 


No. Х.2054А. Ditto, but buff glazed. 


No. X.2055. ' Penang’ Squatting Plate in White Glazed Vulcan Fireclay, 28" x 24" 
(0771 x 0761) overall. 


No. Х.2055А. Ditto, but buff glazed. 


Тһе“ Lucknow ° Plate is used in combination with the * Agra ' (No. X.2057) 
or ‘Baroda’ (No. X.2058), and the ‘Penang’ with the ‘ Asiatic ` 
(No. X.2059) or the * Singapore ' (No. X.2060). 


For prices see appendix 
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DOULTON 


‘PAISLEY’ & ‘SPEEDWELL’ CISTERNS 


No. X.162, ‘ Paisley.’ No. X.778, ‘ Speedwell.’ 


Note.—These Cisterns have pull at left or right hand, with supply and overflow at opposite end. АП fitted 
with high pressure ball valve unless otherwise stated, 


Standard Specificalion. 


No. X.162. Painted cast iron ‘ Paisley ' water waste preventing Cistern, with cover, 4 


1/4 


1” 


(1355) high pressure ball valve with silencing tube, 4” (19%) overflow, 14 
(33%) outlet, and No. Х.ӛз galvanized chain pull. 


. X.162Q. Ditto. Glass enamelled inside, painted out. 


. Х.162 А. 
. X.162P. 


Ditto. Galvanized inside and out. 


Ditto. White Porcelain enamelled inside and out, No. X.153 brass chain pul 
and china handle. 


. X.162U. Ditto. White Glazed Vulcan Fireclay shell and cover, No. X.153 pull. 


. X.778. 


. X.778B. 
. X.778A. 
‚ X.778P. 


Made in—2 gallons (о litres) and 3 gallons (13-5 litres). 
Painted cast iron ‘ Speedwell’ water waste preventing Cistern, with cover, 
2” (13%) high pressure ball valve, 3" (19%) overflow, 127 (38%) outlet, and 
No. X.53 galvanized chain pull. 
Ditto. Glass enamelled inside, painted out. 
Ditto. Galvanized inside and out. 
Ditto. White Porcelain enamelled inside and out, No. X.153 brass chain pull 
and china handle. 


. X.778D. Ditto. White Glazed Vulcan Fireclay shell with iron cover, No. X.153 pull. 


Made in—2 gallons (о litres) and 3 gallons (13:5 litres). 


Extras. 


If with Low pressure ball valve. , 
If with cast iron brackets, Painted, Galvanized or White Porcelain Enamelled. 


For prices see appendix 
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DOULTON 
‘RODNEY’ & ‘RENIM’ CISTERNS 


o 


No. X.1527, ' Rodney." No. X.1524, ' Renim.’ 


Note.—These Cisterns have reversible pull at left or right hand, with supply at left hand and overflow at 
right hand. АП fitted with high pressure ball valve unless otherwise stated. 


Standard. Specification. 

No. X.1527. Painted cast iron ‘ Rodney’ water waste preventing Cistern, with cover, 
3” (13%) high pressure ball valve, 2" (19%) overflow, 13” (38%) outlet, four 
fixing lugs, and galvanized chain pull. 

No. Х.1527А. Ditto. Glass enamelled inside, painted out. 


No. X.1527C. Ditto. Galvanized inside and out. 
Made in—2 gallons (о litres) and 3 gallons (13-5 litres). 


No. X.1524. Painted cast iron ' Renim ' water waste preventing Cistern, with cover, 
4” (13%) high pressure ball valve, 4” (13%) overflow, 14” (38%) outlet, four 
fixing lugs, and galvanized chain pull. 

No. X.1524A. Ditto. Glass enamelled inside, painted out. 

No. X.1524B. Ditto. Galvanized inside and out. 

No. X.1528. Painted cast iron ' County ' water waste preventing Cistern, with cover, 
4” (13%) high pressure ball valve, 3^ (13%) overflow, 13” (38%) outlet, and 
galvanized chain pull. (No fixing lugs.) 

(Note.— County ' Cistern is similar to ‘ Renim,’ but lighter pattern.) 


Made in—2 gallons (о litres) and 3 gallons (13:5 litres). 


Extras. 


If with Low pressure ball valve. 
If with cast iron brackets, Painted or Galvanized. 


ше 2 ir 22-005. Bhagavad Ramanuja National Research Institute, Melukote Collection. 
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DOULTON FLUSHING. VALVES 


i THe “ALBION. 


Note.—4 separate supply cistern is required for these valves, which should be fixed as directly overhead as 


possible. 


Approximate head of water available should be stated when ordering. 


Standard Specification. 


No. 


Х.3205. 


. Х.3295А. 
. X.3296. 
. X.3296^. 
. Х.3200- 
. Х.3209А. 


. X.3309- 


. X.3309A. 


‚ Х.3312. 


.Х.33124Ү. 


Flushing Valve in Polished Brass with press lever action, one bent and опе 
straight union for lead, 12” (38%) size. 


Ditto. 11” (32%) size. 

Ditto, but lever action, 14” (38%) size. 
Ditto ditto 13” (33%) size. 
Ditto, but push action, 11” (38%) size. 
Ditto ditto 11” (32%) size. 


* Albion ’ Flushing Valve in Polished Brass, with self-closing weighted lever 
action (patent), two straight unions for lead, 11” (38%) size. 
1^ 


Ditto, 12” (32%) size. 


* London ' Water Waste Preventing Flushing Valve in Polished Brass, with 
lever action (patent), two bent unions for lead, тї” (38%) size. 


Ditto, 11^ (3274) size. 


Nole.—These valves have been in use, and have given v-ry satisfactory results 
at Savoy Hotel, Bush House and Carmelite House, London, also in 
many Cunard and other Liners. 


For prices see appendix 
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: No. X.2035. Double thickness Seat with back rail to wall and skirting, w 
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DOULTON CLOSET SEATS 


Notc.—For the purpose of this Catalogue, the letter prefix to above articles is X and not J as shown in 
illustration. = 

Standard Specification. : 

Хо. X.2041C. Single thickness plain hardwood Seat, galvanized hinges. 

No. X.2041. Ditto, polished hardwood, or polished mahogany, brass hinges. 

No. X.2040B. Ditto, but with hinged flap brass hinges, in plain hardwood, polished 
hardwood, or polished mahogany. : 

No. X.2038. Ошо, double thickness Seat, similar to Хо. X.2041, brass hinges, in plain 
hardwood, polished hardwood, or polished mahogany. 

No. X.2035B. Ditto, but with hinged flap. ! 

No. X.2044. Single thickness Seat with back rail, brass hinges, in plain hardwood, polished 
hardwood, or polished mahogany. 

No. X.2044B. Ditto, but with hinged flap. 

Ко. X.2042. Double thickness Seat with back rail, as No. X.2044. . 

No. X.2d42B. Ditto, but with hinged flap: ; . 


Notc.—F: se i d cer TERT , Б , 
2 ног гнет purpose of this Catalogue, the letter prefix to above articles is X and not Jas shown in . 


Standard Specification. 


Mr X.2045C. Single thickness plain hardwood Seat with back rail, brassed side hinges. 
No. X.2045. Ditto, polished hardwood, or polished mahogany, brass side hinges. 


€ а 1 ith lo і 
cover, brass hinges, in plain hardwood, polished hardwood or Я 


No. Х.2035В. Ditto, but with hinged flap. 
No. X.2036. Single thickness Seat, as No. Х.2035. 
No. Х.2036В. Ditto, but with hinged flap. . 
No. X.4407. Open Front Seat. АП d ick ied i і 
4407 2 pui d E ouble thickness Seats can be supplied in this style 


For prices see appendix 
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DOULTON CLOSET FITTINGS 


4.55. 27/55. JI$39 - 
: 4 


J.528^ 


uir 


Diei l EN а, IUUD ee Adi EE ШОШО 


Note,—For the purpose of.this Catalogue, tlie letter prefix to above articles із N and not J as shown in 
illustration. 


Standard Specification. 
No. X.53. Galvanized chain Pull and handle. | 
No. X.153-. Brass chain Pull and china handle. 
No. X.153A. Brass chain Pull and ebonized wood handle. 
No. X.153C. Brass chain Pull and superior china handle. 
No. X.153D. Brass chain Pull and rubber handle. ` 
` No. Х.880А. Galvanized Pull Guide, 
No. X.889. Brass Pull Guides. 
No. X.101. Ball Valve for Cisterns, 17 
No. X.101A. Ditto but lighter pattern. 
No. X.689-° Brass Silencer (patent) for ball valve. Made in 2^, 1^, and 27 sizes. 
No. X.75. Cast iron Cistern Brackets, painted, galvanized or white porcelain enamelled. 
No. Х.1815. Cast iron Cistern Brackets, painted or galvanized. 
“АП Brackets made to suit 2 gallon or 3 gallon cisterns. 


and 2" high-or low pressure. 


‚Ко. X.893. Inlet connection for.fixing flushpipe to closet, in polished brass. 

No. X.8934. Ditto in galvanized iron. No. X.893D. Ditto, lighter pattern, in coppered iron. 
No. X.325. Brass Flushpipe Clip with buffer. Хо. X.325A. Galvanized ditto. 

Ко. X.8go. Brass Clip for pipes, 37, 17, 1", 11", and 13” sizes. | 

No. Х.з28А. Brass thimble with socket for Queensware closet outlet. 

No. X.328D. Ditto | ditto for Fireclay closet outlet, 

No. X.984. White Glazed Queensware 'Toilet Paper Holder. 

No. X.985. White Porcelain Enamelled Iron ditto with hardwood roller. 


Extra.—If brass fittings Nickel Plated. 


For prices see appendix 
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LAVATORY 
SECTION 


HIS Lavatory Section has been very con- 
siderably augmented, and now embodies all 
the most up-to-date types of Basins and Fittings. 


The three main divisions, уі2., Queensware, 
Fireclay and Marble-top Lavatories, are each well 
represented. 


In the Queensware group special attention is 
drawn to the ‘ Glenholm * Lavatory, as well as 
other * Glen ' types embodying similar features, 
1.е., Valves placed wide apart and a raised shelf 
space at back of basin with anti-splash rim to 
basin. Тһе Standard patterns are also illustrated 
with corner Valves—now so popular—whilst 
Pedestal Lavatories are well represented. 


Amongst the Fireclay Lavatories will be found 
the * Ideal’ and * New Ideal’ patterns, which 
have similar features to the ‘ Glen’ Series 
described above. 


Marble Lavatories with Queensware Basins 
range from plain serviceable types to shaped and 
special designs suitable for the best Hotels and 
Mansions. 


The Lavatory Suite suitable for fitting in the 
Bedroom, an important feature in all Modern 
Residences, is specially provided for, numerous 
designs, both in Queensware and with Marble 
Tops being illustrated. "These are supported on 
Mahogany or Nickel Plated Stands, and the 
Queensware types also on Pedestals. 


Attention is called to the numerous designs of 
Towel-rail Brackets illustrated throughout the 
Section. 


А5 j PEE SEE 
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DOULTON QUEENSWARE 
[ - WALL LAVATORIES 


Note.—For the purpose of this catalogue, the letter prefix to above articles is Х and not J as shown іп 
illustration. 


Standard Specification. 

No. X.460/1. White Queensware Oblong Lavatory, with 31” (0709) back skirting, апа 
secret overflow, 1^ (13%) Brass smooth body hot and cold No. 15601. Valves, 
11” (32%) rubber plug, with brass waste and chain, unions for lead. Size 
25" x 12” (0"63 х 0730) overall, basin 18" x 103” (0746 x o"26). 

No. X.460/2. Ditto size 2117 x 12” (o"s1 X 0730) overall, basin 14" X 9j" (0735 X 0724). 

*No. X.467/1. White Queensware Angle Lavatory, with skirting and secret overflow, 11^ 
(3275) rubber plug, with brass waste and chain, union for lead. (No valves.) 
Size 21" X 21” (0753 X 9753) overall, basin 14" X 14” (0735 x 97%). 

“Ко. X.467/2. Ditto ditto but size 163” X 153” (o"4: x 97%) overall, basin 
11" X gi" (0728 x 0724), and with 1” (25%) waste. 

*No. X.469/1. White Queensware Lavatory with shaped front, skirting and secret overflow, 
14” (32%) rubber plug, with brass waste and chain, union for lead. (Мо 
valves.) Size 253” X 12” (0765 x 9730) overall, basin 16" x91" (041 x 0724). 

No. X.469/2. Ditto ditto Ыш size 2147 X той” ("3 x 9"26) overall, basin 
12" X 817 (0730 x 0721), and with 1” (25%) waste. 

No. Х.469/3. Ditto ditto Ыш size 191" x 10” ("so x 00755) overall, basin 
1137 X 7” (o"29 x 0718), and with 1” (25%) waste. 

No. X.470. White Queensware Lavatory with shaped front, skirting and secret overflow 
i" (13%) Brass smooth body hot and cold No. 15601. Valves, 12” (зат) 


rubber plug, with brass waste and chain, unions for lead. Si 2 2 
(9766 х 0"35) overall, basin 17” X 11” (0743 X 0728), Ero. 9514 


*Note.—These types can be supplied with valve holes if desired, and fitted with 1^ 
(13Ж) smooth body hot and cold No. 15601. valves, Brass or Plated. 


Extra.—If with brass fittings Nickel Plated. 


For prices see appendix 
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DOULTON QUEENSWARE 
LAVATORIES 


Standard. Specification. 


No. X.407V. White Queensware Oblong Lavatory, with 4” (0719) skirting, open overflow, 
4” (13%) White Porcelain Enamelled Iron Хо. 4399B Valves, 14” (32%) 
rubber plug, White Porcelain Enamelled waste, with Nickel Plated chain, 
brass unions for lead, White Porcelain Enamelled Iron No. X.77 towel rail 


brackets. 
SIZE OF TOP SIZE OF BASIN 
22" X 16” (0756 х o^41) 18” x 01” (946 x 0744) 
25" X 18” (0763 х o"46) 2117 x 117 (0755 X 0728) 
220 х 10” (0"69 х 0748) 2 ” х 1 2” (058 х 0"30) 


No. Х.догУ. 

Standard. Specification. b 
No. X.4o01V. White Queensware Oblong Lavatory, with 4” (0710) skirting, open overflow, | 

3” (13%) White Porcelain Enamelled Хо. 4399B Valves, 14” (32%) rubber | 

plug, White Porcelain Enamelled waste, with Nickel Plated chain, brass 

unions for lead, White Porcelain Enamelled Iron No, X.629 “ Cunard °’ towel 2 

rail brackets, and band. 


SIZE OF TOF SIZE OF RASIN к 

” m m. ! 

25" x 18” (0763 x 9746) 19” X 114” (0748 x о"2а) ^ 
35. X 19" (979 x 9748) 20" X 124” (075! х 0732) 


For prices see appendix 
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DOULTON QUEENSWARE 
LAVATORIES 


1 
B 
ul 


COEM 
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SNP 


No. X.407. 


Standard Specification. 


Ко. X.407. White Queensware Oblong Lavatory, with 4" (0"10) skirting, open overflow, 
3” (13%) Brass smooth body hot and cold No. 15601. Valves, 117 (32%) 


rubber plug, brass waste and chain, unions for lead, painted cast iron brackets 
and band. 


| No. X.406. Ditto ditto — but with secret overflow, as No. X.400, page 71. 


SIZE OF TOP SIZE OF BASIN 

22" х 16" (0756 x 0741) 18" x gi" (046 x o"21) 

25" X 18" (0763 x 0746) 214” x 11" (0755 x o"28) 

277 X 10” (0769 x o"48) 23” X 12" (0758 x о?) 
Extras. 


If with brass fittings Nickel Plated. 
If with hinged overflow grating to No. X.407, Brass, or Nickel Plated. 


Reduction. 
If with No. 1205A ordinary Valves (as with No. X.400, page 71). 


ч For prices see appendix 
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DOULTON QUEENSWARE 
LAVATORIES 


Хо. X.400. 


LOU "TE ee TA 


Standard. Specification. 

No. Х.доо. White Queensware Oblong Lavatory, with 4” (o"ro) skirting, secret overflow, 
3” (13%) Brass hot and cold No. 1205A Valves, 117 (3274) rubber plug, brass 
waste and chain, unions for lead, painted cast iron brackets and band. 


| 
l 
| 
| 
l 


No. X.40r. Ditto ditto but with open overflow, as No. X.407, page 70. 


SIZE OF TOP SIZE OF BASIN 
22" X 107 (0556 x о"и) 16" x оу” (vu x 0724) 
25" X 18” (0"63 x 0746) 19^ X 1117 (948 х o"29) 
27" X 19” (976 x 0748) 20" X 121" (075! x o"32) 
30” х 22" (0756 x 0556) 22" X 15” (0756 x 0738) 
Extras. 


If with brass fittings Nickel Plated. 
If with hinged overflow grating to No. X.4o01, Brass, or Nickel Plated. 
If with No. 15601. smooth body Valves (as with No. X.407, page 70). 


For prices see appendix i 
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DOULTON QUEENSWARE 
LAVATORIES 


d No. X.409. 


3 | Standard Specification. 


No. Х.доо. White Queensware Round Fronted Lavatory, with 4” (01°) skirting, open 

overflow, 4” (13%) Brass smooth body hot and cold Хо. 15601. Valves, 14 

17 (32%) rubber plug, brass waste and chain, unions for lead, painted cast iron 
brackets and band. 


9 Хо. X.408. Ditto ditto but with secret overflow, as No. X.402, page 73. 


[^ SIZE OF TOP SIZE OF BASIN 
| 22" х 16” (0556 x o"41) 18” x 10j" (0746 x o"z7) 
25" X 18" (0763 x o"46) 20" X 12" (075 x o"3o) 
277 X 19" (%69 x 0748) 2117 х 13”  (e"ss х 0"33) 
Extras. 


If with brass fittings Nickel Plated. 
If with hinged overflow grating to No. X.409, Brass, or Nickel Plated. 


Reduction. 


If with No. 12c5A ordinary Valves (as with No. X.402, page 73). 


For prices see appendix 
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DOULTON QUEENSWARE 
LAVATORIES 


| 
: 


No. X.402. 


Standard Specification. 


Ко. X.402. White Queensware Round Fronted Lavatory, with 4" (0710) skirting, secret 
overflow, 1” (13%) Brass hot and cold No. 1205A Valves, 14” (32%) rubber 
plug, brass waste and chain, unions for lead, painted cast iron brackets and 
band. 


No. Х.доҙ. Ditto ditto but with open overflow, as No. X.409, page 72. 


SIZE OF TOP SIZE OF BASIN 

22" х 16" (0756 x оі) 16" x то” (оі x 0735) 

25” X 18" (0763 x o"46) 187 x 12” (0746 х 07309) 

27" X 19” (9"69 x o"48) 19k” x 13” (09 х 0"33) 

30” X 22" (96 x 9756) 2117 x 16" (0755 X 97%) 
Extras. 


If with brass fittings Nickel Plated. 
If with hinged overflow grating to No. X.403, Brass, or Nickel Plated. 


If with No. 15601. smooth body Valves (as with No. X.409, page 72). 


For prices see appendix 
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DOULTON QUEENSWARE 
LAVATORIES 


No. X.405. 


Standard Specification. 
No. X.405. 


NTC GESTOS ar 


and band. 


PIESE 


Ко. Х.дод. Ditto ditto but with secret overflow, as No. X.404À, page 75. 


-— 


ER TANT SE noz 


SIZE OF TOP LENGTII OF SIDE SIZE OF BASIN 
24" X 18” (0761 x 0746) 17” (9743) 147 X то” 
27" X 20” (0576 x 075) 191" (9"49) 1517 x 117 (0739 X 0728) 
30” X 22" (0756 x 0556) 214” (9555) 1717 x 13” (0745 X 0733) 


Extras. 


If with brass fittings Nickel Plated. 
If with hinged overflow grating to No. X.405, Brass or Nickel Plated. 


Reduction. 


If with No. 1205À ordinary Valves (as with No. Х.додА, page 75). 


For prices see appendix 
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White Queensware Angular Lavatory, with д” (010) skirting, open overflow, 
3” (13%) Brass smooth body hot and cold No. 1569L Valves, 117 (3274) 
rubber plug, brass waste and chain, unions for lead, painted cast iron brackets 


(0736 х 0"25) 
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DOULTON QUEENSWARE 
LAVATORIES 


No. Х.додА. 


Standard Specification. 


No. X.404A. White Queensware Angular Lavatory, with 4” (9710) skirting, secret overflow, 
1” (13%) Brass hot and cold No. 1205A Valves, 117 (3274) rubber plug, brass 
waste and chain, unions for lead, painted cast iron brackets and band. 


No. Х.до5А. Ditto ditto but with open overflow, as No. X.405, page 74- 


SIZE OF TOP LENGTII OF SIDE SIZE OF BASIN 
24" x 18” (0761 x 046) 177 (043) 14" X 10" (o"36 X 9725) 
27" x 20" (0769 x 0"51) 103” (0740) 1517 х 117 (0739 x 9728) 
30" x 22" (0776 х 0756) 211” (9555) a" x 13" (o"45 x 0733) 
Extras. 


If with brass fittings Nickel Plated. 
If with hinged overflow grating to No. Х.до$А, Brass, or Nickel Plated. 


If with No. 15601. smooth body valves (as with No. X.405, page 74). 


For prices see appendix 
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DOULTON ‘GLENHOLM’ LAVATORY 


No. X.1162. 


. 


This Lavatory із of Special Design, having a raised shelf. formed at back of basin, with valves 
spaced wide apart, while a shallow frieze at front and sides adds to its attractiveness. 


Standard Specification. 


No. X.1162. 


White Queensware * Glenholm " Lavatory, with 3” (75%) skirting and 21” 
(63%) frieze, open overflow, 1” (13%) Brass smooth body hot апа cold 
Хо. 15601. Valves, 11" (32%) rubber plug, brass waste and chain, unions 
for lead, painted cast iron No. 76 Towcl-rail brackets. 


No. X.1162A. Ditto | ditto but large size. 


SIZE OF TOP SIZE OF BASIN 
No. J.1162. 27" X 19" (576 х 0748) 10” X 12” (o"48 x o"30) 
No. J.1162A. 30” X 22” (07% х o"s6) 221"x 147 (0757 x o"36) 
Extras. 


И with brass fittings Nickel Plated. 

If with brackets White Porcelain Enamelled. 

If with Nickel Plated Legs and Rails as with No. X.1917, page 8o. 

If with Polished Mahogany Frieze and Legs as with No. X.1911, page 81. 


If with Opal Glass Splash Skirting, 15" (9738) high, no Shelf, as with No. 
X.1917, page бо. 


If with ditto ditto апа 5” (0713) Shelf on Brackets, 


For prices see appendix 
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DOULTON ‘GLENBURN’ LAVATORY 


This Lavatory is of Special Design, similar to the popular “ Glenholm * Lavatory. having a raised shelf 
formed at back of basin, with valves spaced wide apart. 


Standard Specification. 


No. X.r163. White Queensware ‘ Glenburn ’ Angular Lavatory, with 5" (75%) skirting, 
open slot overflow, 17 (13%) Brass smooth body hot and cold No. 15601. 
Valves, 117 (32%) rubber plug, brass waste and chain, unions for lead, 


painted cast iron No. 1818A plain brackets. 


SIZE OF TOP LENGTH OF SIDES SIZE OF BASIN 
30" x 22” (0776 х 0756) 21” (0753) 161° x 12% (042 x 0730) 
Extras. 


If with brass fittings Nickel Plated. 
If with brackets White Porcelain Enamelled. 


For prices see appendtx 
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Ч No. X.1164. 


formed at back of basin, with valves 


This Lavatory is of Special Design, having a raised shelf 
A new type ol 


spaced wide apart, while a shallow frieze at front and sides adds to its attractiveness. 
exposed standing waste is fitted, having a neat ' turn-over * trigger action. 


Standard Specification. 

No. X.1164. White Queensware ‘ Glenrosa ' Lavatory, with 3” (75%) skirting, and 23" 
3 (63%) frieze, recessed basin, 4” (1374) smooth body hot and cold No. 1569L 
Valves, 11" (38%) exposed combined standing waste and overflow, with turn- 
over action and bracket, unions for lead, painted cast iron No. 1818A plain 
brackets, and No. 78 Valve clips. Brass fittings Nickel Plated. 


SIZE OF TOP Y SIZE OF BASIN 


зо” X 23” (076 x 0758) 22" х 14” (0736 х 0736) 
Extras. 
If with brackets White Porcelain Enamelied. 
If with Nickel Plated Legs and Rails, as with No. X.1917, page 80. 
If with Polished Mahogany Frieze and Legs, as with No. Х.топт, page 81. 


If with Opal Glass Splash Skirting, 15" (o"38) high, no Shelf, as with No. 
X.1917, page 8o. ы 


If with ditto ditto and 5” (0713) Shelf on Brackets. 


Kor prices see appendix 
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DOULTON ‘GLENAVON’ LAVATORY 


| 


ne a 1 


No. X.1165. 


This Lavatory is of Special Design, having a raised shelf formed at back of basin, with valves spaced 
wide apart, while a shallow frieze adds to its attractiveness. 


A new type o[ exposed standing waste is 
fitted, having a neat * turn-over " trigger action. 


Standqrd Specification. 


No. X.1165. White Queensware ‘Glenavon ' Lavatory, round fronted, with 3” (7574) 
skirting and 21" (63%) frieze, recessed basin, 17 (1375) smooth body hot and 
cold No. 15001. Valves, 13” (38%) exposed combined standing waste and 
overflow, with turn-over action and bracket, unions for lead, painted cast iron 


No. 18184 plain brackets, and No. 78 Valve clips. Brass fittings Nickel 


Plated. 5 
SIZE OF TOP SIZE OF BASIN 
30" x 23” (97% х 9758) 21" X 14” (0753 x 0736) 
Extras. 


If with brackets White Porcelain Enamelled. 
If with Nickel Plated Legs and Rails, similar to No. X.1917, page 80. 
If with Polished Mahogany Frieze and Legs, similar to Хо. X.1911, page 81. 


If with Opal Glass Splash Skirting, 15" (0755) high, no Shelf, as with No. 
X.1917, page бо. 


If with ditto ditto апа 5” (913) Shelf on Brackets. 


For prices see appendix 
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DOULTON QUEENSWARE 
LAVATORIES 


No. X.1917. 


Note.—These Lavatories can be supplied with corner taps as No. X.407, page 70, without 
extra. 


Standard Specification. 

No. X.1917. White Queensware Lavatory, with 4” (о710) skirting, secret overflow, 2” 
(33%) smooth body hot and cold No. 15601. Valves, 13” (3:74) rubber plug, 
brass waste and chain, unions for lead; fittings Nickel Plated. Ко. 1930 
Nickel Plated Legs with front and side towel rails. (Splash Skirting and 
shelf not included.) 


No. X.1918. White Queensware Lavatory, all as above, but Round Fronted as on page 73. 


SIZE OF TOP SIZE OF BASIN SIZE OF BASIN 
Nos. Х.1017-9 No. X.1917. Хо. Х.1018. 
22" X 16” (9756 x 0741) 16” х oi" (074! x 0724) 16" х 10” (о"н x 0725) 
25" X 18" (0763 x 9746) 10” X 114” (0748 x 0720) IS" x 12” (59746 x 073) 
277 X 10” (9769 x 0748) 20" X 124” (0751 х o"32) 191" X 13” ("m x 0733) 
so" X 22” (9776 x 0556) 22” х 15" (0756 x 038) 213^ x 16” (0755 х о"ч)) 


Extras. 


If with open overflow as No. X.1911 on opposite page. 

If with ditto | ditto апа plated hinged grating. 

lf with Polished Aluminium Legs and Rails instead of Nickel Plated. 
If with Opal Glass Splash Skirting, 15” (9738) high. Мо shelf. 

If with ditto ditto апа 5” (o"i3) Shelf on Brackets. 

If with Clear Plate Glass Splash Skirting, 15” (0738) high. No Shelf. 
If with | ditto ditto апа 5” (о713) Shelf on Brackets. 


For prices see appendix 
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DOULTON QUEENSWARE 
LAVATORIES : 


No. Х.1011. 


Note.—These Lavatories can be supplied with corner taps as No. X.407, page 70, without 
extra. 


Standard Specification. 


No. X.1911. White Queensware Lavatory, with 4” (o^) skirting, open overflow, 4” 
(1375) smooth body hot and cold No. 1569L Valves, 14” (3:74) rubber plug, 
brass waste and chain, unions for lead; fittings Nickel Plated. Polished 
Mahogany frieze and shaped Legs. 


No. X.1913. White Queensware Lavatory, all as above, but Round Fronted as on page 73. 


SIZE OF TOP SIZE OF BASIN SIZE OF BASIN 

Nos. X.1911-3 No. Хлоі No. X.1915 
22" X 16” (0756 x o"41) 16" x оу” (04 x 0724) 16" х то” (9! х 0725) 
25" X 18” (0"63 x 9746) 19^ X 1117 (0748 X 0720) 18" X 12” (0746 X 9730) 
27" X 19” (9"б x 9748) 20" X 121" (075! х 0732) 103” X 13” (o"49 х o"33) 
30" X 22” (о776 x o"s6) 22" x 157 (e"56 x 0738) 2117 X 16” (0755 x o"41) 


Reduction, if with Secret Overflow as opposite page. 


Extras. 


If with Nickel Plated hinged Overflow Grating. і | 
If with Opal Glass Splash Skirting, 15” (9735) high, as Хо. Х.1017. No 


Shelf. | 

ЇГ with ditto ditto and 5" (о713) Shelf on Brackets. || 

d If with Clear Plate Glass Splash Skirting, 15” (0738) high, as No. X.1917. | 

ia No Shelf. t 
Ü If with ditto ditto and 5” (о713) Shelf оп Brackets. 


For prices see appendix 
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DOULTON PEDESTAL LAVATORIES 


No. X.1425, ‘ Warwick.’ No. X.1428, ‘ Langham.’ 


Note.—All Pedestals shown on pages 82-85 are interchangeable, except Ко. Х.1420. 


Standard Specification. 

. No. X.1425. White Queensware ' Warwick ' Pedestal Lavatory, 27" X 10” (969 X 0748) 

overall, 4” (0710) skirting, oblong basin 20" x 123” (0751 x 0732) with 

open overflow, 4” (13%) smooth body hot and cold No. 1569L Valves, 1} 

(32%) rubber plug, brass waste and chain, unions for lead, fittings Nickel 

Plated; White Oueensware Pedestal. 

No. X.1425A. Ditto | ditto, but 25” X 18” (963 x 9746) overall, basin 19" X тїй” 
(0748 x 0729).: 
No. X.1426. Ditto | ditto, 277 X 19" (Уб x 0748) overall, basin 20" X 12% 

| (0751 х 0732), having secret overflow as illustrated with No. X.1428. 

2 Мо. X.1426A. Ditto | ditto _ ав last, but 25" x 18” (0763 х 0746) overall, basin 

107 X 111” (0748 x 0729). 

White Queensware ‘ Langham’ Pedestal Lavatory, Round Fronted, 

27" X 19” (0769 x 9748) overall, 4” (o"10) skirting, oval basin 193^ X 13” 

(0749 x 9732), with open overflow as illustrated with No. X.1425, à" (1374) 

smooth body hot and cold No. 15601. Valves, 13” (32%) rubber plug, brass 

waste and chain, unions for lead, fittings Nickel Plated ; White Queensware 

m Pedestal. 

мо. Х.1427А. Ditto ditto, but 25" х 18” (03 x 0746) overall, basin 18” x 12” 
(046 х 9730). 

Ко. X.1428. Ошо ditto, 277 X 19” (o"69 x 9%6) overall, basin 1017 X 13 
(9749 X 0733), having secret overflow as illustrated. 

No. X.1428A. Ditto | ditto аз last, but 25" X 18” (0763 x 9746) overall, basin 
18” x 12” (0746 х 9730). 


4” 


No. X.1427- 


" 


Extras. 


If with Plated hinged open overfiow grating as with No. X.1430 ' Welbeck,’ 
page 85. 
If with No. 1570 Plated lever handle Valves as with ditto ditto. 


For prices see appendix 
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DOULTON PEDESTAL LAVATORIES 


| 


| 2 22 | 
Eo 


No. X.1421, * Radnor.’ No. X.1424, * Chatsworth.’ 


Note.—All Pedestals shown оп pages 82-85 are interchangeable, except No. X.1420. 


Standard Specification. я 

No. X.1421. White Queensware * Radnor’ Pedestal Lavatory, 27" x 19” (0769 x 0748) 
overall, 4" (010) skirting, oblong basin 23" X 12” (9758 x 030) with open 
overflow, 4” (13%) smooth body hot and cold No. 15601. Valves, 14” (32%) 
rubber plug, brass waste and chain, unions for lead, fittings Nickel Plated; 
White Queensware Pedestai. 

No. Х.1421А. Ditto ditto, but 25" x 18” (0"63 x 0746) overall, basin 213” X 11” 
(0555 X 0728), 

No. X.1422. Ditto ditto, 277 X 19” (%69 x 0748) overall, basin 23" X 12" 
(0758 x 97), having secret overflow as illustrated with No. X.1424. 

No. X.1422A. Ditto ditto as last, but 25" x 18” (063 х 9746) overall, basin 
2117 x 11^" (0555 X 0728). 

No. X.1423. White Queensware ‘Chatsworth’ Pedestal Lavatory, Round Fronted, 
27" X 19” (o"69 x 978) overall, 4" (01e) skirting, basin 2117 X 13^ 
(9555 х 9733), with open overflow as illustrated with No. X.1421, 4” (1374) 
smooth body hot and cold No. 15601. Valves, 13” (32%) rubber plug, brass 
waste and chain, unions for lead, fittings Nickel Plated; White Queensware Ї 
Pedestal. 

No. Х.1423А. Ditto ditto, but 25” x 18” (073 х 0746) overall, basin 20" X 12" 
(о"51 х 97%). 


Мо. X.1424. Ditto | ditto, but 27” X 19” (969 x o"48) overall, basin 213" X 13" " 
(9"55 x 9732), having secret overflow as illustrated. s 

. iM 

Мо, X.1424A. Ditto ditto ав last, but 25" x 18” (963 x 06) overall, basin hi 
20" X 12” (075! X 0730). t е (2 

Extras. ii 

If with Plated hinged open overflow grating as with No. X.1430, * Welbeck,” 17 

авс 8 д . H 1 

If with No. 1570 Plated lever handle Valves as with ditto | ditto. | 

" 


For prices see appendix 
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DOULTON PEDESTAL LAVATORIES 


——71 


No. X.1420, ' Blenheim.’ 


' No. X.1419, * Windsor.’ 


Note.—No. Х.1419 Pedestal is interchangeable with all pedestals on pages 82, 83 and 85. 
. 


Standard Specification. 

No. X.1419. White Queensware “ Windsor ' Pedestal Lavatory, 27" X 19” (o"69 x 9746) 
overall, basin 2017 X 121” (0"52 x 97%) with open overflow, 3” (13%) 
smooth body hot and cold No. 1 5601, Valves, 11” (32%) rubber plug, brass 
waste and chain, unions for lead, fittings Nickel Plated ; White Queensware 
Pedestal. 

No. X.1419A. Ditto, but with Pop-up Waste 
brass waste and chain. 

i) No. X.1420. White Queensware * Blenheim ' Pedestal Lavatory, 30" X 22” (0756 X o" 56) 
| overall, 5” (0713) frieze, oblong basin 19” X 1317 (098 х 0"34) with anti- 
{ splash rim at front and sides, open overflow, 3” (13%) smooth body hot and 

cold No. 1569L Valves, 11^ (32%) rubber plug, brass waste and chain, unions 
for lead, fittings nickel plated ; White Queensware Pedestal. 


Fitting as inset below, instead of rubber plug, 


Extras. 
If with Plated hinged open overflow grating as with No. X.1430, * Welbeck,’ 


f page 85. 
КЕ If with No. 1570 Plated lever handle Valves as with ditto ditto. 


For prices see appendix 
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DOULTON PEDESTAL LAVATORIES 


No. X.1430, * Welbeck.’ No. Х.1418, ‘ Arundel.’ 
Nole.—All Pedestals shown оп pages 82-85 are interchangeable, except No. X.1420. 


Standard Specification. 


No. Х.1430. White Qucensware ' Welbeck ' Oval Pedestal Lavatory, 30" x 22" 
(9776 x 9756) overall, basin 21" X 13” (o"53 X 9733) with open overflow, and 
hinged overflow grating, 4” (13%) lever handle smooth body hot and cold 
No. 1570 Valves, 117 (32%) rubber plug, brass waste and chain, unions for 
lead, fittings Nickel Plated; White Queensware Pedestal. 


No. X.1429. White Queensware * Lansdowne ' Oval Pedestal Lavatory, 27" X 19" 
(о"69 x 9748) overall, basin 20" X 13” (975! X 9733) with open overflow, and 
all fittings as above described ; White Queensware Pedestal as with No. X.1430 
* Welbeck.’ 


No. X.1417. White Queensware ' Arundel’ Angular Pedestal Lavatory, 30” X 22” 
(0"76 x 0556) overall, д” (010) skirting, basin 172” X r3" (0745 X 0733) with 
open overflow, i^ (13%) smooth body hot and cold No. 1569L Valves, 117 
(32%) rubber plug, brass waste and chain, unions for lead, fittings Nickel 
Plated; White Queensware Pedestal. 


No. X.1418. Ріо ditto, but with secret overflow as illustrated. 


Reductions. 


If Nos. X.1429/30 without Plated hinged overflow grating. | 
If Nos. Х.1420/30 with No. 15601. Plated Valves as Мо. Х.1418. t 


Extras. 


If No. X.1417 with Plated hinged open overflow grating as No. X.1450. ү 
If Nos. X.1417/18 with No. 1570 Plated lever handle Valves as No. Х.1430- Ін 


For prices see appendix 
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| DOULTON FIRECLAY LAVATORIES 


No. X.2241. 


T 2 
| Standard. Specification. 

um No. X.2241. White Glazed Vulcan Fireclay Double Lavatory, with * D °’ shaped basins 
E having anti-splash rim and open overflow, white glazed Vulcan fireclay legs 
4 and painted iron wall supports, 1” (13%) smooth body hot and cold No. 15601. 
| valves, Pop-up waste fitting working through the overflow. Fittings nickel 
Б plated. 

SIZE OF TOP SIZE OF BASIN 
Extras. 


If with nickel plated traps with waste pipes to floor as illustrated. 
If with nickel plated supply pipes to floor with flanges as illustrated. 


If with ditto ditto and having stop cocks as illustrated with 
No. X.1772. 


For prices see appendix 
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DOULTON FIRECLAY LAVATORIES 
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o. X.2242. 


Standard Specification. 


No. X.2242. White Glazed Vulcan Fireclay Double Lavatory, with oblong basins, having 
anti-splash rim and open overflow, white glazed Vulcan fireclay legs and 
painted iron wall supports, 4” (1374) smooth body hot and cold No. 15601. 
valves, Pop-up waste fitting working through the overflow. Fittings nickel 
plated. 


SIZE OF TOP SIZE OF BASIN 
48" x 24" (1722 x 061) 171" х 13" (0745 х 0"33) 


Extras. 
If with nickel plated traps with waste pipes to floor as illustrated. 


If with nickel plated supply pipes to floor with flanges as illustrated. 


If with ditto ditto and having stop cocks as illustrated with 
No. X.1772. 


For prices see appendix 
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DOULTON FIRECLAY LAVATORIES 


No. X.2246. 


Standard Specification. 


_No. X.2246. White Glazed Vulcan Fireclay Lavatory, with oblong basin having anti-splash 
rim and open overflow, Pop-up waste fitting working through overflow, dental 
bowl with anti-splash rim, brass grated washer in outlet, 2” (13%) 'smooth 
body No. 15601. valves (2 cold and г hot), white glazed Vulcan fireclay legs 
and painted iron wall supports. Fittings nickel plated. 


SIZE OF TOP SIZE OF BASIN SIZE OF DENTAL BOWL 
40" X 22" (170: x 0756) 18" х 13” (046 x o"33) 9" (0723) diameter 
Extras. 
If with nickel plated traps with waste pipes to floor, with flange as 
illustrated. 
If with nickel plated supply pipes to floor with flanges (no stop cocks). 
If with ditto > ditto and having stop cocks as illustrated with 


No. X.1772. 


ыр а OE DO Qn emma 


Fer prices see appendix 
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DOULTON FIRECLAY LAVATORIES 
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Хо. X.224 


Standard Specification. 


No. X.2243. White Glazed Vulcan Fireclay Lavatory, with oblong basin having anti-splash 
rim and open overflow, white glazed Vulcan fireclay legs and painted iron wall 
supports, 1^ (13%) smooth body hot and cold Хо. 15601. valves, Pop-up waste 
fitting working through the overflow. Fittings nickel plated. 


SIZE OF TOP SIZE OF BASIN 
31" X 254” (0778 x 976) 20" x 15” (075! х 9738) 


Extras. 


If with nickel plated trap with waste pipe to floor as illustrated. 

If with nickel plated supply pipes to floor with flanges as illustrated. 

If with ditto ditto and having stop cocks as illustrated with 
No. X.1772. 


For prices see appendix 
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DOULTON FIRECLAY LAVATORIES 
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No. X.2245. 


Standard Specification. 


No. X.2245. White Glazed Vulcan Fireclay Lavatory, with oval basin having anti-splash 
rim and open overflow, white glazed Vulcan fireclay leg and painted iron 
wall supports, 2” (13%) smooth body hot and cold No. 15601. valves, 12” (32%) 
rubber plug, brass washer and chain with union for lead. Fittings nickel 


plated. 
No. Х.2245А. Ditto ditto ditto 
SIZE OF TOP SIZE OF BASIN 
No. X.2245. 27" X 24” (068 x o"61:) 183" X 133” (07 X 034) 
No. X.2245A. 24" x 22” (0761 х 0556) 177 X 12” (03 x 0730) 
Extras. 


If with external Pop-up waste, as inset. 


(4 
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DOULTON FIRECLAY LAVATORIES 
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No. X.2244. 


Standard. Specificalion. 


No. X.2244. White Glazed Vulcan Fireclay Lavatory, with oblong basin having anti-splash 
rim and open overflow, 1^ (13%) smooth body hot and cold No. 1569L valves, 
Pop-up waste fitting working through the overflow, painted cast iron No. 
1818A plain brackets to screw to wall, fittings nickel plated. 


SIZE OF TOP SIZE OF BASIN 


24" X 22” (061 х o"s6) 18” x 1317 (0746 x 0734) 


If with 13^ (32%) rubber plug, nickel plated washer and chain, deduct. 


For prices see appendix 
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DOULTON FIRECLAY LAVATORIES 


No. X.18994. 


signed tu тесі the requirements of the Director of Building Materials 


is Lavatory was originally de: | 
Tad s. 3 ; The skirtings аге partialy returned at sides, and 


Supply (D.B.M.S.) for Government Housing Schemes. 
basin has anti-splash rim. 


Standard. Specification. 
No. Х.1800А. White Glazed Vulcan Fireclay Oblong Lavatory, with 3” (7574) skirting, 
plain frieze, basin having anti-splash rim and open overflow, 4” (15%) 
Brass hot and cold No. 1205A Valves, 117 (32%) rubber plug, brass waste 
; and chain, unions for lead, painted cast iron No. 1818А plain brackets to 
1 screw to wall. б 


512Е ОЕ ТОР SIZE ОЕ BASIN 


21" X 177 (o"53 X o"43) 18” X 11” (0746 x 0728) 


| Extras. 

П with brass fittings Nickel Plated. 

lf with No. 15601. smooth body Valves. 

If with No. X.78 Valve Clips as page 114. 


Cantilevers No. 1818 to build into wall, if desired, can be supplied at same 
price, but this must be mentioned when ordering, or brackets to screw to 
wall will be supplied. 


For prices see appen lix 
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DOULTON FIRECLAY LAVATORIES 
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Хо. Х.1893А. 


Standard. Specification. 

No. Х.18о3 А. White Glazed Vulcan Fireclay Oblong Lavatory with 3" (7574) skirting, 
plain frieze, recessed basin with open overflow and brass hinged grating, 37 
(33%) Brass hot and cold No. 1203A Valves, 117 (3274) rubber plug, brass 
waste and chain, unions for lead, painted cast iron No. 18184 plain brackets 
to screw 10 wall. 


SIZE OF,TOP SIZE OF BASIN 
247 X 18" (о76і x 9746) 18” x 12” (06 х 9730) 
27" X 1g" (9769 x 9745) 20" x 13” (075! х 9733) 
Extras. 


If with brass fittings Nickel Plated. 
If with No. 15601. smooth body Valves. 
If with No. Х.78 Valve Clips as page 114. 


Reduction if without overflow grating. 
Cantilevers No. 1818 to build into wall, if desired, can be supplied at same 


price, but this must be mentioned when ordering, or brackets to screw to 
wall will be supplied. 


For prices see uppendix 
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DOULTON FIRECLAY LAVATORIES 


No. X.18944. 


уч Standard Specification. 

| No. X.1894A. White Glazed Vulcan Fireclay Round Fronted Lavatory, with 3” (75%) skirt- 

! ing, plain frieze, recessed basin with open overflow and brass hinged grating, 
37 (13%) Brass hot and cold No. 1205A Valves, 11” (32%) rubber plug, 

ii brass waste and chain, unions for lead, painted cast iron No. 1818A plain 

brackets to screw to wall. 


2i SIZE OF TOP | SIZE ОҒ BASIN 

E > 247 х 18” (061 x 0746) 17" x 12^ (9"43 х о"з0) 
E 27" x 19" (0769 x 0748) 19” х 13" (0748 x 033) 
Ё 

Ё Extras. 

Б If with brass fittings Nickel Plated. 

Ё If with No. 15601. smooth body Valves. 

Ё If with No. X.78 Valve Clips as page 114. 

М 

E) 

2 Reduction if without overflow grating. 

5) 


Cantilevers No. 1818 to build into wall, if desired, can be supplied at same 
price, but this must be mentioned when ordering, or brackets to screw to 
wall will be supplied. 


For prices see appendix 
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DOULTON FIRECLAY LAVATORIES 


This improved type of Angular Fireclay Lavatory has anti-splash rim to basin. 


Standard Specification. 


No. X.4375. 


——Á Qd: guit on! 


White Glazed Vulcan Fireclay Angular Lavatory, with 2” (5!) skirting, 
plain frieze, basin having anti-splash rim and open overflow, 4” (13%) Brass 
hot and cold Мо. 1205A Valves, 117 (32%) rubber plug, brass waste and 
chain, unions for lead, painted cast iron No. 1818A plain brackets to screw 
to wall. 


SIZE OF TOP LENGTH OF SIDES SIZE OF BASIN 
27" X ao" (0"69 х 97%) 10” (0748) 15" X тї” (o"38 X 0728) 
Extras. 


If with brass fittings Nickel Plated. 

If with No. 1569L smooth body Valves. 

If with hinged overflow grating, Brass or Nickel Plated. 
Cantilevers No. 1818 to build into wall, if desired, can be supplied at same 


price, but this must be mentioned when ordering, or brackets to screw to 
wall will be supplied. 


For prices see appendix 
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DOULTON ‘IDEAL’ LAVATORY 


No. X.626. 


This ‘ Ideal‘ lavatory has special anti-splash rim to hasin, and a raised shelf space at back, valves 


being set well apart. Special * Ideal * Towel-rail Brackets are included. 


Standard Specification. 


Ко. X.626. White Glazed Vulcan Fireclay ' Ideal’ Lavatory, 27" X 20” (9"бо x 075) 
overall, with 6” (о715) skirting at back and sides, moulded frieze, oval basin 
with anti-splash rim, 194” x 12" (0749 x 9730) with open slot overflow, 3^ (13%) 
smooth body hot and cold No. 1569L Valves, 13" (3274) rubber plug, brass 
waste and chain, unions for lend, fittings Nickel Plated; painted cast iron 
plain brackets No. X.628 to screw to wall, with White Porcelain Enamelled 
projecting arms at sides fitted with crystal glass rails. 


No. X.627. Ditto | ditto, but with 3” (75%) skirting. 


Extras. 


If with White Porcelain Enamelled Brackets. 


If with White Porcelain Enamelled Steel Towel Rails fitted in Porcelain 
Enamelled Arms, in lieu of Glass Rails. 


If with No. X.78 Valve Clips as page 114. 


For prices see appendix 
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DOULTON ‘NEW IDEAL’ LAVATORY 


| 


Хо. X.625. 


This ‘New Ideal" Lavatory has similar special features to the * Ideal’ Lavatory, but is made іп a 


smailer size, and is fitted with Standard type of bracket. 


Standard Specification. 


No. X.625. White Glazed Vulcan Fireclay * New Ideal’ Lavatory, 24" X 18” (0701 x 0"46) 
overall, with 3” (75%) skirting at back and sides, moulded frieze, oblong basin 


1” 


with anti-splash rim 17" ж 117 (0743 х 0728) with open slot overflow, 27 (1375) 
Brass smooth body hot and cold No. 15601. Valves, 11” (3274) rubber plug, 
brass waste and chain, unions for lead, painted cast iron No. Х.1818А plain 
brackets to screw to wall. 


Extras. 


If with brass fittings Nickel Plated. 
If with White Porcelain Enamelled Brackets. 


If with No. X.78 Valve Clips as page 114. 


Cantilevers No. 1818 to build into wall, if desired, can be supplied at same 
price, but this must be mentioned when ordering, or brackets to screw to 


wall will be supplied. 


For prices see appendix 


СС-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Digitization: Sarayu Trust/eGangotri 


DOULTON RANGE LAVATORIES 


4 


| 


Standard Specification 
No. X.1503. White Glazed Vulcan Fireclay Range Lavatories, with 3” (7574) skirting, 
plain frieze, overlap joints between basins, recessed basins with open overflows, 


3” (13%) Brass hot and cold No. 1205A Valves, 13" (32%) rubber plugs, brass 
wastes and chains, unions for lead, painted cast iron plain brackets to screw to 


wall. 


No. X.1502. Ditto ditto, but with painted cast iron standards to floor, instead of 


brackets. 

SIZE OF TOPS SIZE OF BASINS 
No. X.1502-3B 21" X 17” (0553 X 0743) 16" x 11” (0741 x 0728) 
No. Х.1502-3А 24" X 18" (0761 x 9746) 18" x 12” (o"46 x o"3o) 
No. X.1502-3 27" x 10” (5769 х o™48) 20” x 13” (9751 х 0733) 


Extras. 


If with brass fittings Nickel Plated. 
If with No. 1569L smooth body Valves. 


If with hinged overflow gratings. 

If with painted cast iron vertical waste pipes, with shoe to discharge into floor 
channel. 

If with 4” (0"10) inside width half-round White Glazed Floor Channel, with 
stopped ends, and end outlet, having galvanized iron hinged grating. 

If with painted cast iron horizontal waste pipe, with connecting pipes to basins 
and trap at end. 


If with ditto ditto, but with trap to each basin, and bend to floor at end. 


Cantilevers No. 1818 to build into wall, if desired, can be supplied at same 
price, to No. X. 1505, but this must be mentioned when ordering, or brackets 


to screw to wall will be supplied. 


Ч. 


ЖтЭвВЕТҮТ: 
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For prices see appendix 
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DOULTON RANGE LAVATORIES 


No. X.1902. 


These Lavatories are suitable for fitting together (butt joints) in a range, or for spacing apart аз 
illustrated. An alternative pattern is made with secret overilow at front, and is specially suitable for Schools. 


Standard Specification. 


No. X.1902. White Glazed Vulcan Fireclay Range (or Single) Round Fronted Lavatories, 
with 2” (55%) skirting, plain frieze, with corbels for building into wall, oval 


basins with anti-splash rim and open overflow, 2” (13%) Brass hot and cold 
No. 1205A Valves, 117 (32%) rubber plugs, brass wastes and chains, unions 


for lead. 


No. X.1gor. Ditto ditto, but basins having secret overflow at front. 


SIZE OF TOPS SIZE OF BASINS 
No. X.19g01 & X.1902B 18" x 13” (0746 x 0733) 14" X 81” (0736 x om: 
No. Х.1дотА & X.1902. 21" x 16” (0753 x 9741) 16" х 117 (9%: х 0738) 
No. X.1902A 24" X 19" (0761 x o"48) 19" X 14” (9"48 х 9736) 


Extras. 


If with brass fittings Nickel Plated. 
If with No. 15601. smooth body Valves. 
If with hinged overflow gratings (except to Хо. X.1901-A). 


If with painted cast iron vertical waste pipes, with shoe to discharge into floor 
channel. 


If with 4” (0"10) inside width half-round White Flazed Floor Channel, with 
stopped ends, and end outlet, having galvanized iron hinged grating. 


If with painted cast iron horizontal waste pipe, with connecting pipes to basius 
and trap at end. 


If with ditto ditto, but with trap to each basin, and bend to floor at end. 
Nolte.—Horizontal waste pipes can be supplied at the following measurements, 


from centre to centre of basins:—18” (0746), 21” (0753), 24" (9701) or 
27" (069). 


For prices see appendix 
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DOULTON FIRECLAY LAVATORIES 


== 


No. X.4271. 


These Double Lavatories are particularly suitable for large office buildings, factories, schools and sports” 
pavilions, 


Standard Specification. 


No. X.4271. White Glazed Vulcan Fireclay Double Lavatories, in ranges, with rounded 
fronts, recessed basins with combined central overflow, 1^ (13%) Brass hot 
and cold Хо. 1205A Valves, unions for lead, 12” (32%) rubber plugs, brass 
wastes and chains, 13” (38%) grated outlet to each pair of basins, with painted 
cast iron vertical waste pipes, standards and tie-rods, complete, but not includ- 
ing floor channel. 


SIZE OF DOUBLE TOP SIZE OF EACII BASIN 


32” X 21” (0781 x 0753) 16" x 11” (от x 0728) 
Extras. 


If with 6” (о715) inside width half-round White Glazed Floor Channel, with 
stopped ends and end outlet, having galvanized iron hinged grating. 


If with brass fittings Nickel Plated. 
If with No. 1569L smooth body Valves. 


For prices see appendix 
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DOULTON FIRECLAY LAVATORIES 


Хо. X.4272A. 


These Double Lavatories are particularly suitable for large office buildings, factories, schools, and sports 


pavilions. 


Standard Specification, 
Ко. Х.4272А. White Glazed Vulcan Fireclay Double Lavatories, in ranges, with overlap 


No. X.4272. 


joints, recessed basins with combined central overflow, 4” (13%) Brass hot 
and cold Хо. і205А Valves, unions for lead, 11" (3274) rubber plugs, brass 
wastes and chains, 14” (38%) grated outlet to each pair of basins, with 
painted cast iron vertical waste pipes, standards and tie-rods, complete, but 
not including floor channel. 


Ditto ditto, but with horizontal waste pipes, with connecting pipes to 
basins, and trap at end of range. 


SIZE OF DOUBLE TOP SIZE OF EACH BASIN 
36" x 24” (07% х 0761) 18" x 12” (0746 х 9730) 


Extras. 


If with 6” (0755) inside width half-round White Glazed Floor Channel, with 
stopped ends and end outlet, having galvanized iron hinged grating. 

Ii with brass fittings Nickel Plated. 

If with No. 15601. smooth body Valves. 

If with trap to each outlet (No. X.4272) and bend to floor at end. 


For prices see appendix 
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DOULTON TROUGH LAVATORIES 


Хо. Х.4295А. 


Хо. X.4295- 
For Schools and Factories, Trough Lavatories present many advantages; they eliminate risk о! contagion 


as the users wash in running water, none of which is retained in the trough. 


The hot and cold services are connected to Patent Mixing Valve with lever handle control, at end 
of range, and one main supply pipe is carried along wall, supplying water of desired temperature. 


The swing spray valves open when swung out over trough, and are closed when pushed back to wall. 


*It is desirable that a fixed spray be placed at one end of supply pipe, which, being always open, ensures 
that the Controlling Mixing Valve will not be unconsciously left open when range is not in use. 


| | Standard Specification. 


| No. X.4295- 4” (13%) brass swing spray 


White Glazed Vulcan Fireclay Trough Lavatory, % 
valves, at 1’ 6” (0746) centres, galvanized supply pipe to end of range, 13” 
(38%) brass grated waste with union for lead, painted cast iron No. 1818A 


D. 
B > brackeis to screw to wall. Mixing Valve at end, also soap dishes, not included. 
No. X.1114. Ditto ditto а as above, but narrower trough. 


No. X.4295:\. Ditto | ditto | all as No. X.4295, but with brass screw down valves with 
spray roses, instead of swing spray valves. 


No. X.1114A. Ditto ditto | all as above, but narrower trough. 


! ! OVERALL MEASUREMENTS = INSIDE INSIDE 
STANDARD LENGTHS WIDTH DEPTH  WIDTII DEPTH 

No. X.4295 зо 467 бо” arid 0” ' o" 17 

(059) Gas) (1583) отр) (о7243) (7%) (о719) 


” ,.,” ” 


| No. Х.1114 30 4 6" о I I 8" 9i" a” 
(222) (1537), (1583) 77 (8135) (9520) (влад) (отиу) 
| Note.—Ranges of longer length than 6' o" (1"83) can be made up in any multiples of the above Lengths. 
Ї Illustration shows range 9° о” (2774) long in two 4^ 6" (1737) lengths. Each Length is self contained 
1 and has separate outlet. 
*Reduction if with one fixed spray, as recommended, without valve. 


Extras. 


I 

і 

| If with painted cast iron downpipe with shoe, to each outlet. 

x If with Length of 4” (0"10) inside half-round White Glazed Floor Channel, 

b stopped ends and end outlet, having galvanized iron hinged grating. 

Е If with White Queensware Soap Dishes to screw to wall as illustrated. 

2 If with Brass Mixing Valve with lever handle for supply pipe control:— 

E! If with Brass Н & C Stop Cocks with breeches piece, for supply pipe control:— 
For ranges of six sprays; 3" (19%). 

» ten ” D І“ (25%). 


3 * ” sixteen ,, ; 11(32%). 


For prices see appendix 
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DOULTON TROUGH LAVATORIES 


No. X.4204- No. X.4294A. 


For Schools and Factories, Trough Lavatories present many advantages; they eliminate risk of contagion, 
as the users wash in running water, nonc of which is retained in the trough. 


The hot and cold services are shown connected at end of range, and one main supply pipe is carried 
between troughs, supplying water of desired temperature, as controlled by the stopcocks at end. 


The swing spray valves open when swung out over {һе trough, and are closed when pushed back. 
*It is desirable that:a fixed spray be placed at ono end of supply pipe, which, being always open, ensures 
that the Controlling Valves will not be unconsciously left open when range is not in usc. 


Standard Specification. 


Хо. X.4294. White Glazed Vulcan Fireclay Double Trough Lavatory Range, with over- 
lap piece between troughs having soap dishes, 1” (13%) brass swing spray 
valves mounted in pairs on Galvanized Standards at 1' 6" (9746) centres, 
galvanized supply pipe to end of range, 14” (38%) brass grated wastes, 
painted cast iron ' Y ' waste pipe to floor, painted cast iron standards. 
(Stopcocks and breeches piece at end of range, also floor channel, not 
included.) 


No. X.4294A. Ditto ditto all as above, but with No. 851. brass bib valves and 
double mounts, instead of swing spray valves and galvanized standards. 


OVERALL MEASUREMENTS INSIDE INSIDE 

STANDARD LENGTIIS WIDTH DEPTIL WIDTH DEPTII 

Ж о” 1 4” o” 1’ о” 7 

(оу (9) (595) (оі) ёо (юу (о) 
Note.—Ranges of longer length than 6” o" (1783) сап be made up in any multiples of the above Lengths. 


Illustration shows range о” o^ (2774) long in two 47 6” (1737) lengths. Each Length is self contained 
and has separate outlet. 


*Reduction if with one fixed spray, without valve, as recommended, 


бал 6 ” 


Extras. 


If with length of 6” (0715) inside width half-round White’ Glazed Floor 
Channel, with stopped ends and end outlet, having galvanized iron hinged 
trating. 

If with Brass Н & С Stop Cocks with breeches piece, for supply pipe control:— 

If with Brass Mixing Valve, No. 14858, as with Хо. X.4295, page 102:-- 

a” (19%), For ranges of 4 bib valves; М (19%). 

agua Ur ая TU He om ш eomm 3 1”, (25%). 

n ” " 16 ” ; 117 (32%). ” ” ” 8 n » 5^ "u (32% , 

; 11" (3555). n " Со то! (38%). 


For ranges of 6 sprays; 


For prices see appendix 


СС-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Digiization: Sarayu Trust/eGangotri 


DOULTON MARBLE LAVATORIES 


Хо. X.1887X. 


Хо. X.1887. 


Standard Specification. 

No. X.1887. Polished Dove Marble Lavatory, 2' 8" X 2' o" (078: x 0761) dished top, with 
soap sinkings and moulded edge, 1’ 6" (046) back skirting, White Queens- 
ware recessed oblong basin 21" X 13” (o"53 X 9733) inside, with 13” (35%) 
Waverley combined pedestal waste and overflow, 2” (13%) smooth body lever 
handle hot and cold No. 1570 Valves, unions for lead; Fittings Nickel Plated ; 
No. 1930 Nickel Plated Legs with front and side towel rails. Skirting fitted 
with 24” X 5” (o"6r x o"13) glass shelf with Nickel Plated brackets, and pair 


of Nickel Plated tumbler holders. 
No. X.1887.Y. Ditto іп Sicilian Marble. 
No. X.1887B. Ditto | in Venato Statuary Marble. 


Ко. X.1887X. Polished Sicilian Marble Lavatory, 2' 6^ X 2' o" (0776 х 0761) plain top with 
soap sinkings and moulded edge, 1’ 6” (0"46) back skirting, White Qucens- 
ware recessed oblong basin 21" Х 14” (0753 x 9"36) inside, with open over- 
flow, 14” (38%) rubber plug, brass waste and chain, 2” (13%) smooth body 
hot and cold No. 1569H Valves, unions for lead; Fittings Nickel Plated; 
white painted cast iron Legs with band to wall. Skirting fitted with 
24" X 5" (о76і x 013) glass shelf with Nickel Plated brackets. 


Ко. X.1887Y. Ditto іп Venato Statuary Marble. 


These Lavatories can also be supplied in other Marbles. Prices on application. 


Extras. 
If with Nickel Plated Legs instead of white painted iron, to Nos. X.1887X-Y. 


| If with Nickel Plated Trap with waste pipe to floor, with flange as with 
i No. X.1770 (page 105). 


t If with тыны Plated Supply pipes to floor with flanges as No. X.1770 (р. 
ч 105). 

8 For prices see appendix 
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DOULTON MARBLE LAVATORIES 


rei 


ГАР лс c 


No. X.1770. No. X.1772. 


Standard. Specification. 

No. X.1770. Polished Lunel Marble * Kensington * Lavatory, 2757 X 1' 11” (0774 X 0758) 
shaped top, with soap sinkings and rounded edge, 173” (0735) shaped back 
skirting, б” (015) shaped frieze, White Queensware Oval basin 18” X 13” 
(9746 x 0733) inside, with 14” (38%) concealed standing waste and overflow 
having ' turn-over ' action, 2” (13%) smooth body hot and cold No. 1569H 
Valves, Shaped Legs to floor and frieze brackets at wall; all exposed fittings 
Nickel Plated. Skirting fitted with No. 1551 shaped glass shelf 21” (0753) 
long, with Nickel Plated brackets. (Trap and pipes not included.) 

No. X.1770A. Ditto in Venato Statuary Marble. 

No. X.1770B. Ditto in Dove Marble. 

No. X.1772. Polished Lunel Marble Lavatory, 2” 6” x 2' о” (0770 X 0"61) shaped top, with 
soap sinkings and rounded edge, 1’ 3” (9738) shaped back skirting, no frieze, 
White Queensware Oval basin 21” x 14” (0753 X 0"36) inside, with 117 
(38%) concealed standing waste and overflow having ‘ turn-over " action, j^ 
(13%) smooth body hot and cold lever handle No. 1570 Valves, No. 1930 
Legs to floor with front and side towel rails; all exposed fittings Nickel 
Plated. Skirting fitted with No. 1551 shaped glass shelf with Nickel Plated 
brackets. (Trap and pipes not included.) 


No. X.1772A. Ditto in Venato Statuary Marble. 
No. X.1772B. Ditto in Dove Marble. 
These Lavatories can also be supplied in other Marbles. Prices on application 


Note.—No. Х.1770-А-В can be supplied with larger top and basin and/or 
lever handle valves, as to No. X.1772 at an extra. 
No. X.1772-A-B can be supplied with smaller top and basin and/or 
screw down valves, as to No. X.1770, at a reduction. 


Extras. 


If with Nickel Plated Trap with waste pipe to floor, with flange as illustrated. 
If with Nickel Plated Supply Pipes to floor with flanges as illustrated with 


No. Х.1770. : 5 . 
If with ditto ditto and having stop cocks as illustrated. with 
о X. 


No 1772- 
For prices see appendix 
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DOULTON MARBLE LAVATORIES 


кл | 


Standard Specification. 


No. X.1886. 


Хо. X.18864. 
No. X.1886B. 
No. X.1886C. 


No. X.1886. 


Polished Sicilian Marble ‘Savoy’ Lavatory, 2' 9” X 2' 2" (0"8 х 0766) 
dished top, with soap sinkings and moulded edge, 1” 6" (0746) back skirting, 
6” (0715) frieze, White Queensware ‘ Waverley ' recessed basin 21” X 14” 
(o"53 x 9736) inside, 11” (38%) exposed standing waste and overflow with 
* turn-over ’ action, working through marble top, }” (13%) smooth body hot 
and cold lever handle No. 1570 Valves, shaped Legs to floor and frieze 
brackets at wall; all exposed fittings Nickel Plated. (Trap and pipes not 


included. ) 
Ditto in St. Anne’s Marble. 
Ditto in Dove Marble. 


Ditto in Venato Statuary Marble. 

This Lavatory can also be supplied in other Marbles. Prices on application. 

Reduction if with No. 1569H screw down Valves, as with No. X.1773 
(opposite page). 


Extras. 


If with Nickel Plated Trap with waste pipe to floor, with flange as illustrated. 

If with Nickel Plated Supply Pipes to floor with flanges (no stop cocks). 

If with ditto ditto and having stop cocks as illustrated. 

If with Glass Shelf 24” x 5” (0761 x 9713) on Nickel Plated Brackets fitted 
to skirting. 

If with Dished Polished Marble Base. 


For prices see appendix 
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DOULTON MARBLE LAVATORIES 


ere 
ze A | 
| Sa SS - 4 | 
хар за», зе le 
Lam 


49777 ~ ae 
WELL 


I 


No. X.1773- 


Standard. Specification. 


No. X.1773. Polished Sicilian Marble Lavatory, 27 9” X 2' 2” (084 x 0766) dished top, 
with soap sinkings and moulded edge, 1' 6" (o746) back skirting, White 
Queensware ‘ Waverley ' recessed basin 21" X 14” (9753 X 9736) inside, 
14” (38%) exposed standing waste and overflow with pull-up knob working 
through marble top, 2” (13%) smooth body hot and cold No. 1569H Valves; 
all exposed fittings Nickel Plated. Polished Mahogany frieze and shaped 
Legs. Skirting fitted with 24” x 5” (970 x 0"13) Glass Shelf with Nickel 
Plated brackets. (Trap and pipes not included.) 


No. X.1773A. Ditto іп St. Anne's Marble. 


Хо. X.1773B. Ditto іп Dove Marble. 
No. X.1773C. Ditto іп Venato Statuary Marble. 


This- Lavatory can also be supplied in other Marbles. Prices on application. 
Extras. 


If with No. 1570 lever handle Valves, as with No. X.1886 (opposite page). 
If with Nickel Plated Trap with waste pipe to floor, with flange as illustrated. 
If with Nickel Plated Supply Pipes to floor with flanges (no stop cocks). 

If with ditto ditto and having stop cocks as illustrated. 


For prices see appendix 
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DOULTON MARBLE LAVATORIES 


Standard Specification. 


No. X.1077. 


No. X.1077A. 


No. X.1077B. 


CC-0. 


No. Х.1077- 


Polished Sicilian Marble Two-Basin Lavatory Range, 4° 6" x 20 o" 
(177 x 9761) plain top with chamfered edges, one soap sinking to each basin, 
6" (0715) skirting at back only, no frieze, White Queensware Oval basins 
18” x 13” (046 x o"33) inside, with secret overflows, 11” (3:74) rubber 
plugs, brass wastes and chains, 4” (1324) brass smooth body hot and cold 


No. 1569H Valves, galvanized cast iron No. 1818 cantilevers to build into 


wall. 
Ditto in St. Anne's Marble. 


Ditto in Dove Marble. 


These Lavatories can also be supplied in other Marbles. Prices on application. 


Note.—These range Lavatories can be supplied to take any number of basins 
and to fit any space. 


Extras. 


If with Three-Basin Range, or each extra basin, Nos. X.1077-A-B. 
If with brass fittings Nickel Plated. 

If with extra soap sinking to each basin. 

If with side skirting at one or both ends of range. 

If with White Porcelain Enamelled Cantilevers. 


If with Painted cast iron horizontal waste pipe with trap to each basin and 
bend to floor at end of range, with screw cap at other end, and supporting 
hooks. 


If with ditto ditto Galvanized. 


Brackets to screw to wall, No. 1818A, can be supplied at same price, if 
specially mentioned when ordering. 


For prices see appendix 
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DOULTON MARBLE LAVATORIES 


Standard. Specificalion. 


No. X.4419. 


No. X.4419A. 
No. X.4419B. 


No. X.4419C. 


Polished Sicilian Marble Two-Basin Lavatory Range, 5' o^ x 202” 
(1752 x 0766) plain top with chamfered edges, two soap sinkings to each 
basin, 12” (0750) skirting at back only, 6" (9715) frieze at front and sides, 


White Queensware Oblong basins, 193” X 14” (9759 х 9736) inside, with 
* pull-up ' knob, 


14” (38%) concealed standing waste and overflow having 
1” (135) smooth body hot and cold lever handle No. 1570 Valves; all ex- 
posed fittings Nickel Plated. Galvanized cast iron No. 1818 cantilevers to 
build into wall, and frieze supports. 


Ditto in St. Anne’s Marble. 
Ditto in Dove Marble. 


Ditto in Venato Statuary Marble. 


These Lavatories can also be supplied in other Marbles. Prices on application. 


Note.—These range Lavatories can be supplied to take any number of basins- 
and to fit any space. 


Reduction if with No. 1569H screw down Valves, as No. X.1077, page 108.. 


Extras. 


If with Three-Basin Range, or each extra basin, Nos. X.4419-A-B-C 

If with side skirting at one or both ends of range. 

If with Nickel Plated Traps with waste pipes to floor, with flanges. 

If with Nickel Plated Supply Pipes to floor with flanges (no stop cocks). 
If with ditto ditto having stop cocks. 


If with Painted cast iron horizontal waste pipe with trap to each basin and 
bend to floor at end of range, with screw cap at other end, and supporting 
hooks, 


If with ditto ditto Galvanized. 


For prices see appendix 
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DOULTON SHAMPOO LAVATORIES 


„Хаган prn ША 


No. X.637. 


The * Kingsway ' Shampoo Lavatory is made in two types, for Ladies' and Gents' Hairdressing Saloons 
respectively. Unless specially ordered this Lavatory is supplied to fix against wall; if required for fixing 
away from wall, a small extra will be involved owing to specially long brackets being necessary. 


Standard Specification. 


No. X.637. White Glazed Vulcan Fireclay ‘ Kingsway’ Shampoo Lavatory, 2 Бе X 
17 10%” (9"74 x 0557) shaped top having four large rounded corners and 
recessed front, extra deep basin with anti-splash rim, 22" X 143” 
(0"56 x o"37), 82” (0722) deep inside, open slot overflow, extra deep soap sink- 
ing and sinking for shaving brush with draining hole into basin, 13” (38%) 
Nickel Plated brass grated waste with union for lead pipe, painted cast iron 
No. 1818 cantilevers to build into wall. (Shampoo Fitting not included.) 


No. X.638. ‘ Kingsway ' Shampoo Lavatory, all as above, but without sinkings for soap 
or brush. (For Ladies' Hairdressing Saloons.) 


No. Х.1863А. Shampoo Fitting, comprising 1” (13%) Patent Anti-scalding Mixing Valve 
(No. X.1485B) with lever handle, for cold, tepid and hot water, wall flange, 
unions for lead pipe, 36” (o"92) length flexible rubber hose with coupling to 
valve, 3" (75%) spray rose with rubber protecting ring, white china grip, and 
wall hook, in Nickel Plated Brass. 


Extras. 
If with Nickel Plated “Р” Trap to outlet, with screw cap, and union for 
lead pipe. 
If with White Porcelain Enamelled cast iron cantilevers to build into wall. 
If with Braided Rubber Hose to No. X.18634 Shampoo Fitting. 
If with Plated Flexible Metallic Hose to No. X.18634 Shampoo Fitting. 


Brackets to screw to wall, No. 1818A, can be supplied at same price. 
Rubber Plug and Nickel Plated Chain waste can be supplied at same price. 


For prices see appendix 
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DOULTON SHAMPOO FITTINGS 


2 


Хо. X.1865. Хо. Х.1865. 


Standard. Specification. 


No 


No 


No 


No 


. Х.1863. 


. X.1863A. 


. Х.1865. 


. Х.1865А. 


. Х.1485В. 


Shampoo Fitting, comprising 1” (13%) Patent Anti-scalding Mixing Valve 
(No. X.1485B) with lever handle, for cold, tepid and hot water, wall flange, 
unions for lead pipe, 36” (9792) length flexible rubber hose with coupling to 
valve, 3" (75%) spray rose with rubber protecting ring, white china grip, 
and wall hook. Іп Polished Brass. 


Ditto ditto, but Nickel Plated. 


Shampoo Fitting, comprising 4” (13%) separate hot and cold screw down 
Valves with breeches piece, wall flanges, unions for lead pipe, 36” (9792) 
length flexible rubber hose with coupling, 3" (7574) spray rose with rubber 
protecting ring, white china grip, and wall hook. In Polished Brass. 


Ditto ditto, but Nickel Plated. 


Patent Anti-scalding Mixing Valve, with lever handle, for cold, tepid and hot 
water (cold must be opened first, then tepid and finaly hot), with wall 
flange and unions for lead. As illustrated with No. X.1863. Polished Brass 
or Nickel Plated. 


Made in the following sizes: 4” (13%), 3” (1974), 1” (2574), and 11^ (3272). 
Extras. 


If with Braided Rubber Hose to Nos. X.1863 and Х.1865. 
If with Plated Flexible Metallic Hose to Nos. X.1863A and X.1865A. 


For prices see appendix 


СС-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Digitization: Sarayu Trust/eGangotr 
DOULTON LAVATORY VALVES 


ў 


i 
гай. 


Хо. X.1569X. Хо. X.1569H. No. Х.л205Х. No. Х.т2о$А. 


Standard Specification. 
Хо. Х.тзо5 А. 17 (1374) screw down hot or cold pillar valve, union for lead. Brass or 
Nickel Plated. 


.1205X. 1" (13%) Ditto ditto but stamped J.C.S.W.R. ditto. 


-15боН. 4” (13%) screw down smooth body hot or cold pillar valve, union for lead, 
best quality, with beaded nose. Brass or Nickel Plated. 


2 
51 
ий 


Хо. Х.1569А. 17 (13%) Ditto ditto but stamped J.C.S.W.R. ditto. 
No. X.1569L. 1" (137%) screw down smooth body hot or cold pillar valve, union for lead. 


Lighter pattern, with plain nose. Brass or Nickel Plated. 
No. X.1569N. 3” (13%) Ditto dito but stamped J.C.S.W.R. ditto. 


No. X.4399B. No. X.4399BX. No. X.1780V. 


Standard Specification. 


No. X.4399B. 4” (13%) Pillar Valve, with brass interior, and White Porcelain Enamelled 
Cast Iron Casing and Head. 


Хо. X.4399BX. 4” (13%) Ditto ditto with Nickel Plated Spindle and nut. 


No. X.1780V- 1” (13%) Press action, self-closing Pillar Valve, with brass interior, and 
White Porcelain Enamelled Cast Iron Casing and Head. 


No. X.1781V. 4” (13%) Ditto ditto | Non-concussive pattern. 


For prices see appendix 
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DOULTON LAVATORY VALVES 


No. 


X 


‚1570. 


7% 
4 


125 
sb 
3. 


X 


No. X.1780/ t. Хо. X.1784/5. Хо. X.457. 


Іп ordering these valves, state if required with long nose, for Marble Lavatories, as otherwise Standard 
Valves will be supplied, Гог Queensware or Fireclay Lavatorics. (Exception, No. J.457, only made іп 


Standard size.) 


Standard Specification. 


No. Х.1570. 


No. Х.1780. 


No. X.1781. 


No. X.1782. 


No. X.1787- 


No. X.457- 


CC-0. 


12 
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(13%) 


Quarter-turn lever handle smooth body hot or cold pillar valve, 
union for lead. Brass or Nickel Plated. 


Press action hot or cold self-closing pillar valve, union for lead, 
Brass or Nickel Plated. 


Ditto ditto Non-concussive pattern ditto 


Cam action hot or cold self-closing pillar valve, union for lead. 
Brass or Nickel Plated. 


Ditto ditto Non-concussive pattern ditto 


Trigger action hot or cold self-closing pillar valve, union for lead. 
Brass or Nickel Plated. 


Ditto ditto Non-concussive pattern ditto 


Lever action hot or cold self-closing pillar valve, union for lead. 
Brass or Nickel Plated. 


Ditto ditto Non-concussive pattern ditto 


Press action * Regent ' hot or cold, self-closing, smooth body, Non- 
concussive pillar valve, union for lead. Brass or Nickel Plated. 


Note.—Nos. X.1782/3 are similar to Nos. X.1780/1 but have small 
“сат” on top instead of press knob. 


. Nos. X.1786/7 are similar to Nos. X.1780/1 but have lever 
handle as No. Х.1570. 


For prices see appendix 
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DOULTON LAVATORY FITTINGS 


TS 1818A 


Note.—For the purpose of this catalogue, the letter prefix to above articles is Х and not J as shown in 
illustration. 


Standard. Specification. 


No. X.76. 


No. X.76. 
No. X.77. 


No. X.77. 
No. X.628. 


No. X.628. 
No. X.628A. 


No. X.628A. 
No. X.629. 


No. X.629. 
No. X.1818. 
No. X.1818. 
No. Х.1818А. 
Ко. X.1818A. 
Ко. Х.235. 


Ко. Х.235А. 


Ко. Х.1035. 


Мо. Х.1035Х. 


No. X.78. 


CC-0. 


аана 


Painted cast iron Towel-Rail Brackets for Lavatories, to screw to wall. Pro- 
jection from wall 1427 (9736) or 161” (ои). 

White Porcelain Enamelled cast iron ditto ditto 

Painted cast iron Towel-Rail Brackets (light pattern), for Lavatories, to 
screw to wall. Projection from wall 141" (0737). 

White Porcelain Enamelled cast iron ditto ditto 

Painted cast iron Towel-Rail Brackets, * Ideal ’ pattern, for Lavatories, to 
screw to wall, with White Porcelain Enamelled Projecting arms at sides fitted 
with crystal glass rails. Projection from wall 16” (о) or 18” (0746). 
White Porcelain Enamelled cast iron ditto ditto 

Painted cast iron Towel-Rail Brackets, all as No. X.628 above, but with 
White Porcelain Enamelled Steel rails instead of glass rails. 

White Porcelain Enamelled cast iron ditto ditto 

Painted cast iron Towel-Rail Brackets, * Cunard ' pattern, for Lavatories, to 
screw to wall. Projection from wall 174” (он) with band along front of 
basin, for 25” (0763) or 27” (o"69) Queensware Lavatories. 

White Porcelain Enamelled cast iron ditto ditto ditto 

Painted cast iron Cantilevers, for Lavatories, to build into wall. 


Ditto Galvanized, or White Porcelain Enamelled. 
Painted cast iron plain Brackets, for Lavatories, to screw to wall. 
Ditto Galvanized, or White Porcelain Enamelled. 


Rubber Plug, with brass chain and stay, brass waste fitting апа union for 
lead; 1" (25%), 11” (32%), and 127 (38%). 
Ditto with brasswork Nickel Plated ; ditto. 


When ordering No. X.235-A separately from Lavatories, state whether required slotted for 
overflow or not. 


*S' or “Р” Trap for Lavatories, with screw cap, screwed outlet and brass 
union for lead, 11^ (32%) or 127 (38%). Іп Painted cast iron, Unpolished 
Brass, Polished Brass, or Nickel Plated Brass. 

Extra to No. X.1935 Traps if with anti-syphon (vent) arm, and union for lead. 


Extra to No. X.1935 ' S ' Traps only if with downpipe from Trap to floor with 
floor flange. 3 

“Р”? Trap, in rough brass, with plain outlet, по vent, 147 (32%) size (Light 

pattern). 2 

Painted cast iron bracket clips, to suit 1” (13%) Lavatory Valves. 

These clips are particularly suitable for all cases where Lavatory Brackets are not provided 
with front Бапа, 


For prices see appendix 
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URINAL 
SECTION 


HE types of Doulton Urinals illustrated on 

the pages immediately following are the 

latest improved designs in this important item 
of sanitation. 


These are almost exclusively manufactured in 
our Strong Glazed Vulcan Fireclay, and аге 
particularly suitable for Hotels, Office and 
Factory Buildings, Schools, Sports Pavilions, 
Public Lavatories, etc. 


In Hotels, Public Lavatories, and the more 
important Office Buildings, Polished Marble 
Divisions and End Screens can be introduced, 
when so desired. 


Attention is called to the very few joints which 
occur in the particular types illustrated, and to | 
the absence of any flat surfaces which accumulate is 
dust and dirt. 
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DOULTON FIRECLAY URINALS 


No. X.1947- 


NOTE.—State hand of outlet when ordering, otherwise Right hand is sent as illustraced. 
supplied in centre of any stall. 


Outlet can be 


Width Projection Height from floor to top 

of stall from wall of stalls of divisions 
No. Х.1047- 2 о” d 3 ” 12 6” 3 0” 

(0761) (039) (1"07) (1"14) 


(For other sizes, sec Nos. X.1947B, C, D, E, below.) 


Standard Specification. 

No. X.1947- Range of White Glazed Vulcan Fireclay Urinals, glazed both ends, with 
circular stalls 24” (0761) wide, and 4” (o"1:9) open continuous channel in one 
piece. Divisions between stalls, 6” (9715) fluted fireciay tread, 3” (97075 
galvanized iron hinged outlet grating, painted cast iron automatic flush tank 
and supports, galvanized flush pipe, clips, and brass spreaders. 

Хо. X.1947A. Ditto ditto, but in Buff Glazed Еїгссїау. 

No. X.1947B. Range, complete as above, but circular stalls 21” (0753) wide. White Glazed. 

No. X.1947C. Ditto ditto, as No. X.1947B, but in Buff Glazed Fireclay. 

No. X.1947D. Range, complete as above, with stalls 24” (0761) wide, and 4’ о” (1722) high. 
Height to top of Divisions 4’ 3” (1729). Іп White Glazed Vulcan Fireclay 
only. 

No. X.1947E. Ditto ditto, as Хо. X.1947D, but stalls 4’ 6" (1737) high, with Divisions 4’ 9” 
(1534) high. In White Glazed Vulcan Fireclay only. 

Reduction if without treads. Extra if with Glazed End Divisions. 


The following variations can also be supplied : 


Automatic Tank, in Galvanized Iron Flush Pipes in Polished Brass 
do. do. in White Porcelain Enamelled Iron do. in Nickel Plated Brass 
do. іп White Glazed Fireclay Outlet Grating in Polished Brass 


do. 
12" (0"з0) fluted Fireclay Tread. 
Chain Pull Cisterns can be substituted for the Automatic type. 


For prices see appendix 
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DOULTON FIRECLAY URINALS 


No. X.1608. 


This Urinal Range is especially suitable for Hotels, Public Conveniences, etc. 


NOTE.—State hand of outlet when ordering, otherwise Right hand is sent as illustrated. Outlet can be 
supplied in centre of any stall. Also state which end is against wall and which open. 


Width Projection Height from floor to top 
of stall from wall of stalls of divisions 
No. X.1608. 2 o" d 31" , 6” , о” 
(0761) (0"39) (1707) (1722) 
No. X.1608A. 27 o" 1’ 31" 3 6" ” 6" 
(961) (739) (1707) (1737) 


Standard Specification. 


No. X.1608. Range of White Glazed Vulcan Fireclay Urinals, with circular stalls 24” (0761) 
wide and 4” (о":о) open continuous channel in one piece, divisions between 
stalls and at each end 4’ o" (1722) high, 12” (о730) fluted fireclay treads, 
3” (0075) brass hinged outlet grating, white glazed fireclay automatic flush 
tank, white porcelain enamelled iron brackets, polished brass pipes, clips and 


spreaders. , 
No. X.1608A. Range complete ав above, but divisions 4' 6" (1737) high. 


The following variations can also be supplied: 


Automatic Tank, in Galvanized Iron. 6" (о715) fluted Fireclay Tread. 
Ditto ditto in White Porcelain Enamelled Iron. Flush Pipes in Nickel Plated 
Brass. 


Chain Pull Cisterns can be substituted for the Automatic type. 


For prices sce appendix 
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DOULTON FIRECLAY URINALS 


No. Х.1бод. 


NOTE.—State hand of outlet when ordering, otherwise Right hand is sent as illustrated. Outlet can be 
supplied in centre of any stall. 


Width Projection Height from floor to top 

of stall from wall of stalls of divisions 
No. X.1609. 2' o" I' 33” 3° 6” 4° o" 
f (0761) (о"3ч) (1707) (1522) 
i No. X.16094. 2' o" I' 34” 76” ' 6" 
| (0761) (39) (170; (1737) 


| Standard. Specification. 


No. X.1609. Range of White Glazed Vulcan Fireclay Urinals, glazed both ends, with circular 
stalls 24” (о761) wide and 4" (o"1c) open continuous channel in опе piece, 


“ divisions between stalls 4' o" (1722) high, б” (0715) fluted fireclay tread, 
b 3” (07025) galvanized iron hinged outlet grating, painted cast iron automatic 
a flush tank and supports, galvanized flush pipe, clips and brass spreaders. 


No. Х.тбооА. Range, complete as above, but divisions 47 6” (1"37) high. 
Reduction if without treads. Extra if with glazed end divisions. 


The following variations can also be supplied: 


Automatic Tank, in Galvanized Iron Flush Pipes in Polished Brass 
do. do. in White Porcelain Enamelled Iron do. in Nickel Plated Brass 
do. do. іп White Glazed Fireclay Outlet Grating in Polished Brass 


12” (озо) fluted Fireclay Tread. 
Chain Pull Cisterns can Бе substituted for the Automatic type. 


Кок prices see appendix 
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DOULTON FIRECLAY URINALS 


ea ы 


№. ^ 


| 
| 
Хо. X.1618. 
Width Projection Height from floor line to top 
Overall from Wall of stalls of Division 
No. X.1618 z 6" 18" 3 6" 4 o" 
(0776) (9746) (1707) (1722) 


Standard Specification. 


No. X.1618. Twin Stall White Glazed Vulcan Fireclay Urinal, with stalls, division, 
and lipped base in one piece, 3” (07075) brass domed hinged outlet grating in 
centre, 2 gallon (о litres) White Porcelain Enamelled cast iron automatic flush 
tank and supports, brass flush pipe, clips, and brass spreaders. 


No. X.1618A. Twin Urinal as above, but Ви Glazed. 


The following variations can also be supplied: 


Automatic Tank in White Glazed Fireclay. Flush Pipes in Nickel Plated Brass. 
Chain Pull Cisterns can be substituted for the Automatic type. 


For prices see appendix 
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DOULTON FIRECLAY URINALS 


Е? 


Хо. Х.1617. No. X.16164. 
ü 


Width Projection Height from floor 

of stall from wall to top of stall 
No. X.1617 27 о” 1017 3 6” 

(061) (0727 (1707 

Width Length of Height from floor 

Overall Side to top of stall 
No. X.16164. 2' o" 7 1202 ” 6” 

(о"6:) (0746) (1707) 


Standard Specification. 


No. X.1617. Single Stall White Glazed Vulcan Fireclay Urinal, glazed both sides, with 
circular stall 24" (0761) wide, 3” (07075) galvanized iron hinged outlet grating, 
1-БаПоп (4:5 litres) painted cast-iron automatic flush tank and supports, 


galvanized flush pipe, clip, and brass spreader. 
No. Х.16174Ү. Single Stall Urinal, all as above, but Buff Glazed. 


No. X.1616A. Angular White Glazed Vulcan Fireclay Urinal, 24” (0"6:) wide, complete 
with all fittings as No. Х.1617. 


No. X.1616B. Angular Urinal, all as above, but Buff Glazed. 


The following variations can also be supplied: 


Automatic Tank, in Galvanized Iron Flush Pipes in Polished Brass 
do. do. in White Porcelain Enamelled Iron do in Nickel Plated Brass 
Outlet Grating in Polished Brass 


For prices see appendix 
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DOULTON SLAB URINALS 


No. X.4286. 


This type of Urinal is particularly suitable for use in Schools and Factories. 


NOTE.—State hand of outlet when ordering, otherwise Right hand is sent as illustrated. Also state space 
between walls, or which end is against wall and which is open. 


Projection of Projection of 


Width of Stalls Divisions Ends Height 
2’ о" Vv „ Ти б” ci 6” or 4 о” 
(0761) (0746) (9746) (1"07) (1722) 


Standard Specification. 


No. X.4286. Range of White Glazed Vulcan Fireclay Slab Urinals, with back, division, and 
end slabs, 12” (o"3e) galvanized iron division standards, Vulcan Fireclay 


Channel with 3” (0"075) galvanized hinged outlet grating, painted cast iron 
automatic tank and supports, galvanized iron flush pipes and clips, plain slate 


treads 12” (0730) wide. 
No. Х.4286А. Range of Slab Urinals, all as above, but in Buff Glazed Fireclay. 
No. X.4286B. Range of Slab Urinals, all as above, but in Plain Rubbed Slate. 


Ranges can be for fitting between walls, or 
with either left or right hand end open, also 
with both ends open and glazed. 


The following variations can also be supplied : 


Automatic Tank, in Galvanized Iron Flush Pipes in Polished Brass 
do. do. іп White Porcelain Enamelled Iron Outlet Grating in Polished Brass 
do. do. іп White Glazed Fireclay Division Standards in Polished Brass 


For prices see appendix 
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DOULTON SLAB URINALS 


No. X.4287. 


This type of Urinal is particularly suitable for use in Scliools and Factories. 
NOTE.—State hand of outlet when ordering, otherwise Right hand is sent as illustrated, Also state space 
between walls, or which end is against wall and which is open. 


Width of Stalis Projection of End Slabs Height 
Pid o" 17 6” 3 6" ог 4 о” 


(0761) (9746) (1"o7) (1722) 


Standard Specification. 


No. X.4287. Range of White Glazed Vulcan Fireclay Slab Urinals, with back and end slabs, 
no divisions, Vulcan Fireclay Channel with 3” (07055) galvanized hinged outlet 
grating, painted cast iron automatic tank and supports, galvanized iron flush 


pipes and clips. 
No. X.4287A. Range of Slab Urinals, all as above, but in Buff Glazed Fireclay. 
hi No, X.4287B. Range of Slab Urinals, all as above, but in Plain Rubbed Slate. 


Ranges can be for fitting between walls, or 
with either left or right hand end open, also 


i with both ends open and glazed. 

Е The following variations can also be supplied: 

pz Automatic Tank, in Galvanized Iron Flush Pipes in Polished Brass 
| do. do. in White Porcelain Enamelled Iron Outlet Grating in Polished Brass 
ke do. do. in White Glazed l'ireclay 


For prices see appendix 
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DOULTON URINAL BASINS 


No. Х.48. 


rim and 


Standard Specification. 
Хо. X.31. White Glazed Queensware Flat-back Urinal Basin, with perforated 
spreader. 
No. X.24. do. do. Lipped Urinal Basin do. do. 
Хо. X.53. do. do. Angle Urinal Basin, with perforated rim. 
No. X.48. do. do. Lipped Urinal Basin do. ао. 
HEIGHT — — DIAMETER =: 
Хог Халы 18” (046) 16” (ч) x оз” (224) 
No. X.31/2. 18” (9546) i57 (933) X 07 (6733) 
No. Х.31/3. 154” (o"39) 13” (933) X 8”  (o"20) 
Хо. Х.31/4. 14” (0736) 12” (030) х 7” (0:8) 
No. X.24/1. 18” (0746) " (o4) x тау” (0732) : 
No. Х.24/2. 17” (0533) 1417 (053) X 13; (0733) . 
No. X.24/3. 15” (0738) 13” (0733) X 1, (0728) ө 
Хо. N.24/4. 147 (9736) 12” (07%) X 10} (0"27) . 
Side 
No. Хчаль 12” (925) 172 (28) x 15%, (03) 12” (0"30) 
Хо. X.33/2. 2” (оо) 154” (0739) х 134” (0734) то” (0725) 
No. X.33/3. 113” (0729) 147 (036) x 137 (° зз) ло, (° 25) 
No. X 48/1. 1з” (ою) 17% (682) x 19”, (05) 12, (2739) 
Хо. Х.48/2 1117 (079) 16% (98) x 174° (098) 11, (9228) 
Хо. Х.48/3 ii^ (9938) 147 (055) x 167 (ч) 0% (6 23) 


fee > 


мэ ROYA 3 
SERCO AGULO 


“гү LONDOM f 


For prices see appendix 
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ў DOULTON ORIENTAL URINALS 


The * Bombay ' Urinal, No. X.2048. 


Standard Specification. 

No. X.2048. Improved * Bombay ' Urinal Range, comprising Cane Glazed Vulcan Fireclay 
Treads, White Glazed combined troughs with flushing rim, nozzle and channel 
in one piece. Outlet fitted with galvanized hinged grating and 3" (0"075) Cane 
Glazed * Р" trap; galvanized wrought iron flushing tank with special Regulat- 
ing Valve, connections for flushpipes, painted cast iron cantilevers, copper down 
pipe, sparge pipe and clips. White Sicilian veined marble divisions, end and 
back wall slabs. 


This type of Urinal can be used either in the squatting or standing positions, 
and is equally suitable for Europeans or Orientals. 


For further particulars of above Urinal see next page. 


Ld 
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DOULTON ORIENTAL URINALS 


ШИН 
ACET 


The ‘ Bombay’ Urinal, Хо. X.2048. 


This illustration, as also that on the opposite page, show the latest improved form of a Urinal that 
has been found the most suitable for Oriental requirements. It is of the trough pattern, and is very similar 
to that largely used by the Bombay Municipality for Public Street Urinals, but redesigned to be neater, more 
effective and less expensive. The principal improvement is in respect of the overall depth of the fitting when 
fixed in position, which greatly reduces the amount of excavation, or building up as the case may be; it 
also more readily permits of the use of this form of urinal on Upper Floors of Buildings. The component 
parts, consisting of the treads of a cane colour and the troughs white enamelled, are both of strong Vulcan 
Fireclay and quite impervious. The outlet to the latter is provided with a weir to enable it to retain water. 
The contents of the trough discharge at end of range into a trap connected with the sewer. The wall at 
back may be faced with marble as shown, glazed ware slabs, tiles or other material to a height of 4 fect. 
The divisions are 4 fect high (or more if desired) and are usually of marble, though any slab partitions or 
brick work may be used. The back wall and all parts of the trough. are thoroughly flushed, according to. 
local circumstances, either continuously or at intervals. In the latter case an automatic tank is used, this. 
thoroughly flushes the Urinal at each discharge and is much more effective in keeping it clean than the 
continuous method, unless an enormous quantity of water is used. Where the water supply is intermittent а 
storage cistern built on the structure is necessary. The capacity of the tanks should be based on not less. 
than 50 gallons per person per day, or at least 2 gallons per person at one flush, if this is arranged to take 
place at intervals automatically. 


(Flush pipe to troughs, shown in dotted lines, is not provided by us, as it is usually made up locally- 
in lead.) 


For prices see appendix 
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E 1 


The ‘ Poona’ Urinal, No. X.4198. 


No. X.4198. The above type of Urinal is a modified form of our Improved Bombay Pattern, 
and is intended to meet the demand where a cheaper urinal is required. Іп 


8 this case the trough discharging into channel forms part of the tread and is 
Ё not flushed. Ап ordinary half-round pipe channel has also been substituted 
й * for the special and deep shape used in the Bombay pattern. ‘The back wall 
B and channel is flushed by means of an automatic tank and sparge pipe. 


For prices see appendix 
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DOULTON ORIENTAL URINALS 


Н н-------21------- 


The * Madras * Urinal, No. X.2056. 


The * Madras ' squatting plate is a simple form of urinal foot plate discharging into an ordinary half 
round channel as indicated in dotted lines. 


Standard. Specification. 
No. X.2056. * Madras ' Urinal Plate in White Glazed Vulcan Fireclay. 


For prices see appendix 
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DOULTON URINAL FITTINGS | 


prefix to above articles is X and not J as shown on 


illustration. 


Standard Specification. 


No. 
Хо. 


X.1250. 3” (07075) Galvanized Iron Hinged Outlet Grating. 


X.1250A. 3" (о7975) Polished Brass do. do. 


X.1250B. 3” (97ф%5) Polished Brass Hinged Outlet Grating, with screwed tail, flynut, 


E and union for 2" (517%) lead pipe. 

No. X.1257. 3” (97075) Glazed Ware * S ' Trap for Urinal Outlet. 

Хо. X.1257A. 3” (07075) do. ep do. 

No. X.1818A. Cast Iron Brackets for Automatic Tanks, in Painted, Galvanized or White 
Porcelain Enamelled Finish, to screw to wall, for 2, 3, 4, 5 and 7 Gallon 


. X.1818. Cast Iron Cantilevers to build into wall, for ditto 


.X.1952. White Glazed Vulcan Fireclay Autom 


tanks. 
ditto 


atic Tank in the following sizes—2 
gallon, 3 gallon, 5 gallon, and 7 gallon (4:5 litres per gall. approx.). 


Painted Cast Iron Automatic Tank, in the following sizes—2 gallon, 3 gallon, 


No. Х.1053А. 
4 gallon, 5 gallon, and 7 gallon (4:5 litres per gall. approx.). 
No. X.1953- Galvanized Cast Iron do. do. 
No. X.1953B. White Porcelain Enamelled Cast Iron do. do. 
No. X.1954. Painted Cast Iron Automatic Tank, One Gallon (4:5 litres), Flat Back. 
No. X.1954A. Painted do. do. do. Angular. 
No. X.1954 and No. Х.1054А. Also supplied in Galvanized, and White Porcelain 


Enamelled Cast Iron. 


Note.—ianks Nos. X.1953/A/B and X.1954/A in One, Two, and Three Gallon sizes only 


have fixing lugs to screw to wall. 


For prices see appendix 
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SINK 
SECTION 


[НВ modern kitchen, with or without its 

separate scullery, has become an important 
part of the house, worthy of much study and 
careful planning. 


The sanitary equipment, with scullery sinks, 
vegetable sink, teak sink for silver and fragile 
china, obviously calls for the most careful 
consideration. 


Doulton Sinks of various types as described 
and shown in the following pages, are made of 
Glased Vulcan Fireclay, and are easily cleaned 
and non-absorbent. Тһе large range of sinks in 
many different shapes, and in a large variety of 
sizes, gives a selection to suit any individual 
taste. 


Special attention is drawn to the new improved 
* Lambeth ’ Sink, with soap-trays formed in the 
glazed ware in one piece with the sink, thus 
rendering quite unnecessary the usual insanitary 
separate wood or zinc soap-tray. 


Teak Sinks and Draining Boards for silver 
and china, strongly and carefully made of the best 
selected teak, can be supplied to any size, and to 
suit any position; prices quoted оп application. 


CC-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 
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DOULTON 'LONDON' SINKS 


Standard Specification. 
Хо. X.2007. ‘ London’ Sink їп Vulcan Fireclay, with waste in centre at back, also 
right or left hand back corner. (No fittings.) 


White Glazed inside and out. 
White Glazed inside and buff out. 
Buff Glazed inside and out. 


Approx. Number Approx. Number 


OVERALL SIZES per ton weight OVERALL SIZES per ton weight 
18"x14" X5" (0746x0736 X0"13) 53 36” X18" x6" (092 x 0746 x o"15) 17 
20"X15" X5" (0751x0738 X0713) 40 36”х20”х6” (0792x0751 X 0715) 16 
217Хї57Х57 (o"53x o"38x o"13) 44 427 x20" X6" (1707 Хо"51 хо") 14 
22" X16" x 5" (o"56x 0741 X 0713) 40 427х 24" X6" (1707 x 0761 x o"15) 12 
24" X16" x 5". (0761x041 x 0713) 36 18" x14" x 7". (0746 x o"36 x 0718) 43 
24" X18" X 5” (9761 x 046 x 0713) 33 21" X15" x 7". (0753x0738 x o"18) 35 
27" X18" xs" (9769x0746 x o"i3) 28 24" X 16" x 7" (0761 хоти хо718) 29 
30" X18" X5" (9"76xo746x 0713) 26 24" X18" x7" (0761 x o"46x 0718) 24 
33" X18" x 5” (0784x0746 x o" 13) 23 27" X18" x 7" (0769x0746 x 0718) 23 
20" X16" x6" (0"51 Хо" x o"15) 35 30" X18" x7" (0"76 х 0746 x 0718) 19 
24" X16" x6" (0761X041 X 0":5) зо 24" X18" х8” (0761 х 0746 x 0720) 22 
24" X18" X6" (o"61x o"46x 0715) 29 27" X18" x8" (o"69x 0746 x 0"20) I9 
27" X18" X6" (o769x o" 46x 0715) 26 30" X18" x8" (0776x0746 x o"20) 18 
30" X18" X6" (0776x0746 x o"15) 23 36" x22" x8" (0792x056 x 0"20) її 
30”X20"X6” (o";6xo"s! хо715) 21 42" X24" X8" (1"07 X o"61 x o"20) 10 
33" X20" X6" (0784 x o5: xo"15) 18 48" x24" x8" (1722 x 0"61 х 020) 9 

Extras. 


If with brass grated waste, and union for lead, 14” (38%) or 2" (51%) 
E If with plug and chain brass waste, and union for lead, 14” (38%) or 2" (51%). 
S If with hardwood strip on front edge, per lineal foot (300%) or part of foot. 


For prices see appendix 
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DOULTON ‘BELFAST’ SINKS 


No. X.2011. 


* Belfast ’ Sinks are glazed all round, and can therefore be used for waste outlets, either right or left 
hand as required. 


Standard Specification. 


No. X.2011. Improved “ Belfast ' Sink in Vulcan Fireclay, with combined open overflow 
and waste at end. (No fittings.) 


White Glazed inside and out. 
White Glazed inside and Buff out. 


Approx. Number Approx. Number 

OVERALL SIZES per ton weight OVERALL SIZES per ton weight 
21" X16" x 7” (0"53хо"ч х0"18) 32 24" X18" X то” (0761 x 0746 x o"25) I9 
24" X16" x 7” (0761 хо" х0718) 27 277х18”х10” (0769 x 0746 x 025) 17 
24"X18" x 7” (o"6rxo"46xo"18) 24 30" X18" x то” (9"76х 0746 x o"25 I5 
27"X18"x у” (0"бохо"ч6хо"18) 22 33° x 18" х 10” (0784 xX 0746 x 0725) 13 
30°18" 7” (0776x0746 x 0718) 19 36” X18" x 10” (992 x0"46 x 0"25) 12 
36”X20”X 7" (0792x051 x 0718) 14 зо” х 20" x10" (076x051x025) 13 
18" x15" x 8” (0746x0738 x 97:50) 48 36" x20" Хто” (0792X0751 X 0725) II 
247х16”х 8” (0761x0"41x0™20) 30 42"X24"X 10" (1707Х076і Х 0725) 8 
247х187х 8” (0761 хо"ч6х 0720) 22 48" x24" X 10". (1722 x o"61 x 0725) 7 
27"x18"x 8" (0769x045 X0"20) 10 42" x24" x12" (1707 x o"61 x o"30) 7 
30" x18" x 8” (о776х9746х0720) 18 48" x24" x12" (1722x061 x o"30) 6 


24" X16" x10" (0761 x0™41 0725) 21 


Extras. 


If with brass grated waste, and union for lead, 11" (38%) or 2” (5124). 

If with plug 1 сһаїп brass waste, and union for lead, 13 (35%) or 2 (51%). 
If with plug and chain brass waste, with screw bolt and tail piece, 2” (51%). 

If with brass hinged overflow grating. 2 

и Nr hardwood strip on front edge, per lineal foot (30075) or part of foot. 


For prices see appendix 
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DOULTON ‘LAMBETH’ SINKS 


Хо. X.2011A. 


erflow in this sink is of an entirely new design: and although 


Note. -Yhe improved stopper to the open ov 
i and so prevents anything from falling down the overflow. 


loose, it is secure when in position, 

Standard. Specification. 

No. X.2011A. ' Lambeth ' Deep Sink of improved type in White Glazed Vulcan Fireclay, 
with special Soap Trays at end made in one piece with sink, and new pattern 
accessible open overflow with loose pottery stopper. (No fittings.) 

Approx. Number 


OVERALL SIZES per ton weight 
oi ” ” (o"61 0746 0725 
247 Х 18” X 10” (0761 x о" х 725) 19 
307 X 18" x то” (0776 x 96 x 0725) 15 
” ” ” m, m ST 
36" х 20" X то” (079: х o"s! х 0725) 11 


Хо. Х.2007А. 


Standard. Specification. 
No. X.2007A. ' Lambeth ’ Shallow Sink of improved type in White Glazed Vulcan Fireclay, 
with special Soap Tray in centre at end made in one piece with sink. (No 


fittings.) 
Approx. Number 
OVERALL SIZES per ton weight 
24" X 18" X 5” (061 x o"46 x o"13) 33 
30. X 18” X 5” (076 x 9746 x 0713) 26 
36" x 20" x 6" (979 х о" x о") 17 
Extras 


If with brass grated waste, and union for lead, 14” (38%) or 2” (51%). 
If with plug and chain brass waste, and union for lead, 14” (38%) or 2” (51%). 
If with hardwood strip on front edge, per lineal foot (300%) or part of foot. 


For prices see appendix 
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DOULTON FIRECLAY SINKS 


Хо. Х.2000. 
Standard Specification, 


No. X.2009. ' Edinburgh ' Sink of improved type, in Vulcan Fireclay, with rolled edge and 
combined open overflow and waste at end. (No fittings.) White Glazed inside 
and out, or White inside and Buff our. 

Approx. Number 

OVERALL SIZES per ton weight 


18" X 15” x 8” (0746 x 0"35 х 0720) 40 
217 X 15” X 8” (0%53 X 9738 хо ог) 39 
2 " x 15” x 87 (0761 x 0738 x 020) 32 
27 x 17" x 9^ ("60 x o"43 x 0723) 2 
30” X 17" X 07 (0776 х o"43 х 0723) 21 
30" x 17" х g" (v"92 х o"43 X 0723) 18 


Extras 
If with brass grated waste, and union for lead, 11” (38%) or 2” (51). 
If with plug and chain brass waste, and union for lead, 11” (3874) or 2" (51%). 
If with hardwood strip on front edge, per lineal foot (39974) or part of foot. 


No. X.2008. 


Standard Specification. 


x ч sink in V Firec Y in back corner. (No i 
Хо. X.2008. ‘ London ' Angle Sink in Vulcan Fireclay with outlet in bac 
j a8 fittings.) White Glazed inside and out, or While inside and Buff out. 


Approx. Number 


OVERALL SIZES per ton weight 
24" x 1g" x 5” (9761 X оч x 9713) 56 
28" x 20" X 5” (9"71 x O75! x 0713) 39 
Extras 


" "opum 
i 2 ated waste, and union for lead, 1% (38%) or 2 (51%). 
tf ЯЛ Emu cam brass waste, and union for lead, 1i (3874) or 2” (51%). 
If with hardwood strip оп front edge, per lineal foot (300%) or part of foot. 


For prices see appendix 
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DOULTON FIRECLAY SINKS 


слет фагы | 


cd 


No. X.4270. 


Standard Specification. 

No. X.4270. ‘ Manchester ’ Combination Sink and Drainer in Vulcan Fireclay, with plain 
edge, combined open overflow and waste at end. (No supports or fittings.) 
White Glazed inside and out, or White inside and Buff out. 


Approx. Number 


OVERALL SIZES per ton weight 
зо” x 18" х gl" (0776 x o"46 х 0724) 16 
33" x 18” x 91^" (094 х 0746 х 0724) 14 
30" x 18" X gl" (070: x 976 x O24) 12 
36" x 217 х gh” (970: х 0753 X 0"24) 9 
2" x 21” х gi" (1707 х 0553 X 0724) 8 
48" х 21" x gl" (1742 х 0753 x 0724) 7 


: No. X.1965. 
E Standard Specification. 


No. Х.1065. Combination Sink and Drainer in Vulcan Fireclay, with rolled edge, combined 
open overflow and waste at end. (No supports or fittings.) White Glazed 
inside and out, or White inside and Buff out. 


Г 
| Approx. Number 
8 OVERALL SIZES per ton weight 
| 33, х 18^ х gi? (0"%+ x o"46 x оға) 13 
x 36" х 18" X oh” (0792 x 0"46 x 0724) II 
3 36" X 21" X ol" (979: x 053 x^o"ni) 9 
427 X 217 X 03 (170 х 0553 х 0724) 8 
48” x 21" x gl" (1722 x 0753 x 0724) 7 


Extras 


If with brass grated waste, and union for lead, 12” (38%) or 2" (51%). 

If with plug and chain brass waste, and union for um елі (33) ERU (51%). 
If with Brass Н. and C. Bib Valves, No. X.85L, 1^ (13%) or 2” (19%). 

If with hardwood strip on front edge, per lineal foot (300%) or part of foot. 


For prices see appendix 
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DOULTON FIRECLAY SINKS 


No. Х.1070. 


Standard. Specification. 


No. X.1970. * Belfast ' pattern Sink, with 6” (0535) skirting at back, in White Glazed 
Vulcan Fireclay, combined open overflow and waste in centre at back. (Хо 
supports or fittings.) 


Approx. Number 


OVERALL SIZES per ton weight 
зо” x20" X ro" X16” (0"76х 0751 xo" 25 X 0741) II 
36" X20” X 10" x 16” (2792 x "51 x o"25 < 0741) 9 
42" x 22" X 10" X 16" (1707 x 0536 x 0725 X 0741) 7 


No. X.1670. Sink Pedestals in White or Buff Glazed Vulcan Fireclay. 


Approx. Number 


OVERALL SIZES per ton weight 
20” X 15” х 6" (951 х o"48 x 9755) 43 
20" X ao" x 6” (Vs! x es! x 915) 36 
24" X 15" X 6" (о"бї x 0"38 х o"i5) 36 
24" X 20” x 6” (06 x OTS! х o"i5) 20 
Extras 


If with brass grated waste, and union for lead, 11^ (38%) or 2" (51% S 

If with plug d chain brass waste, and union for lead, 1j (2) or 2 (5) 
If with Brass Н, and С, Bib Valves, No, X.8sl., M. (1374) or 1 10%). 

(Е with hardwood strip оп front edge, per linen! foot (290%) or part of foot. 


For prices see appendix 
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No. X.1961. 


Standard. Specificution. 
No. X.1961. Double Sink in Vulcan Fireclay, White Glazed inside and outside, with 
6” (9"15) back and end skirtings in one piece, with improved open overflow, 
two outlets near centre, size 48^ X 24" X 10” overall (1742 X 0761 x 0725), 
(No supports or fittings.) 
No. X.1962. Double Sink in Vulcan Fireclay, White Glazed inside and outside, as above, 
but without skirtings, size 48" X 24" X 10” overall (1722 X 0"61 x o"25). 
No. X.19624. Ditto ditto, but 42” x 24" X 10" overall (1707 x 0701 x 0725), 
А Extras 
Хо. X.1374. Combination Supply Fitting for Double Sink, as illustrated, with 3" (13%) 
Brass Hot and Cold Valves with smooth bodies, wall mounts, connecting 
piece and swing arm. 
Хо. X.1670. Pedestals in White Glazed Vulcan Fireclay, 20"X20" X6" (o"s!xo"s1xo"15) 
Ditto Ditto Ditto 24"X20" X6" (0761x0751 x o"15) 
Хо. X.1984A. 13” (38%) plugs, brass waste, chain and union for lead, per set of Two. 


No. X.1995. Хо. X.1995A. 
Standard Specification. 
Хо. X.1995. White Glazed Vulcan Fireclay Fluted Sink Drainer, 24" x 17” (0761 x 0743), 
having upstand on back, front and one end. Хо supports. 
No. X.1995. Ditto, but 36" x 17” (o"o? x o"43). 
No. X.1995A. Oiled Teak-wood Fluted Drainer, 24" x 18” (076: x 976), without upstand. 
These Teak Drainers can be supplied to any size required. 
Extra for painted cantilevers to support Drainers. 
For Prices and Sizes of Sinks see pages 130, 131, etc. | 


For prices see appendix 
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DOULTON LABORATORY SINKS 


Хо. X.1652. Хо. Х.1603. Хо. Х.1651. 
Standard Specification, 


No. N.1651. Laboratory Sink, in Vulcan Fireclay, with single rim, 1” (1374) projection all 
round, outlet for 117 (3275) waste in centre at end, white inside and buff outside. 


No. X.1652. Ditto ditto but with plain edge. 


Outside Sizes 


12" X 10" X 7” (0739 x 0755 х 0"18) 
I2" X 12” X 7” (o"so х 0730 x 0718) 
16" X 11” X 72" (o"4 x 9728 x 0718) 
17” X 13" X 7” (o"43 x 9733 x o"i8) 
207 X 12” X 7” (o"s! х 07% x o"i8) | 
23" X 14" X 7" (0738 x 0736 x o"18) | 


No. X.1662. Laboratory Receiver, in Vulcan Fireclay, white inside and buff outside, with 
syphon outlet and inspection cork, 13"X 13" X 13" outside (9733 x 9733 x 9733) 


No. X.1663. Ditto without inspection cork. | 


No. X.1659. No. X.1665. No. X.1669. 


Standard Specification. 
Хо. Х.1650. Laboratory Sink, in Vulcan Fireclay, white inside and buff outside, rolled edge 


and 6” (o"15) back skirting. Ч 
Outside sizes under roll. Ч 
12” X 10” X 7” (o"3o х 9725 x 0718) | 
16” X их 7 (0741 x o"28 х 8213) n 
17” X 13" X 7" (933 x 933 хо 18) 
Ё 3,45% 22 Үл Hea Ё sd semis 
Yo. X. . Laboratory Sink, in Vulcan Fireclay, white inside and buff outside, vit : 
Bo: 1600 circular РДЕ апа lugs to screw to bench, size outside 16" x 10" X 10" Қ 


(ои х о"25 X 0725). 
No. X.1665. Laboratory Receiver, іп Vulcan Fireclay, white inside and buff outside, with 
к ordinary horn outlet (no syphon). 


ES ” x 8” x 7” (03o x о“о x onis) 
onei p 12, X do" x &" (очув x etus x 0%) 


а 24” X 10" x 8" (96 x o"25 x 0"20) 
Ч These sinks, etc., will only be stocked unbadged. 


For prices sce appendix 
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DOULTON WASH TUBS 


Хо. X.1973- 

Standard. Specification. 

No. X.1973. White Glazed Vulcan Fireclay Wash Tubs, with rolled edge and overlap joint, 
supported on White Glazed Vulcan Fireclay Pedestals, 20" (0751) high. (No 
fittings.) In Single Sets, or in Ranges of 2 tubs or more. 

OVERALL SIZES 
24" X 20" X 15” (076: x o"s! x 0738) 
30" X 20" X 15” (076 х o"s! x 0738) 
Extras 

If with plug and chain brass waste, and union for lead, 117 (38%) or 2" (31%). 

If with Brass H. and C. Bib Valves, Мо. X.85L, 4” (13%) or $^ (19%). 

If with hardwood strip on front edge, per lineal foot (300%) or part of foot. 


No. X.1976. 


Standard Specification. І 
Ко. X.1976. White Glazed Vulcan Fireclay * Villa’ Combination Wash Tub and Sink. 
(No fittings.) White glazed inside and out, or white inside and buff out. 
OVERALL SIZES 2 
Wash Tub 247 X 20" X 15” (076: x o"s! x 0738) 
Sink 24" X 20" x 10” (o"61 x о"5і x 755) 
Е Ехігаѕ 
If with plug and chain waste, and union for lead, 12” (38%) or 2” (51%). 
If with painted cast-iron cantilevers. 
If with painted iron legs and bands to wall, as illustrated. 


For prices see appendix 
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DOULTON FIRECLAY SINKS 


| un 


No. Х.08. 
Standard Specification, 


No. X.98. ' Best's” Slop Sink in White Glazed Vulcan Fireclay, with projecting rim all 
round, base sloping to central spigot outlet 4" (o"ro) diameter. Size 28" x 17" 
(077: x 9733) overall, 6” (0715) deep outside at edge, 73" (0719) deep inside ас 
centre. (No fittings.) 


No. X.984A. Ditto Ditto but 17" X 17” (0743 X 9743) overall. 


No. X.1990- 


Standard Specification. ! 
і ? /- ink dge, with 

i жа Vulcan Fireclay Cleaners Draw off Sink, rolled edge, h 
4525004 ids on front edge, КОП iron hinged bucket grating, and 1} 


(32%) brass grated washer to outlet. 
iz " x 14" X 8' deep | 12" back 
Overall Sizes (one 53 oy S 255) 


Extras 


ing i i ized Iron. 
гі Grating in Brass instead of Galvanized y 3 
n ЫН CH end t. Bib Valves, No. X.85L, 4” (13%) or 2" (9%). 


For prices see appendix 
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DOULTON SLOP SINKS 


No. X.492. 


No. X.714- 


Note.—If required with “Р” Trap this must be definitely stated on order. 


Standard. Specification. 

No. X.714. White Glazed Vulcan Fireclay Pedestal Slop Sink, with vented “5” Trap, 
hardwood strip on front edge, vertical inlet and flushing rim, 3” (07075) skirting 
at back and sides, porcelain enamelled removable grid in outlet, galvanized 
hinged bucket grating, 2 gallon (о litres) painted cast iron ‘Speedwell’ Cistern, 
cover and brackets, brass chain and ebonized pull. No valves or pipes included. 


OVERALL SIZES Dia. of 
Height Length Width Outlet 
175” (o"43) 1*6" (0"46) 175” (043) 3” (07075) 
No. X.492. White Glazed Vulcan Fireclay Angular Slop Sink, all complete exactly as 
specified above. 


OVERALL SIZES Dia. of 
Height ^ Projection Width Sides Outlet 


1'5" (043) 1707 (053) 2 of” (0763) 1 54” (o"44) 3” (0075) 
If without hardwood strip on front edge, deduct 


Extras 


If with Bucket Grating in Brass instead of Galvanized Iron. 

If with Brass Н. and C. Valves and wall mounts, 3^ (13%) or 3^ (19%). 
- If with cistern, cover and brackets White Porcelain Enamelled. 

If with Galvanized Steel Flush Pipe and clip. No. X.714 or No. X.492- 

If with White Enamelled Ditto ^ Ditto No. X.714 or No. X.492. 


For prices see appendix 


ROYAL b. 


= СС-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Doulton MRIZESEI EMEN se ott 


Funding: IKS/Tattva Heritage. Digitization: Sarayu Trust/eGangotri 
141 


DOULTON SLOP SINKS 


No. X.4338. 


Note.—This Sink can be supplied with Pedestal 5" or “Р” Trap, but unless specially ordered wi 
supplied as illustrated with * Р” trap (no pedestal). : чаре ышы танды 


Standard Specification. | 

No. Х.4338. White Glazed Vulcan Fireclay Slop Sink with “Р” trap, 3” (75%) skirting | 
at back and sides, hardwood strip on front edge, white porcelain enamelled | 
iron removable grating in outlet, galvanized hinged bucket grating, 3 Gallon | 
(13-5 Litres) white porcelain enamelled * Speedwell' cistern, cover, and | 
brackets, brass chain and pottery handle, silent ball valve, 3" (13%) brass hot 
and cold screw down smooth body bib valves and mounts to fix to wall. Sink 
supported on white porcelain enamelled iron cantilevers to build into wall. i 
(No flush pipe). 

Extras. 

If with Galvanized Steel Flush Pipe and brass clip to keep same clear of wall. 

If with White Porcelain Enamelled Flush Pipe and brass clip to keep same clear of wall. 

If with Polished Brass Ditto Ditto Ditto 

If with Polished Brass Bucket Grating. 

If with 2” (19%) Brass Valves and Mounts. 

If Brass Fittings Nickel Plated. 


APPROXIMATE OVERALL SIZES. 


PROJECTION. WIDTH. 
I 0” 2” о” 
(0553) (0"61) 

HEIGHT OF 

HEIGHT. SKIRTING. 
1’ 61" 3 
(o"47) (0"075) 

OUTLET 
” 
3% 
(8259) 


For prices see appendix 
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DOULTON FIRECLAY SINKS 


No. X.4306. 


Note.—These sinks can be supplied either as illustrated, or opposite hand; also with “Р” Trap if desired. 
Unless definite instructions given on order, sinks will be sent as illustrated, including “5” Trap. 


Standard Specification. 

No. X.4306. White Glazed Vulcan Fireclay Combined Slop and Wash-up Sink, with 4” 
(0710) back skirting in one piece, and with ‘S’ trap, White Vulcan Fireclay 
Pedestal support, two hardwood strips on front edge, porcelain enamelled grid 
to outlet, galvanized hinged bucket grating, 11” (38%) plug waste (waste from 
wash-up sink drains into slop sink), 2 gallon (о litres) painted cast iron 
* Speedwell * Cistern, cover and brackets, brass chain and ebonized pull. (Мо 
valves or pipes included.) Sink 4' o" (1722) long. 


No. X.4306A. Ditto, but 3° б” (1797) long. 
No. X.4307. Combined Slop and Wash-up Sink, all complete as above, but sink without 
skirting, with painted cast iron cantilever support instead of Pedestal. Sink 
4 o" (1722) long. 
No. X.4307A. Ditto, but 3° 6” (1797) long. 
OVERALL SIZES 


Depth of Dia. of 
Length. Width. Wash-up Sink Outlet 
No. X.4306/7 48” (1722) 20” (0751) о” (0733) 3" (07055 
Extras. 
If with Bucket Grating in Brass instead of Galvanized Iron. 
If with Brass Н. and C. Bib Valves and wall mounts, 27 (13%) or 2” (1974). 
If with cistern, cover and brackets White Porcelain Enamelled. 


If with Galvanized Steel Flush Pipe and clip. 
If with White Enamelled Ditto Ditto. 


For prices see appendix 
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DOULTON SINK FITTINGS 


. X.1982A. 


do. 


- X.1984A. 


do. 
do. 


. Х.1088. 
. Х.1087. 
. X.1818. 


. X.1818A. 


. X.85L. 


. X.85L. 
. X.86L. 
. X.86L. 


. X.1977l-. 


. X.19771-. 


12” (38%) Grated Waste, with union for lead, Brass or Nickel Plated. 

2" (51%) ditto ditto ditto 

13” (32%) Plug and chain Waste, with union for lead, Brass ог 
Nickel Plated. 

117 (38%) ditto ditto ditto 

2" (51%) ditto ditto ditto 


Hinged Overflow Grating, Brass or Nickel Plated. 

Hinged Slop-sink Grating, Brass or Nickel Plated, or in Galvanized Iron. 
Cast iron Cantilevers to build into wall to support Sinks or other Гїгссїау 
ware up to 18" (0746) wide, Painted, Galvanized, or Porcelain Enamelled. 
Ditto for Sinks, etc., over 18” (0746) and up to 24" (0701) wide, ditto ditto 
Cast iron Cantilevers to screw to wall. Same prices as No. X.1818. 


No. Х.851.. 


No. X.1977L. No. X.86L. 
1^ (13%) Screw down Bib Valves, capstan head, screwed for iron, Brass or 


Nickel Plated. ditto ditto 


3” (19%) ditto 

2 . . 

1^ (13%) ditto, smooth body ditto ditto 

9” (19%) ditto ditto ditto E 

3 with union for lead, to suit either 


tal] Mount. as illustrated, z 
> x aol. OX ROL valves, Brass or Nickel Plated. Extra to valve. 


А Р ditto ditto 
а” (19%) ditto 


For prices see appendix 
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DOULTON 
PORCELAIN ENAMELLED VALVES 
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| Хо. X.4399. Хо. X.4399D. 
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Ко. Х.4300В. Хо. X.4399C. Хо. X.4399BX. 
White Porcelain Enamelled Valves were originally manufactured and supplied by us to the new King's 
College Hospital, London, in 1915; since then many improvements have been embndied. 
Standard Specification. 


No. Х.4300- Bib Valve for Sinks, etc., with brass interiors, and White Porcelain 
Enamelled Cast Iron Casing and Head. Іп 17 (13%) and 37 (19%) sizes. 


Хо. X.4399D. Ditto, with flanged wall mount in one piece. Іп 1” (13%) and 3” (10%) 
sizes. 


No. X.4399A. Ditto, with long bib for Baths, 1” (25%) size. 


No. X.4399B. Pillar Valve for Lavatories, as above, 1” (13%) size, including brass union 
for lead pipe. 


No. X.4399C. Ditto ditto for Baths, 3” (19%) size. 


No. X.4399BX. Pillar Valve for Lavatories, as above, 1^ (13%) size, with exposed nickel 
ШЕН spindle and nut, with special porcelain enamelled iron head as illus- 
trated. 

Nole.—lf any of above valves are required with special head, and plated spindle, etc., as 
No. X.4399BX, add the letter * X * immediately after the List Number. 


The use of these valves effects a very great economy of labour, as the necessity for using 
metal polish is entirely eliminated, the fittings being cleaned easily with a damp cloth. 


For prices see appendix 
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HOSPITAL EQUIPMENT 
SECTION 


ДЕ the following pages will be found details of 

Selected Items of Doulton Hospital Equip- 
ment. It is not possible to illustrate or 
describe the full range of Sanitary Fittings 
suitable for Hospital use manufactured by us, 
within the scope of this section. 


Attention is called to the fact that numerous 
types of Baths, Lavatories, Sinks, etc., illustrated 
in their respective sections are eminently suitable 
for Hospitals and similar Institutions. 


Below is a selected list of Important Hospitals 
recently equipped by Doulton & Co. :— 


WESTMINSTER HOSPITAL, LONDON. 

KING'S COLLEGE HOSPITAL, LONDON. 

ROYAL NORTHERN HOSPITAL, LONDON. 
WATFORD MEMORIAL HOSPITAL. 

NORFOLK AND NORWICH HOSPITAL. 

ROYAL SURREY COUNTY HOSPITAL. 

WEST KENT GENERAL HOSPITAL. 

CHILDREN'S HOSPITAL, BIRMINGHAM. 

ROYAL AND WESTERN INFIRMARIES, GLASGOW. 
YEOVIL HOSPITAL. 

ROYAL GWENT HOSPITAL, NEWPORT. 
LOWESTOFT HOSPITAL. 

EVELYN HOSPITAL, CAMBRIDGE. 

KING EDWARD VII SANATORIUM, MIDHURST. 
ROYAL CHILDREN'S HOSPITAL, GLASGOW. 
GOVAN HOSPITAL, GLASGOW. 

KNIGHTSWOOD HOSPITAL, GLASGOW. 
CHILDREN'S HOSPITAL, NOTTINGHAM. 
MEMORIAL HOSPITAL, LEITH. 
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Standard Specification. 
No. X.H.1832. Cast iron Parallel Bath, 


No. X.H.1832. D (ey же 17112 ХІ у SC 


Ко. X.H.18324. 
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DOULTON HOSPITAL BATH 


No. X.H.1§32. 


white porcelain enamelled inside and on roll, plain 
painted outside, with plain pattern feet, 47 (19%) brass smooth body hot and 
cold pillar valves No. 1569L, 14” (38%) plug with brass waste and chain, 
and trap to outlet with inspection cap, 14” (38%) brass hinged overflow. 
Outlet and overflow have connections for lead pipe. 


Extras 
If with brass fittings Nickel Plated. 


If with 1” (25%) Valves, Brass or Nickel Plated. 


If with 2" (51%) Waste, Brass or Nickel Plated. 
If with 2” (19%) White Porcelain Enamelled Pillar Valves as No. X.4399C. 


If with Waste outlet (not chain) and 13” (32%) overflow (not hinged) in 


White Porcelain Enamelled Iron. 
If with connection on trap to receive pipe from Overflow connection. 


INSIDE SIZES OVERALL SIZES 
Length Width Depth Length Width Depth Roll 
5 6” x 2” 5^ x 1” 11” 3” 
(3552) (0"58) (0743) (1768) (09774) (9758) (07075) 
БИО тг 1252 (бйз ПОПУ x TOTTI 37 
(1768) (o"58) (043) (1783) (0774) (0751) (07075) 


l'or prices see appendix 
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DOULTON 'AQUAVOS' BATH 


FOR HOSPITAL USE 


A good quality bath, especially suitable for Hospital изе. 
This bath has a large recess at waste end, with a combined standing waste and overflow fitting, which 
can be easily removed for cleaning purposes. In conjunction with the recess is a special soap shelf 
made in one piece with the bath, which eliminates the use of a separate fixture. 


Standard Specification. 

No. X.H.1534F. Cast iron parallel * Aquavos ' Bath, with rolled edge and soap shelf at end, 
white porcelain enamelled inside, plain painted outside, 1” (2575) hot and 
cold smooth body screw down valves, 2" (51%) combined standing waste 
and overflow, with glass enamelled iron trap and union. (Fittings polished 


brass). 
Extra.—If with fittings Nickel Plated. 
INSIDE SIZES. OVERALL SIZES. 
LENGTH WIDTH DEPTH LENGTH WIDTH DEPTII ROLL 
, 6" г 10” ,: ” , ” 2” zr 2” о” 2 ” 
(1568) (0756) (0746) (1791) (069) (0761) (07064) 
This type of Bath can also be supplied in the following sizes:— 
LENGTH LENGTH WIDTH DEPTH 
INSIDE OVERALL INSIDE INSIDE ROLL 
No. X.H.1534C. ... 02. sg 6" 6” 6" 2' o" r 6" 4” 
(0761) (046) (6710) 
Хо. X.H.1534D. ... 2’ o" ' 6" d 
(0761) (846) | (97075) 
Ко. X.H.1534H. ...  ... 2’ o" r 6” 3" 
(0"6:) (0746) (97075) 
For prices see appendix Ч 
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DOULTON ‘BESWARD’ BATH 


FOR HOSPITALS 


Standard Specification. 

No. X.4398. Cast iron Parallel Portable ' Besward ' Bath, with rolled edge, white 
porcelain enamelled inside, plain painted out, four india-rubber tyred wheels 
and foot action brake arrangement, wrought iron handle, 1” (25%) brass 
screw-down valve for outlet. : 


INSIDE SIZES OVERALL SIZES 
Length. Width. Depth. Length. Width. Height. Roll. 
No. X.4398 Жаз ере 859 5 o^ AB st тт” Ч 
(1537) (0758) (0743) (1732) (0774) (058) (o"o75 
No. X.4398A 5i o” 1” 11” Ta 58 52 6” 2' cd г’ 11” „ 
{ (1752) (0758) (0743) (1768) (0"74) (0"58) (o"o75) 
Г ! Мо. X.4398B Б 6” 1 11” , ” 6 о” 2” ^H Y 117 ”, 
H (79) (з) (з) (85) (з) (6%) (вбо% 
р 
р 
б Ехггаѕ. 
D If with Bath white porcelain enamelled outside. 
Е If Brass fittings Nickel Plated. 


3” (19%) hot and cold smooth body bib valves and wall mounts, brass or nickel plated. 


1” (25%) зз » » » ” ” ” ” 
No. X.1378 White Fireclay Floor Tray 18" X 151" (2746 x 979) for emptying bath, with 
grid waste in brass, or nickel plated. Illustrated on page 164. 


For prices see appendix 
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DOULTON ‘RADIAL’ BATH 


FOR HOSPITAL USE 


No. Х.4430. 


As will be seen on plan, this Bath can be swung away from the wall, a most useful fcature in cases 
where patients have to be lifted in and out ef Bath. Wall and floor spaces are also made readily accessible 
end can bc kept rigorously clean. 


Standard. Specification. 


No. X.4430. Cast iron Parallel Pivoting * Radial’ Bath, with rolled edge, white porcelain 
enamelled inside, plain-painted outside, 2" (51%) plug waste, with pivot joint 
and glass enamelled iron trap, rubber-tyred wheels and foot brake. 


INSIDE SIZES OVERALL SIZES 
Length. Width. Depth. Length. Width. Height. Roll. 
No. X.4430 4 6" г 11^ I Б” 5 „ 2” Б r тї” 3” 
(з) | (es) (з) (гә) (са) | (978) (97) 
No. X.4430A 5” ” 1 117 Y Б ^ 6" 2” Бе d II 3" 
(1752) (58) (0743) ( 1"68) (0774) (0758) (97075) 
No. X.4430B 5 6” 17 11” , ” 6 о” > ” 12 I ^ 3" 


I Жб 1 
(1763) (0"58) (o"43) (1783) (0771) (0"58) (0"075) 


Extras. 


if with Hand Brake arrangement working through roll as inset. 


if шан 502 vox! white porcelain enamelled valves with Porcelain grips (shanks screwed 
or iron 


if with Bath white porcelain enamelled outside. 


PLAN OF BATH SECTION OF OUTLET 


For prices see appendix 
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DOULTON ‘WESTERN’ BATH 


FOR HOSPITAL USE 


No. X.4431- 


This bath has been specially designed to meet the suggestions of Dr. D. J. Mackintosh, Medical 
Superintendent of the Western Infirmary, Glasgow, the well-known authority and adviser on hospital 
construction. 

Made with recess at end for standing waste, both the inside and outside are white porcelain enamelled, 
presenting an entirely clean and smooth surface, which prevents the harbouring of dirt and allows of easy 
cleaning; also, as will be seen from plan below, this bath, which is pivoted from the waste, moves оп two 
rubber wheels, with brake to stop same at the desired position, and can be swung away from the wall, a 
most useful feature in cases where patients have to be lifted in and out of the bath. Walls and floor 


spaces are also readily accessible and can be kept rigorously clean. 
The supply to bath is through a special non-scalding mixing valve actuated by a loose key, and so 
arranged to give cold, tepid and hot water as desired. Тһе cold water necessarily being turned on first 
f obviates any danger of scalding the patient. 
| The outlet to bath ensures a quick discharge, a very important consideration in Public Institutions. 


> Standard Specification. 

No. X.4431. Cast iron Parallel Pivoting Bath, with recess at end, white porcelain 

n enamelled inside and outside, 2" (51%) polished brass standing waste and 
ы overflow, revolving joint, Glass Enamelled Cast iron trap with cleansing screw 
iu" and union, 1” (25%) polished brass patent anti-scalding mixing valve with 
2 loose key and wall bracket, unions for lead, Indiarubber tyred wheels with 


foot action brake. 


Ч 

s Extras. 

A " : 

Ё If with exposed brass work nickel plated. 

a If with support from valve to floor and supply pipes to floor as inset, Brass or Plated. 

{3 

2 INSIDE SIZES. OVERALL SIZES. 
LENGTH WIDTH DEPTH LENGTH WIDTII HEIGHT ROLL 
5 ” 2 о” т” ” 7 ” , ССА 2 ” 37 
(1”68) (0761) (9746) (1783) (o"o75) 


For prices see appendix 
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DOULTON CORBEL CLOSET 


$ 


i 
Ж | 


= i 
-IDON 


Standard Specification. No. X.1062 
No. X.1062. White Glazed Vulcan Fireclay Corbel Closet for fixing clear of floor, with 


extension for building into wall, and * Р’ trap іп one piece, double thickness 
polished mahogany seat and brass hinges, 3 gallon (13-5 litres) “ Paisley’ 
syphon cistern with White Glazed Vulcan Fireclay shell and cover, with silent 
ball valve, white porcelain enamelled cast iron brackets, brass chain pull and 
white pottery handle; no llushpipe. 


No. X.1062A. Closet Set as above, but without extension into wall, closet supported on 


porcelain enamelled cast iron cantilevers to build into wall. 
Extras 
If brass fittings Nickel Plated. 
If brass or plated chain guide. 
If White Porcelain Enamelled Flushpipe. as illustrated, with brass clip to hold 
same clear of wall. 
If ditto ditto, but plated clip. 
If with oiled teak seat in lieu of mahogany. 


Noie.—Cistern can be supplied with White Porcelain enamelled shell and cover 
and also with centre bracket as illustrated on page 152. 


— ——2234 —— 


For prices see appendix 
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DOULTON WATER CLOSETS 


FOR HOSPITAL USE 


No. X.H.847C. No. X.H.698. 


Note.—Unless otherwise ordered, these closets will be supplied as illustrated with vented “6! trap. 


Standard Specification. 

No. X.H.847C. White glazed Vulcan Fireclay “ Simplicitas ' Closet, double thickness 
polished mahogany seat and brass hinges, 3 gallon (13:5 Litres) cast iron 
white porcelain enamelled * Paisley ' Cistern, cover, and centre bracket, 
silent ball valve, brass chain pull and pottery handle, brass pull guide (no 
flush pipe). 

No. X.H.698. White glazed Queensware ' Simpact' Closet, double thickness polished 
mahogany seat and brass hinges, 3 gallon (13:5 Litres) cast iron white 
porcelain enamelled * Speedwell * Cistern, cover, and centre bracket, silent ball 
valve, brass chain pull and pottery handle, brass pull guide (no flush pipe). 

2 Gallon Cisterns can be supplied if desired. 
Extras. 
White Porcelain Enamelled Flush Pipe, 23 illustrated, with brass clip to hold same clear of wall and with 


inlet connection. 
Polished Brass Flush Pipe, clip and inlet connection. АП brass fittings nickel plated. 


' Simplicitas. '- * Simpact.’ 
For prices see appendix 
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DOULTON HOSPITAL LAVATORY 


No. X.4396. 


ghis Lavatory is specially suitable for Operating Theatres, cte., and is glazed all over and all corners 
rounded. 


Standard Specification. 


No. X.4396. White Queensware Lavatory with recessed basin, having 11” (3874) brass 
grated outlet, white porcelain enamelled iron “Р ' trap to outlet, 1^ (13%) 
brass wrist-action hot and cold smooth body valves with wall mounts, with 
bent unions for lead pipe, the valves connected to a central spray rose over 
basin, supported on white porcelain enamelled iron cantilevers for building 
into wall, and to keep lavatory 3" (7574) clear of wall. 


No. X.4396B. Lavatory as above, but with vulcanite and aluminium removable combined 
standing waste and overflow, with hook for same as with No. Х.1133В. 


Extras. 


If with brass fittings Nickel Plated, No. X.4396. 
If with brass fittings Nickel Plated, No. Х.4306В. 
If with White porcelain enamelled waste pipe instead of trap (as No. X.4390)- 


OVERALL SIZE 
OF LAVATORY 
24" X 20" 
(o"61 x 051) 


INSIDE SIZE 
OF BASIN 
18" x 12" 

(0746 х 0"31) 


For prices see appendix 
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Хо. X.1133B. 


The Lavatory as illustrated is specially suitable for use in Hospital Wards, etc. | Fitted with brass 
valves having smooth bodies, all iron work is white porcelain enamelled, and the Lavatory is glazed all 
over, and designed to stand clear of wall. 


- Standard Specification. 

Хо. X.1133B. White Glazed Vulcan Fireclay Lavatory, round fronted, with vulcanite and 
aluminium removable combined standing waste and overflow, with hook for 
same, 4” (13%) brass hot and cold screw down No. 1569H. smooth body 
valves, supported on white porcelain enamelled iron cantilevers for building 
into wall, and to keep Lavatory 3" (75%) clear of wall. (Trap and waste 
pipe not included). 


No. X.1133. Lavatory all as above, but in White Queensware. 


Extras. 


If with brass fittings, Nickel Plated. 

If with 12” (38%) brass trap with pipe to floor, and floor flange. 

If with Ditto, Nickel Plated. 

If with No. X.4399B White Porcelain Enamelled Valves, as No. X.4390. 


OVERALL SIZE 

OF LAVATORY, 
. 2 4” х 20” 

(0"01 x 0551) 


INSIDE SIZE 
OF BASIN. 
” ” 
19 X 14 
(0745 x 930) 


For prices see appendix 
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DOULTON HOSPITAL LAVATORY 
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CEDE 


No. Х.4300- 


This Lavatory is specially suitable for use in Hospital Wards, etc. 


Standard Specification. 

No. X.4390. White Queensware Lavatory with recessed basin, having 11” (38%) vulcanite 
and aluminium removable combined standing waste and overflow, with hook 
for same, white porcelain enamelled iron waste pipe, 1” (13%) No. 4399BX 
white porcelain enamelled hot and cold valves, supported on white porcelain 
enamelled iron cantilevers for building into wall, and to keep lavatory 3" (75%) 
clear of wall. 


No. X.4390A. Lavatory as above, but with No. 1569H brass smooth body valves, as with 
No. X.1133B. 


Extras. 


If with brass fittings Nickel Plated, No. Х.4300. 

If with brass fittings Nickel Plated, No. Х.4300А. 

If with white porcelain enamelled iron trap, instead of waste pipe (as No. 
X.4306). 

If with brass, or Nickel Plated trap with pipe to floor, instead of waste pipe 
(as No. X.1133B). 


OVERALL SIZE 
OF LAVATORY 
27" X 20” 

(0769 x 0751) 


INSIDE SIZE 
OF BASIN 

20" X 144” 
(0"5: X 0737) 


For prices see appendix 
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DOULTON HOSPITAL LAVATORY 


No. X.1299. 


This Lavatory is specially suitable for Operating Theatres, etc., and is glazed all over, and all corners rounded. 


Standard Specification. 


No. X.1299. White Queensware Lavatory with recessed basin, having 13" (38%) brass 
grated outlet, white porcelain enamelled iron waste pipe, 4” (13%) brass 
mixing valve with wrist-action lever, with spray rose over basin, bent unions 
for lead pipe, supported on white porcelain enamelled iron cantilevers for 
building into wall, and to keep lavatory 3” (75%) clear of wall. 


No. X.1299A. Lavatory all as above but in White Glazed Vulcan Fireclay. 


Extras. 


If with brass fittings Nickel Plated. 

If with standing waste and overflow as X.4434. 

If with brass or nickel plated trap with pipe to floor, in lieu of enamelled iron 
waste pipe. 


OVERALL SIZE 

OF LAVATORY 
” ” 1 

30” X 23 LORD ETIN 


(0"56 х o"58) 584% 3767» 


INSIDE SIZE 
OF BASIN 


21" X 143” 
(953 X 0737) 


For prices see appendix 
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DOULTON HOSPITAL LAVATORY 


сш ГГ - ------------------- 


Хо. Х.4434- 


Especially designed for Hospital use, for the Operating Theatre, etc. The Basin, which stands clear of 
wall, is of strong White Glazed Queensware of simple design. АП parts are exposed and glazed so that the 
can be easily cleaned. The supply to Basin is through a Patent Anti-scalding Mixing Valve, giving Cold, 
Tepid and Hot Water as required, with Wave Nozzle, and a Vulcanite ball on lever, actuated by moving 
lever with the arm. 


Standard Specification. 


Ng. Х.д434. White Queensware Lavatory, round fronted, with Vulcanite and Aluminiunx 
combined standing waste and overflow, with hook for same, 4” (132) 
brass mixing valve with lever handle, vulcanite ball, and wave, with wall 
flange, supported on white porcelain enamelled iron cantilevers for building 
into wall, and to keep basin 4” (75%) clear of wall. (Trap and waste pipe 
are not included). 


No. X.4434A. Lavatory all as above, but in White Glazed Vulcan Fireclay. 


Extras. 
If with brass fittings, Nickel Plated. 


If with 14” (38%) brass trap with pipe to floor and floor flange. 
If with Ditto, Nickel Plated. 


If with plain jet to valve instead of wave fitting. 


OVERALL SIZE 
OF LAVATORY. 


„ 


30” х 23 
(0776 X 0"58) 


INSIDE SIZE 
OF BASIN. 
21" X 14%” 

(o"53 х 97%) 


For prices see appendix 
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DOULTON HOSPITAL LAVATORY 


Ко. Х.1440- 


This improved Lavatory is specially suitable for Operating Theatres, etc. Made of strong White Glazed 
Fireclay with a slightly raised cove at back to Luild into wall so as to climinate any space for the accumulation 
of dirt. All parts are glazed, including the underside. | The fittings can be supplied as illustration or 
alternatively as shown with No. X.1448 Sink. 


` Standard Specification. 


No. X.1449. White Glazed Vulcan Fireclay Lavatory, with cove at back, fitted with 11^ 

(38%) Vulcanite and Aluminium removable combined standing waste and over- 

| flow, loose grating in waste, white porcelain enamelled iron * P ' trap to outlet, 

3” (13%) brass wrist action hot and cold smooth body valves with wall mounts 

and bent unions for lead, the valves connected to a central jet over basin, with 

! hook to suspend standing waste, lavatory supported on white porcelain 
f enamelled iron cantilevers to build into wall. 


| If with plug and chain waste, waste pipe, and wrist action separate bib valves, 
| as shown with No. X.1448, in lieu of standing waste, trap and combined supply 


| fitting. Reduction. 
í Extras. 

i If brass fittings nickel plated. (Ав illustrated above) 

| (As illustrated with No. X.1448) 

f E 

i A 


Д 


l H 
0 1 

Шырт 
! OVERALL SIZE ОЕ LAVATORY EA с. 
К 18" х 21” p] 
Ї 1 0746 о"-3 
(0746 x 0753 


INSIDE SIZE 


131" x 181" 
(0°35 х o"47 
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DOULTON HOSPITAL LAVATORY 


ӨЧ tr ttt gn 


a M 


No. X.1893B. 


Note.—lf required, these Basins can be supplied іп Ranges, for fixing 3” (7575) apart, with glass 
enamelled iron horizontal waste pipe and trap to each basin. 


. This Такао is chiefly supplied for the use of patients or for general use where a good quality basin 
is essential, 


Standard Specification. 


No. X.1893B. White Glazed Vulcan Ғігесіау Lavatory, square fronted, ‘D°’ shaped 
basin with open overflow, and brass hinged grating, 14” (32%) vulcanite 
plug, brass washer, chain and stay, 3” (13%) brass hot and cold screw down 
No. 1569H. smooth body valves, supported on white porcelain enamelled 
cantilevers to build into wall. . 


Extras. 


lf with brass fittings Nickel Plated. 
If with brass trap and pipe to floor and floor flange. 
If with Ditto Nickel Plated. 


OVERALL SIZE INSIDE SIZE HEIGHT OF 
OF LAVATORY. OF BASIN. SKIRTING. 
2 I " х 17” 16” х І Т ЗҮ. 
(0"53 x 943) (07431 х 0728) (9075) 
24" x 18" 18" x 12" ci 
(o"61 x o"46) (9746 x 0731) (9075) 
2 7” x 1 0” 20” х І 3” ” 
(6 х 048) (o"5! x 0733) (0075) 


For prices see appendix 
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DOULTON HOSPITAL LAVATORY 


No. X.4155. 


The hygienic qualities of this fitting make it eminently suitable for Hospital work, as well as general 


use. 
Made of strong white glazed Vulcan Fireclay, all parts are glazed, including the unseen portions 


underneath. 

The Basin stands clear of the wall, supported on white porcelain enamelled iron cantilevers. Тһе 
rubber plug fits into glazed outlet of basin, the usual grating being eliminated. The overflow 
is especially large so that the hand has access to any part. It can be easily kept clean. The outlet grating 
placed in the overflow chamber is removable. 

The capacity of the overflow is such that it is more than sufficient to deal with any flow the waste 


can cope with. 


Standard Specification. 

No. X.4155. White Glazed Vulcan Ғігесіау Lavatory, with large open overflow 
chamber, 5" x 317 (127% x 89%), rubber plug to outlet in basin with 
chain and chain stay, overflow fitted with brass washer with loose grating 
and knob, 1^ (13%) brass hot and cold screw down smooth body valves, 
No. 1569H, supported on white porcelain enamelled iron cantilevers to build 
into wall and to keep Lavatory 3" (7574) clear of wall. 


Extras. 
If with brass fittings Nickel Plated. 
If with 14” (38%) Brass trap and pipe to floor and floor flange. 
If with Ditto Nickel Plated. 


OVERALL SIZE INSIDE SIZE HEIGHT OF 
ОБ LAVATORY. OF BASIN. SKIRTING. 
No. X.4155. 22" X 20" 147 
(0"56 х 9751) (38%) 
Мо. X.4155A. 247 X 20” 117 
(0"бї х 0"5:) (38%) 
Ко. X.4155B. 20” X 18” 11^ 
(o5: x (38%) 


CC-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Digéfigation: Sarayu Trust/eGangotri 


DOULTON HOSPITAL SINK 


Standard. Specificalion. 


No. X.lL.2011. Improved “ Belfast ' pattern Sink, in White Glazed Vulcan Fireclay, with 
combined open overflow and outlet in centre of end, fitted with 14” (35%) 
plug, brass waste and chain, with union for lead pipe, 2” (13%) No. X.86 
brass smooth body hot and cold bib valves, with wall mounts, and unions 
for lead pipe, supported on white porcelain enamelled iron cantilevers for 


^n. - 
3h X 
7! 2% a 
pv | 
і 


Хо. Х.Н.2011. 


building into wall, to suit sink fixed against wall. 


If with 
If with 
If with 


ЇГ with 2" (19%) White Porcelain 
No. 


If with 
No 
If Sink 


2 X іс 
mu 27 
27, Х 18” 
30 Х 18 
БСБ 200 

” ” 

2 

36, 98 


OVERALL SIZES 


х 10 (o"61 x о" x O25 ) 

X 10" (o"69 x 9746 x o"25) 

х то“ (96 х o"46 x 0"25) 

X то” (9"76 X o"s! x 0725} 

X 10” (070: x очі x 0725) 

X 12" (1707 x o"61 x o"3o) 
Extras 


brass fittings Nickel Plated. 


" 
2 


(5174) waste fitting, Brass or Nickel Plated. 


a” (19%) Valves and Mounts, Brass or Nickel Plated. 


X 


a” 


. X.4399D. 


required to be fixed 3” (7574) clear of wall, with cantilevers to suit 


Enamelled Bib Valves, 


-4399: 
(9%) White Porcelain Enamelled Bib Valves with wall flange, 


e 
2 
z 
Б 
2 
2 
2 
” 
2 


For prices see appendix 
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DOULTON HOSPITAL SINKS 


No. X.1445- 


This sink is glazed both inside and 


outside, presenting an entirely clean and smooth surface. 


Standard Specification. 
No. X.1445. White Glazed Vulcan Fireclay rolled edge Sink, with recess at back, 


13” (38%) vulcanite and aluminium removable combined standing waste and 
overflow, 4” (13%) brass hot and cold screw down smooth body combined 
valves with central nozzle, wall flange and hook to suspend standing waste, 
sink supported on white porcelain enamelled iron cantilevers to build into 
wall and to keep sink (at recess) 13" (38%) clear of wall. (Trap and pipe 
not included). 

Extras. 
If with brass fittings Nickel Plated. 
If with 13^ (38%) Brass Trap, with pipe to floor, and floor flange. 
If with Ditto, Nickel Plated. 
If with 2” (19%) Valves, Brass or Nickel Plated. 


OVERALL SIZES. 
(excluding recess). 


No. X.1445 30" X 22" X 10" 
(0776 x 0"56 Х 0725) 


апа 


Мо. Х.1445А 24" X 18" X 10" 
(0"б: x 9746 x 0725) 


NOTE.—Detail Drawing is of small size sink 
24! х 18" x 1o", No. X.14454. For 
large size 30" X 22" x 10", No. X.1445, 
add 4" (о%10) to the projection of sink. 


For prices see appendix 


CC-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Digfization: Sarayu Trust/eGangotri 


DOULTON HOSPITAL SINK 
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Хо. Х.1448 


This Sink is eminently suitable for Hospital work as well as general use. Made of strong White 
Glazed Fireclay and with a slightly 1aised cove at back to build into wall so as to eliminate any space for 
the accumulation of dirt. АП parts are glazed, including the underside. 


Standard. Specification. 


No. X.1448. White Glazed Vulcan Fireclay Sink, with cove at back, fitted with 14” (38%) 
brass waste, rubber plug, chain and chain stay for screwing to wall, loose 
grating in waste, white porcelain enamelled iron waste pipe, à” (13%) brass 
smooth body hot and cold wrist action bib valves, with wall mounts and unions 
for lead, sink supported on white porcelain enamelled iron cantilevers for 
building into wall. 


Extras. 
If with 3^ valves and mounts in lieu of 17. 
If brass fittings nickel plated. (With 2” valves) 


(With 2” valves) 


OVERALL SIZE OF SINK 
30" X 20" 
(0"76 x 05!) 


INSIDE SIZE 


„ 


27" X 154° 
(o"69 x 0"39) 
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5 Standard Specification. 


Ч No. X.4453- Vulcan Fireclay Bench Sink with beaded rim, white glazed inside, buff glazed 
i outside, lugs for fixing to bench, 11 (3374) brass grated washer to outlet. 


| OVERALL SIZES. 
| 16" x 10" x 1 
("п x оз; x o"25) 


Standard Specification. 


No. X.1378. White Glazed Vulcan Fireclay Floor Tray, or Receiver, suitable for the empty- 
ing of Movable Baths as Хо. X.4398, etc., with 3" (75%) brass domed grating 
to outlet. н 
Height 
OVERALL sizes. о! Skirting 
18^ X 153” x 5” 21" 
(о746 x 979 х 0713) (o"o63) 


For brices see appendix 
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DOULTON FIRECLAY SINKS 


Хо. Х.08. 
Standard. Spccification. 
No. X.98. ' Best's’ Slop Sink in White Glazed Vulcan Fireclay, with projecting rim all 
round, base sloping то central spigot outlet 4” (0"10) diameter. Size 28” x 17” 
(071 х 0"43) overall, G" (9715) deep outside at edge, 71” (o"19) deep inside at 
сепіге. (No fittings.) 


No. X.98A. Ditto Ditto but 17" X r7" (0743 X 9"43) overall. 


| 


2 


== к= шш 


Хо. Х.1000. 


Standard. Specification. 4 
No. X. . White Glazed Vulcan Fireclay Cleaners' Draw-off Sink, rolled edge, with 
у 1998 hardwood strip оп front edge, galvanized iron hinged bucket grating, and 1} 


(32%) brass grated washer to outlet. 
` Overall Sizes 18" X 14" x 8” deep 12" back 
(946 х 0"36 х 9720) (030) 
Extras 


If with Bucket Grating іп Brass instead of 
If with Brass Н. and С. Bib Valves, No. X.85 


f Galvanized Iron. 
L, 17 (13%) or 17 (19%). 


For prices see appendix 
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9 No. X.714. No. X.492. 

b^ Note.—If required with ‘ P ' Trap this must be definitely stated on order. 


B Standard Specification. 

H Ко. X.714. White Glazed Vulcan Fireclay Pedestal Slop Sink, with vented “5” Trap, 
hardwood strip оп front edge, vertical inlet and flushing rim, 3” (07075) skirting 
at back and sides, porcelain enamelled removable grid in outlet, galvanized 
e hinged bucket grating, 2 gallon (о litres) painted cast iron ‘Speedwell’ Cistern, 
| cover and brackets, brass chain and ebonized pull. Ко valves or pipes included. 


б 3 
( OVERALL SIZES Dia. of 


: Height Length Width Outlet 
l 
b No. X.492. White Glazed Vulcan Fireclay Angular Slop Sink, all complete exactly as 
i specified above. 
OVERALL SIZES Dia. of ) 
; Height Projection Width Sides Outlet 


If without hardwood strip on front edge, deduct 


Extras 


If with Bucket Grating in Brass instead of Galvanized Iron. 

If with Brass Н. and C. Valves and wall mounts, 4” (13%) or 3” (19%). 
If with cistern, cover and brackets White Porcelain Enamelled. 

If with Galvanized Steel Flush Pipe and clip. No. X.714 or No. X.492. 
If with White Enamelled Ditto Ошо No. X.714 or No. X.492. 


For prices see appendix 
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DOULTON SLOP SINKS 


No. X.4338. 


Note.—This Sink can be supplied with Pedestal “6” or “Р” Trap, but unless specially ordered will be 
supplied as illustrated with “Р” trap (no pedestal). 


Standard Specification. 


No. Х.4338. 


White Glazed Vulcan Fireclay Slop Sink with * P' trap, 3” (75%) skirting 
at back and sides, hardwood strip on front edge, white porcelain enamelled - 
iron removable grating in outlet, galvanized hinged bucket grating, 3 Gallon 
(13:5 Litres) white porcelain enamelled “ Speedwell % cistern, cover, and 
brackets, brass chain and pottery handle, silent ball valve, 37 (13%) brass hot 
and cold screw down smooth body bib valves and mounts to fix to wall. Sink 
supported on white porcelain enamelled iron cantilevers to build into wall. 
(No flush pipe). 
Extras. 


If with Galvanized Steel Flush Pipe and brass clip to keep same clear of wall. 

If with White Porcelain Enamelled Flush Pipe and brass clip to keep: same clear of wall. 
If with Polished Brass Ditto Ditto Ditto 

If with Polished Brass Bucket Grating. 

If with 3” (19%) Brass Valves and Mounts. 

If Brass Fittings Nickel Plated. 


APPROXIMATE OVERALL SIZES. 


PROJECTION. WIDTH. 
І“ 0” 2” ” 
(053) (0761) 

HEIGHT OF 

HEIGIIT. SKIRTING. 

” 
r 6i" 
(0747) (97075 
OUTLET. 
” 
5 
(009) 


For prices see appendix 
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Note.—These sinks can be supplied either as illustrated, or opposite hand; also with “Р” Trap if desired 
Unless definite instructions given on order, sinks will be sent as illustrated, including * S" Trap. 


No. X.4306. 


ist Standard Specification. 

No. X.4306. White Glazed Vulcan Fireclay Combined Slop and Wash-up Sink, with 4 
(0510) back skirting in one piece, and with ‘S’ trap, White Vulcan Fireclay 
Pedestal support, two hardwood strips on front edge, porcelain enamelled grid 

BH to outlet, galvanized hinged bucket grating, 11” (38%) plug waste (waste [rom 

id wash-up sink drains into slop sink), 2 gallon (о litres) painted cast iron 

n А * Speedwell ' Cistern, cover and brackets, brass chain and ebonized pull. (No 

5 valves or pipes included.) Sink 4' о” (1722) long. 

No. X.4306A. Ditto, but 37 6” (1797) long. 

] No. X.4307. Combined Slop and Wash-up Sink, all complete as above, but sink without 

h skirting, with painted cast iron cantilever support instead of Pedestal. Sink 

4' о” (1722) long. 

{ Хо. X.4307A. Ditto, but 3’ 6” (1707) long. 


ig . OVERALL SIZES 
| Depth of Dia. of 
Length. Width. — Wash-up Sink Outlet 


No. X.4306/7 48” (722) 20" (ы) о” (033) 3” (0705) 


Extras. 
If with Bucket Grating in Brass instead of Galvanized Iron. 
If with Brass Н. and C. Bib Valves and wall mounts, 4” (1322) or 2” (19%). 
If with cistern, cover and brackets White Porcelain ЕпатеПей. 
If with Galvanized Steel Flush Pipe and clip. 
If with White Enamelled Ошо Ditto. 


„ 


For prices see appendix 
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Хо. Х.боо. 


Note.—Unless otherwise ordered, this sink will be supplied with *I'* trap on right as illustrated, Р 
trap on left with drainer on right may be had if required. Sink can be supplied with Pedestal * S* 
or “Р! trap, and also witk ordinary 557 trap, if specially ordered 


Standard. Specification. 

No. Х.боо. White Glazed Vulcan Fireclay Bed Pan and Urine Bottle Sink, with * БА 
trap іп one piece, also ramp inside to hold bed pan in position, supported on 
white porcelain enamelled cast iron cantilevers to build into wall, and to keep 
sink 3” (75%) clear of wall, зо” (9779) White Glazed Vulcan Fireclay Drainer 
supported on sink and white porcelain enamelled iron cantilever, 3 Gallon 
(135 Litres) white porcelain enamelled cast iron ‘ Speedwell ' syphon 
cistern, cover, and brackets, silent ball valve, brass chain pull and pottery 
handle, 1” (13%) brass screw down smooth body valve with pipe to rising jet, 
also 2” (13%) smooth body valve with swing nozzle. No llushpipe. 


Extras. 
If with Galvanized Steel Flush Pipe and brass clip to keep same clear of wall. 
If with White Porcelain Enamelled Ditto Ditto 
If with Polished Brass Ditto Ditto 
If brass fittings Nickel Plated. 
OVERALL SIZE LENGTH OF 
OF BEDPAN SINK. DRAINER. 
27" x 19" 30 
(o"69 x  0"48) (o^76) 


For prices see appendix 
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d DOULTON BED PAN SINK 


FOR HOSPITAL USE 


© 


No. X.700. 


The bed рап is cleaned by a rising jet worked by a treadle, and the same action discharges the flush 
tank; this ensures the thorough cleansing of the sink alter cach bed pan is washed. Тһе urine bottle is 
cleansed by a spray controlled by a weighted lever handle cold valve on right hand side of bed pan sink. 
Can be supplied with Pedestal 55" or “Р” Trap if specially ordered. 


Standard Specification. 

No. X.700. White Glazed Vulcan Fireclay Bed Pan and Urine Bottle Sink with “Р” trap 
in one piece, also ramp inside to hold bed pan in position, 27" x 19” (0769 x 
974%), supported on white porcelain enamelled cast iron cantilevers to build into 
wall and to keep sink 3” (75%) clear of wall, 3 gallon (13-5 litres) white 
‘porcelain enamelled cast-iron ‘ Speedwell’ syphon cistern, cover and brackets, 
with galvanized iron connecting rod from treadle to cistern, brass rising jet, 
with supply valve actuated by treadle, 2” (13%) brass weighted lever ‘ cold ' 
valve and bottle spray through side of sink; no flushpipe. 


If desired the cistern can be supplied with White Glazed Fireclay Shell. 


Reduction if bottle spray and valve on side 
not required. 


Extras. 


If with brass fittings Nickel Plated. 

If with Galvanized Steel Flush Pipe, and 
brass clip to keep same clear of wall. 

If with White Porcelain Enamelled ditto ditto 

If with Polished Brass ditto ditto 


Гот prices see appendix 
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DOULTON BED PAN SINK 


FOR HOSPITAL USE 
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No. X.r140. 


The bed pan is cleaned by a rising jet, actuated by a lever valve on wall, while the Urine Bottle is 
cleaned by a spray pipe with lever valve at side, In this type the cistern is actuated by a chain pull. Sink 
can be supplied with 55" trap if specially ordered. 


Standard Specification. 

No. X.1140. White Glazed Vulcan Fireclay Bed Pan and Urine Bottle Sink with ‘P’ trap 
in one piece, also ramp inside to hold bed pen in position, 27" X 10” (9"69 x 
о"48), supported on white porcelain enamelled cast iron cantilevers to build into 
wall and to keep sink 3” (75%) clear of wall, 3 gallon (13-5 litres) white 
porcelain enamelled cast iron ' Speedwell ' syphon cistern, cover and brackets, 
silent ball valve, brass chain and ebonized pull, with chain guide, 3” (13%) 
brass self-closing lever valve with pipe to rising jet, also 4” (13%) self-closing 
lever valve with bottle spray through side of sink; no flushpipe. 

If desired the cistern can be supplied with White Glazed Fireclay Shell. 
Reduction if bottle spray and valve on side not required. 


Extras. 


If with brass fittings Nickel Plated. 

If with Galvanized Steel Flush Pipe, and 
brass clip to keep same clear of wall. 

If with White Porcelain Enamelled ditto ditto 

If with Polished Brass ditto ditto 


For prices see appendix 


CC-0. Bhagavad Ramanuja National Research Institute, Melukote Collection. 


Funding: IKS/Tattva Heritage. Р anon. Sarayu Trust/eGangotri 


DOULTON BED PAN SINK 


FOR HOSPITAL USE 


No. Х.1137. 


The bed рап is cleaned by a rising jet worked by a treadle, and the same action discharges the flush 
tank; this ensures the thorough cleansing of the sink after each bed pan is washed. Тһе urine bottle is 
cleansed by a spray controlled by a weighted lever handle cold valve on right hand side of bed pan sink. 
Sink can supplied reverse hand if mentioned on order. 


Standard Specification. 


No. Х.1137. White Glazed Vulcan Fireclay Combined Bed Pan and Scalding Sink with 
“Р! trap in one piece, also ramp inside to hold bed pan in position, 4’ o" X 
1' 7" (1722 X 0"48) overall, supported on white porcelain enamelled cast iron 
cantilevers to build into wall, and to keep sink 5^ (7574) clear of wall, 3 
gallon (13-5 litres) white porcelain enamelled cast iron ‘ Speedwell ’ syphon 
cistern, cover and brackets, galvanized iron connecting rod from treadle to 
cistern, brass rising jet with supply valve actuated by treadle, 3” (13%) brass 
weighted lever ‘cold’ valve and bottle spray through side 
of sink, 4” (13%) brass lever handled smooth body hot 
and cold valves with wall mounts, 1” (25%) rubber plug 
with brass chain and stay to outlet of scalding sink, 
which discharges into bed pan sink; no flushpipe. 


If desired the cistern can be supplied in White Glazed Fireclay. 
Reduction if bottle spray and valve on side not required. 


Extras. 
If brass fittings Nickel Plated. 
t И with Galvanized Steel Flush Pipe and brass clip to keep same 
[n clear of wall. 
| If with White Porcelain Enamelled Ditto Ditto 
If with Polished Brass Ditto Ditto 


For prices see appendix 
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DOULTON BED PAN SINK & DRAINER 


FOR HOSPITAL USE 


No. X.1158. 


This is a combined apparatus for cleaning and scalding bed pans and mackintosh sheets. 

The bed pan is cleaned by a rising jet worked by a treadle and the same action discharges the flush 
tank; this ensures the thorough cleansing of the sink after each bed рап is washed. Тһе urine bottles are 
cleaned by a spray controlled by a weighted lever handle cold valve on right hand side of bed pan sink. The 
mackintosh is cleaned on the ungrooved slab with rubber pipe and jet connected to 3" patent hot and cold 


mixing valve, 


Standard Specification. 

No. X.1138. White Glazed Vulcan Fireclay Combined Bed Pan and Scalding Sink with 
“Р ' trap in one piece, with White Glazed Vulcan Fireclay Drainer at end, 
7 o" x ту” (27% x 978) overall, supported on white porcelain enamelled 
cast iron cantilevers to build into wall, and to keep sink 3” (7574) clear of wall, 
з gallon (13-5 litres) white porcelain enamelled cast iron * Speedwell ’ syphon 
cistern, cover and brackets, galvanized iron connecting rod from treadle to 
cistern, brass rising jet with supply valve actuated by treadle, 2” (13%) brass 
weighted lever “ cold’ valve and bottle spray through side of sink, 1” (13%) 
brass lever handled smooth body ‘ hot ' and * cold ' valves with wall mounts, 
1” (25%) rubber plug with brass chain and stay to outlet of scalding sink, which 
discharges into bed pan sink, 1" (13%) brass mixing valve with lever handle 
for fixing on wall over drainer, with rubber hose and jet; no flushpipe. 


If desired the cistern can be supplied with White Glazed Fireclay Shell. 
Reduction if bottle spray and valve on side not rcquired. 


Extras 
If brass fittings Nickel Plated. қ 
If with Galvanized Steel Flush Pipe and brass clip to Кеср same clear of wall. 
If with White Porcelain Enamelled Ditto Diti 
1 


I[ with Polished Brass 3 2 
Note.—Fixing details are similar to those shown for No. X.1137. 


For prices see appendix 
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DOULTON BED PAN SINK 


FOR HOSPITAL USE 


Нилээн 


No. X.4394. 


This sink has been specially designed to meet the requirements of the Metropolitan Asylums Board. The 
Бей pan is cleaned by a rising jet flushed direct from the cistern, and actuated by a chain pull. A separate 
compartment of the cistern is connected to the sink, and this has a separate chain pull for flushing. 


Standard Specification. 


No. X.4394. White Glazed Vulcan Fireclay Bed Pan Sink with “Р” trap in one piece, 
237 X 19" (9753 х 0748), supported on painted cast-iron cantilevers to build 
into wall and to keep sink clear of wall, 6 gallon (27 litres) painted cast-iron 
double compartment “ Speedwell ” syphon cistern, cover and brackets, with two 
brass chains, and white pottery handles, sink fitted with brass rising jet for 
bed pans, with union; no valve, no flushpipes. 


Extras 
If with brass chain pull guides. 


If cistern, cover, brackets and sink supports White Porce- 
lain Enamelled. 


If with White Porcelain Enamelled Flush Pipes from cistern 
to sink and rising jet, with brass clips to hold same 
clear of wall. 


If with Galvanized Steel Ditto, with brass clips. 


If with bottle spray and 3” (13%) weighted lever ‘cold’ valve 
fitted through side of sink, as with No. X.700. 


If with brass fittings Nickel Plated. 


For prices see appendix 
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DOULTON POST MORTEM TABLE 


4 
3 Ё | 


es 


No. Х.4418. 


Standard. Specification. 


No. X.4418. White Glazed Vulcan Fireclay Post Mortem Table, 6’ 6" x 2' б” (1798 х 0776), 
supported on White Glazed Vulcan Fireclay Pedestals, with gun metal hinged 
grating, porcelain enamelled cast iron pipe to floor and porcelain enamelled 


cast iron stay to pedestal. Pipe can be supplied shorter to discharge into 
bucket, or with shoe at end to discharge into Поог channel. 


No. X.4418A. As above, but table 6’ o" x 2' o" (1783 х 0"61), 


No. Х.781. 


Standard Specification. 


Yo. X A. Whi lazed Vulcan Fireclay Post Mortem Table, 6’ 6” x 2’ 6” (1798 X 976), 

Ne eee al е хон but supported ЫН White Porcelain Enamelled Cast Iron Centre 
Pedestal, on ball bearings, revolving type, with screw brake to secure table in 
position, including White Glazed Vulcan Fireclay Solid Base for Pedestal, with 
circular channel formed in same. 


No. X.781. As above, but table 6' o" x 2' o" (1783 x 9761). 


For prices see appendix 
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DOULTON 
PORCELAIN ENAMELLED VALVES 


No. Х.4300- 


М 

В Хо. Х.4309В. ` Хо. X.4399C. Хо. X.4399DX. 

й White Porcelain Enamelled Valves were originally manufactured and supplied by us te the new King's 
E ‘College Hospital, London. іп 1915; since then many improvements have been embodied. 

E 

1 Standard Specification. 

E No. X.1399. БИ) Valve for Sinks, «іс., with brass interiors, and White Porcelain 
й Enamelled Cast Iron Casing and Head. In 4” (13%) and 3” (19%) sizes. 
— . No. X.41399D. Ditto, with flanged wall mount іп one piece. In 2” (15%) and 2” (19%) 


sizes. 

No. X.43994. Ditto, with long bib for Baths, 1” (25%) size. 

No. X.4399B. Pillar Valve for Lavatories, as above, 4” (13%) size, including brass union 
for lead pipe. 

No. X.4399C. Ошо ditto for Baths, 2” (19%) size. 


No. X.4399BX. Pillar Valve for Lavatories, as above, 4” (13%) size, with exposed nickel 
plated spindle and nut, with special porcelain enamelled iron head as illus- 


trated. 
Note.—If any of above valves are required with special head, and plated spindle, сіс., as 
i No. X.4399BX, add the letter * X ' immediately after the List Number. 


The use of these valves effects a very great economy of labour, as the necessity for using 
melal polish is entirely eliminated, the fittings being cleaned easily with a damp cloth. 


For prices see appendix 
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MISCELLANEOUS 
SECTION > 


ІС this section are grouped together various 

fittings which are not readily located in the 
Standard Sections, to which are added a varied 
selection of Bathroom Accessories. 


Bathroom Accessories are shown іп White 
Glazed Queensware, апа White Porcelain 
Enamelled Cast Iron, either of which can be 
specially recommended, both from a utility and a 
labour-saving point of view. Nickel Plated 
Fitments are, of course, included, as are also 
Bath Seats, etc., and Mirrors, and Towel Airers. 


Drinking Fountains of the latest approved 
type are illustrated. 


Mixing Valves are shown with Hand Sprays, 
and also priced separately. 


Automatic Tanks for Flushing either Closet 
Ranges or Drains, etc., in a large range of sizes 
will also be found in this section. 
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DOULTON DRINKING FOUNTAINS 


Ко. X.4290A. Ко." X.4290B. 


The types illustrated are the most hygienic of all Drinking Fountains, The jet of water rises at an angle 
enabling the user to drink with more comfort than from ап ordinary bubbling jet; it is protected [гот 
contamination by means of a hood, and the height of the jet can be regulated to suit the water pressure, 


Diameter of Bowl Diameter of Base Height to top 


overall overall of Bowl 
No. X.4290A/B 14" 151" 2' 8” 
(0736) (0731) (0781) 


Standard. Specification. 


No. X.4290A. Drinking Fountain with Bowl in White Glazed Vulcan Fireclay, апа 
Pedestal in White Porcelain Enamelled Cast Iron, 4” (13%) polished 
brass press-down self-closing non-concussive bubbling valve with patent 
hooded jet and regulating arrangement, 1j" (32%) polished brass waste 
connection, and unions for lead on supply and waste below floor. 


No. X.4290B. All as above described, but valve with press knob working through pedestal, 
fixed under bowl. 


Extra. 
If with brass fittings Nickel Plated, Nos. X.4290A-B. 


Sie ma 


MERE DI EE 


For prices see appendix 
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DOULTON DRINKING FOUNTAINS 


The types illustrated are the most iygienic of all Drinking Fountains. The jet of water rises at an angle, 
enabling the user to drink with тоге comfort than from an ordinary bubbling jet; it is protected from 
contamination by means of a hood, and the height of the jet can be regulated to suit the water pressure. 


Width Projection 


Diam. of Projection 
overall from wall 


bowl overall from wall 
No. X.4292/A. 14” 161” Хо. X.4293/A. 144" 141" 
(979) | (94) (0"37) (9"37) 


Standard Specification. 

Drinking Fountain in White Glazed Vulcan Fireclay, supported on painted 
cast iron bracket to screw to wall, 1^ (25%) polished brass waste connection, 
1” (13%) polished brass lever handle self-closing  non-concussive bubbling 
valve, with patent hooded jet and regulating arrangement, unions for lead on 
supply and waste. 


No. X.4292. 


No. X.42924. All as above described, but with painted bracket to build into wall. 


Drinking Fountain in White Glazed Vulcan Fireclay, supported on painted 
cast iron brackets to screw to wall, 1" (2574) polished brass waste connec- 
tion, 3” (13%) polished brass press-down self-closing non-concussive bubbling 
valve, with patent hooded jet and regulating arrangement, unions for lead on 


supply and waste. 


No. Х.4203- 


No. X.4293A. All as above described, but with painted brackets to build into wall. 
Extras. 


If with brass fittings Nickel Plated, No. X.4292/A. 
If with brass fittings Nickel Plated, No. Х.4203/А. 


For prices see appendix 
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DOULTON TOWEL AIRERS | 


An efficient hot water rail not only airs the towels but warms the atmosphere, which adds greatly to 
the general comfort in the bathroom 


Standard Specification. 


No. X.397X. Pedestal Towel Airer, to stand clear of wall, size 3° 6” (1707) high X 3' o^ 
(0792) wide, 13” (32%) diameter, including stop and air cocks, unions for 
lead above floor. In Nickel Plated brass. 


No. X.397Y. Ditto Би lighter pattern, size 3' o" (0"92) high x 370” (0792) wide, and 
without unions. 


Хо. X.1021X. Double Top Towel Airer, otherwise all as Хо. X.397X, size 37 6” (1707) high 
X 3' o" (0792) wide, unions for lead above floor. 


No. X.1021Y. Ditto but lighter pattern, size 3’ o" (0"92) high X 37 o" (0702) wide, and 
without unions. 4 


No. X.1022X. Towel Airer, all as No. X.397X, but with flanges for screwing to wall, size 
3° 6" (3707) high х 3° o" (0702) wide, with unions for lead above floor. 


For prices see appendix 
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DOULTON HAND SPRAYS 


No. X.1863. No. X.1865. 


Standard Specification. 


No. 


No. 


X.1863. 


X.1863A. 


. X.1865. 


Shampoo Fitting, comprising 4” (1374) Patent Anti-scalding Mixing Valve 
(No. X.1485B) with lever handle, for cold, tepid and hot water, wall flange, 
unions for lead pipe, 36" (o"92) length flexible rubber hose with coupling to 
valve, 3” (75%) spray rose with rubber protecting ring, white china grip, 
and wall hook. Іп Polished Brass. 


Ditto ditto, but Nickel Plated. 


Shampoo Fitting, comprising 1” (13%) separate hot and cold screw down 
Valves with breeches piece, wall flanges, unions for lead pipe, 36” (o"92) 
length flexible rubber hose with coupling, 3" (7574) spray rose with rubber 
protecting ring, white china grip, and wall hook. Іп Polished Brass. 


. Ditto ditto, but Nickel Plated. 


Patent Anti-scalding Mixing Valve, with lever handle, for cold, tepid and hot 
water (cold must be opened first, then tepid and finally hot), with wall 
flange and unions for lead. As illustrated with No. X.1863. 


Made in the following sizes: 47 (13%), 27 (1972), 1" (25%), and 117 (32%). 


Polished Brass or Nickel Plated. 


Extras. 


If with Braided Rubber Hose to Nos. X.1863 and Х.1865. 
If with Plated Flexible Metallic Hose to Nos. X.1863A and X.1865A. 


For prices see appendix ` 
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DOULTON BATHROOM ACCESSORIES 


Note.—For the purpose of this Catalogue, the letter prefix to above articles is X and not J as shown on 
illustration. 


Standard Specification. 
No. Х.боо. Bathroom Stool in white enamelled hardwood with removable cork top, size 


overall 13" (0733) X тї” (0728). 
Bathroom Chair in white enamelled hardwood with cork seat. 


No. X.692. 
Bath Seat in white enamelled hardwood, with rubber covered clips to rest on 


No. X.695. 
92 roll of bath. 
No. X.694. Bath Seat in compressed cork on oak bearers, with plated clips to rest on 
roll of bath. 
No. X.696. Bath Tray in white enamelled hardwood, plated mesh grating, to rest on roli 


of bath. 


Note.—For the purpose of this Catalogue, the letter prefix to above articles is X and not J as shown on 

illustration. 

Standard Specification. 

No. X.3168. Circular Shaving Mirror, with bevelled edge, ro^ (o"25) diameter, in plated 
brass frame, adjustable for any angle with plated swing arm and wall 
bracket. 

No. X.3169. Oblong Mirror, square corners, bevelled and polished : : 
СЕЕ арар (a76) x au^ (ors), nd polished edges, plated SCENE 

No. X.3169A. Oblong Mirror, as No. X.3160, but size overall 24" (061) x 18” (o"46). 

No. X.3170. Oval Mirror, bevelled and polished edge, plated screws. | Size overall 30” 
(70) х 20” (0751). 

No. X.3170A. Oval Mirror, as No. X.3170, but size overall 24" (0761) x 18” (o"46). 

No. X.3171. id Msn bevelled and polished edge, plated screws. ^ Size overall 
20 (951). 

No. X.3171A. Circular Mirror, as No. X.3171, but size overall 16” (0741). 

For prices see appendix 
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DOULTON BATHROOM ACCESSORIES 


Note—For the purpose of this Catalogue, the letter prefix to above articles is X and not J as shown on 
illustration. 


Standard Specification. 

No. X.984. Toilet Paper Holder in White Queensware. 

No. X.987. Combined Soap and Sponge Holder in White Queensware. 

No. Х.о5о. Robe Hook’ in White Qucensware. 

Мо. X.ggo. Towel Rail and Posts, 24” (0763) long, in White Queensware. 

No. X.994. Shelf and Brackets, 22” (0750) х 6” (0715), in White Queensware. 
All above articles supplied with plated screws. 


PotD 


22655 


Note.—For the purpose of this Catalogue, the letter prefix to above articles is X and not J as shown on 
illustration. 


Standard Specification. 

No. X.318. Towel Rail, in white porcelain enamelled steel with wall flanges, i" (3%) 
diameter, 18” (0746) long. 

No. X.324. Ditto but 24" (0761) long. 

Мо. X.326. Ditto | but зо” (0726) long. ; 

No. X.631. Towel Rail with two glass rails 24” (061) x 1” (25%), white porcelain p 
enamelled cast iron brackets. 


No. X.632. Glass Shelf, 30” (9776) x 5” (0713), white porcelain enamelled cast iron brackets. H 

No. X.633- Tooth Brush Holder, in white porcelain enamelled cast iron 285, | 

Мо. X.634. Soap Holder, їп white porcelain enamelled cast iron, 5% (2 м) х si G о). i 

No. X.635. Sponge Holder, in white porcelain enamelled cast iron, 103^ (0"27) x 647 (0717). R 

No. Х.985. Toilet Paper Holder, in white porcelain cast iron with hardwood roller. 
All above articles supplied with plated screws. 


For prices see appendix 
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DOULTON ‘SAVOY’ ACCESSORIES 


These accessories have the whole of the metal work in extra heavy cast brass and аге of superior 


* finish in every way. 


Standard Specification. 
No. X.7go. Towel Tray in polished plate glass, with back and sides, and special Nickel 
Plated cast brass brackets, size overall 13” (0733) X 52” (0"14). 


No. X.7g1. Shelf in polished plate glass, 20” (9751) Х 43” (0731), with special Nickel Plated 
cast brass brackets. Ч 


Мо. X.792. Soap Dish іп frosted glass, with special Nickel Plated cast brass bracket. 
No. Х.703. Sponge Dish іп frosted glass, with special Nickel Plated cast brass bracket. 
No. X.7g4. Tumbler in plain glass, with special Nickel Plated cast brass bracket. 


No. X.795. Hand Rail in crystal glass, with special Nickel Plated cast brass brackets, 18" 
(0746) centres. 


No. X.796. Toilet Paper Holder with cover as illustrated, in Nickel Plated cast brass. 


АП above articles supplied with plated screws. 


For prices see appendix 
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DOULTON BATHROOM ACCESSORIES 
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Note.—For the purpose of this Catalogue, the letter prefix to above articles is X and not J as shown оп 
illustration. 


Standard Specification. 

No. X.560. Nickel Plated brass Holder and Glass Tumbler. 

No. X.560A. Nickel Plated brass Holder and Queensware Tooth Brush Vase. 

No. X.561. Nickel Plated brass Sponge Holder. 

No. X.562. Nickel Plated brass combined Sponge and Soap Holder to rest across bath. 

No. X.563. Nickel Plated brass Towel Rail, 3” (1974) diameter, 18" (0746). 

No. X.563A. Ditto 24” (0761) long. No. X.563B. Ditto зо” (0776) long. 

No. X.564. Crystal Glass Towel Rail, 1" (2572) diameter, with pair plated brass mounts, 
18” (0746) long. 

No. X.564A. Ditto 24" (0761) long. No. X.564B. Ditto зо” (0776) long. 

No. X.566. Nickel Plated brass Tooth Brush Holder. 

No. X.569. Nickel Plated brass ring pattern Holder, with Glass Tumbler. 

No. X.570. Nickel Plated brass Tooth Brush and Tumbler Holder, with Glass Tumbler. 

No. X.565. Special two-arm Hinged Towel Rail, crystal glass rails with Nickel Plated 
brass caps, 18” (о746) long, 2” (23%) diameter, with wall flange. 

No. X.568. Nickel Plated brass Hinged Towel Rail, 18” (9746) long, 3" (1324) diameter, 
single arm, with wall flange. 

No. X.568A. Ditto but two arms. 

No. X.568B. Ditto but three arms (as illustrated). 

No. Х.воо. Nickel Plated brass combined Sponge and Soap Holder for roll of bath. 

No. X.647. Nickel Plated brass toilet paper Holder. 


No. X.4046. Polished Glass Shelf, 24” (о76) x 5” (о713), with Nickel Plated brass 
brackets. 


No. X.4046A. Polished Glass Shelf, 24" (ба) x дї” (01), with Nickel Plated brass 
brackets and fixing screw through shelf. 
АП above articles supplied with plated screws. 


For prices see appendix 
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Absolute certainty in action. Perfect action with drop-by-drop feed and also intermittent supply. These 
tanks are most useful for flushing short lengths of house drains. In covering these flushing tanks an air 
inlet must be provided. If a trap exists between flushing tank and sewer, space between must be vented. 


Standard Specification. 


No. X.1385. Automatic Flushing Tank in galvanized wrought iron with cast iron syphon, 
air pipe and trap, as illustrated. 


CAPACITY LENGTH WIDTH DEPTH SIZE OF OUTLET 


- 


200 Gallons (998 Litres) 5° 13” (1756) 3 4” (1702) 27 1” (0763) Д” (102%) 
150 z 682, 4 6%” (1738) 2’ то” (0786) 2’ 1 (0763) 4" (10255) 
100 ^, = „ 3X 6A” (79) 2 sa” (0%75) 2 1” (6) 4” (102%) 
9 33 , 3' 1" (о) 23” (o"69) 27 1” (063) д” (2%) 

38 a 2’ 11" (07%) 2' 1" (o"63) 2' 1" (o"63) 4” (102%) 

ма, 2 7” (077) > o” (©ё) 27 1” (693) 1” (103%) 

Сү? Ке 2 4” (0771) 1’ 10” (0556) z? 17 (0763) 4" (102%) 

182 „ 27 63” (о"77) r 7" (o"48) г g" (0753) 3” (75%) 

1356 4 27 o" (0761) l 63" (o"47) 1 0” (o"53) 37 (75%) 

95 ,, r 8” (°з) r бр (047) 17 o” (0753) 3” (75%) 

68 ,, Г 07 (0753) — 1* 6" (076) x’ 2” (0736) 2” (51) 

45 5 цас (046) у 2” (0o36) 17 2” (036) 5” (уу 


Cantilevers to support above tanks аге priced in the appendix. 


For prices see appendix ü 
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DOULTON AUTOMATIC SYPHONS 


No. X.1136. 


Doulton's Automatic Syphons for flushing Sewers аге the outcome of many years’ experience of the 
varying conditions under which ѕисіт syphons have to work. They possess the following advantages :— 

Absolute certainty of action. High velocity in discharge. “Perfect action with drop-by-drop feed or 
intermittent supply. Disconnects the flush chamber from the sewer. Every part is easy of access. Full 
way all through the syphon so there is no check in the flush. All parts in cast iron. The air pipe is 
arranged so that the difficulty of а partial vacuum, owing to too quick a rush of water into the tank, just 
at the end of the discharge, is entirely overcome. There are no small internal pipes or traps liable to 
choke. These syphons are usually made to work with 2! 6" (0776) or 3! o^ (o"qt) depth of water in the 
tank, but the sizes ир to and including 6” (157/.) can be manufactured to suit any depth from 1/ о” (30) 
upwards. 


No. X.1136 Painted Syphon д” outlet to flush a 6" drain 
(9710) (o^ 15) 

No. X.1 136A ” 3 5 » ” 0” ” 
0) (^23) 

No. X.1136B m ” 6” ” n i^ 0 
(в 15) (030) 


Connection particulars: Syphons for 3’ о” (0791) depth of water. 


Depth from underside Depth from underside 
of flange to invert оѓ flange to bottom 


of outlet агар 
No. X.1136 A 20 
No. X.1136A EA te 
No. X.1136B (9) з у 


Syphons will be supplied to suit 3' o” (o"9:) depth of water unless otherwise ordered. 


For prices see appendix 
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DOULTON MANUFACTURES 


DOULTON & CO. МІМІТЕР, are-Manufacturers of a large and varied 


range of wares, in 'addition to Sanitary Equipment. 


Separate Catalogues 


dealing with any of the undermentioned goods will be sent on application. 


Drainage and Sewerage. 


Stoneware Drain Pipes. 
Special Joints for ditto. 
Stoneware Junctions. 
Stoneware Bends. 
Gullies and Traps. 
Channels. 

Manhole Covers. 
Flushing Syphons. 
Etc., Etc. 


Electrical Work. 


Conduits. 
Troughs. 
Ducts. 
Insulators. 
Etc., Etc. 


Suilding Materials. 


Air Bricks. 
Damp Courses. 
Chimney Tops. 
Flue Linings. 
Cattle Troughs. 
Silicon Treads. 
Etc., Etc. 


Architectural Wares. 


Carrara Ware. 

Salt Glazed Stoneware. 
Unglazed Terra Cotta. 
Mosaics and Tiles. 
Fireplaces. 

Statuary. 

Garden Vases. 
Sundials. 

Fountains. 


Etc., Etc. 


General. 


Plumbago Crucibles. 

Laboratory Porcelain. 
Chemical Stoneware. 
Water Filters. 


Doulton-Ware and 
other Art-Wares. 


Domestic Wares. 
China and 
Earthenware. 
Etc., Etc. 
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DOULTON CARRARA WARE 


SALT GLAZED STONEWARE AND, ЖР.А2Ер 
TERRA-COTTA FOR ARCHITECTURAL PURPOSES. 


nri E. e 
ШИ P 


I 1: ! 


———— 


wit 1 


View of Messrs. Spicer Bros.' Premises, 
New BnipcE 5т., Brackrriars, Lonpon, Е.С. 
(Francis W. Troup, Esq., F.R.I.B.A., Architect, r4 Gray's Inn Square, London, W.C.) 


This fine example of a Modern Commercial Building is faced with 


Doulton's White Carrara Ware. 


ENQUIRIES FOR ALL WORK OF THIS DESCRIPTION ARE INVITED. 
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DOULTON SALT-GLAZED 
STONEWAZRE PIPES & CONNECTIONS 


DOULTON'S TESTED PIPES. 


Special attention is directed to Doulton's Tested Drain-pipes, which fulfil the existing 
demand for perfectly reliable stoneware pipes. These pipes are carefully selected, and each 


one is subjected to considerable internal hydraulic pressure. 


By thus testing stoneware pipes under pressure the slightest flaws are detected. Each 


tested pipe is stencilled to indicate that it has satisfactorily stood the test. 


"Tested pipes of Doulton’s LONDON- Tested pipes of Doulton's Midland Stone- 


MADE Stoneware are manufactured at ware, and of their Lancashire Stoneware, 
„Lambeth of selected stoneware clays from are also supplied, and are stencilled thus:— 


their Dorsetshire clay-fields. Each tested 


pipe is stencilled thus:— 


MOULTON! 


TESTED F [POULTON] 
тетер. | TESTED! 


INTERCEPTING ТКАР5, GULLIES, GREASE INTERCEPTORS, 
MANHOLE CHANNELS, ETC., OF THE MOST MODERN DESIGNS. 


CHIMNEY TOPS, AIR BRICKS, GLAZED DAMP-COURSE, ETC. 


Separate Catalogues of above on application. 
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DOULTON'S 'VITRELIA 


For Cleaning and Preserving 
PORCELAIN ENAMELLED BATHS 


And also GLAZED EARTHENWARE AND. FIRECLAY. 


SOLD IN SOLD IN 


TINS. Beer ee UE TINS 


ЇМ Cleaning Powders now sold contain 
gritty substances and penetrating acids 
. which soon destroy the beautiful surface of = 
y enamelled ware, leaving it dull, porous and y 
insanitary. 


e 


VITRELLA made by Doulton & Co., Ltd., 
contains no injurious ingredients, and cleans 
without scratching, thus maintaining the glossy 
surface of Porcelain Enamelled Baths and Glazed 


Pottery. 


NOTE.—Use Vitrella sparingly, it goes farthest. 


‘VITRELLA’ 


Is unequalled for cleaning all cooking utensils 
whether Enamelled Ware or Aluminium. 


‘Vitrella’ is obtainable from the leading Stores and Merchants, 
or direct from DOULTON & CO., LTD. 


5, 
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BOULTON GERM PROOF FILTERS 


Vide Medical Report:— 


“Of the Filters tested 
Doulton Filters ^ alone 
uniformly prevented the 
direct transmission of 
micro-organisms.’ The 
report fully | endorsed 
earlier tests and estab- 
lished beyond question 
the superiority of the 
Doulton Filters. 


85 c B 


Fig. 63 
Drip Filter 


Sizes т to $ Galls. 


Fig. 88 
Tap. Filter 
Under  30-lbs. pressure 
wil yield т pint per 
minute. 


тилеп 


ILLUSTRATED CATALOGUES SHOWING VARIOUS TYPES OF 


CISTERN AND PRESSURE FILTERS 


сс 


SENT ON APPLICATION. 
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